
This document summarises the state of the shaft grounding brushes in each pod as found on the 6th of Sep as 
well as the opinions / advice provided by the Mersen technical representative who attended Mr Mark Field. 

The inspection occurred on the morning of the 6th of Sep with Markus Kolar present from Siemens, Fernando 
Gonzales from Navantia, Mark Field from Mersen, David Saville, Craig Ludemann, Paul Williams and David 
Anderson‐Smith from the Commonwealth.  Peter Lewis from Siemens was also present from Siemens for the 
starboards side inspections. 

The inspection started on the Starboard side pod and found the following: 

 A build‐up of an unidentified black particulate contaminant was found on and around the port side
brush holder.  Contaminant can lead to brush issues but typically these are related to excessive wear
so in the opinion of Mr Field the particulate is not causing any issues based on the observed brush
wear.

 Mr Field stated that the type of brush in use is suitable to run on stainless steel slip rings and the
grounding application they are being used for in the SSP10 units for both DC CP currents and high
frequency AC VFD induced currents.

 Brush wear observed on the port brush holder brushes indicates that the conducting silver carbon
segment of both brushes were not in contact with the shaft slip ring.  The cause for this appears to be
a failure to match the curvature of the brush contact surface with the shaft slip ring radius from build
and due to a low wear rate meaning the brushes have not sufficiently bedded in with use.

 Due to physical access constraints Mr Field was unable to directly measure the brush spring tension,
but upon removing the brushes and spring unit it was confirmed that springs with a tension of 1600
centi‐newtons are installed which translates to a brush pressure of 20 kPa.  Such pressures are in line
with Mersen’s specifications for the LHD specific application.

 The brush holders were identified as Mersen holders by Mr Field.


