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Quentris SA — NV License Agreement

This is the legal agreement between you, and Quentris.
IMPORTANT: READ THIS AGREEMENT COMPLETELY BEFORE USING THE SOFTWARE.

BY BREAKING THE SEAL ON ANY CD-ROM PACKAGE OR BY YOUR INITIAL USE OF THE SOFTWARE, YOU AGREE
TO THE FOLLOWING PROVISIONS. IF YOU DO NOT AGREE WITH THESE PROVISIONS, DO NOT USE THE
SOFTWARE, IMMEDIATELY RETURN THE UNOPENED PACKAGE (IF ANY) WITH ALL INCLUDED MATERIALS AND
YOUR RECEIPT TO YOUR DISTRIBUTOR OR RESELLER (IF ANY) OR, IF NOT, TO QUENTRIS SA-NV AT THE
ADDRESS PROVIDED.

TERMS AND CONDITIONS

1. GRANT OF LICENSE - This Quentris agreement (“License”) permits you to use one copy of the Quentris
software product acquires with this License (“Software”) on any single computer, provided the Software is
in use on only one computer at any time. If you have multiple Licenses for the Software, then at any time
you may have as many copies of the Software in use as you have Licenses. The Software is “in use” on a
computer when it is loaded into the temporary memory (i.e. RAM) or installed into the permanent memory
(e.g. hard disk or other storage device) of that computer, except that a copy installed on a network server
for the sole purpose of distribution to other computers is not “in use”.

2. COPYRIGHT - the Software is owned by Quentris or its suppliers and is protected by the international
treaty provisions, and all other applicable national laws. Therefore, you must treat the Software like any
other copyrighted material (e.g. a book or musical recording) except that if the software is not copy
protected you may either (a) make one copy of the software solely for backup or archival purpose, or (b)
transfer the software to a single hard disk provided you keep the original solely for backup or archival
purpose. You may not copy the Product manual or written material accompanying the software.

3. OTHER RESTRICTIONS - You may not rent or lease the Software, but you may transfer your rights under
this Quentris License Agreement on a permanent basis provided you transfer all copies of the Software
and all written materials, and the recipient agrees to the terms of this agreement. Any transfer must
include the most recent update and all prior versions. You may not reverse engineer, decompile or
disassemble the Software.

4. LIMITED WARRANTY - Quentris warrant that (a) the software will perform substantially in accordance with
the accompanying Product Manuals(s) for a period of 90 days from the date of receipt; and (b) any
Quentris supplied hardware accompanying the software will be free from defects in materials and
workmanship under normal use and service for a period of one year from the date of receipt. Any implied
warranties on the software and the hardware are limited to 90 days and one year respectively.

5. CUSTOMER REMEDIES - Quentris’s entire liability and your exclusive remedy shall be, at Quentris’s
options, either (a) return of the price paid or (b) repair or replacement of the software or the hardware
that does not meet Quentris’s Limited warranty and which is returned to Quentris with a copy of our
receipt. This Limited Warranty is void if failure of the software or hardware has resulted from accident,
abuse, or misapplication. Any replacement Software will be warranted for the remainder of the original
warranty period or 30 days, whichever is longer.
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6. NO OTHER WARRANTIES - QUENTRIS DISCLAIMS ALL OTHER WARRANTIES EITHER EXPRESS OR
IMPLIED INCLUDING BUT NOT LIMITED TO IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS
FOR A PARTICULAR PURPOSE WITH THE RESPECT TO THE SOFTWARE THE ACCOMPANYING PRODUCT
MANUAL AND WRITTEN MATERIAL AND ANY ACCOMPANYING HARDWARE. THIS LIMITED WARRANTY
GIVES YOU SPECIFIC LEGAL RIGHT.

7. NO LIABILITY FOR CONSEQUENTIAL DAMAGES - IN NO EVENT SHALL QUENTRIS OR ITS SUPPLIERS BE
LIABLE FOR ANY OTHER DAMAGES WHATSOEVER (INCLUDING, WITHOUT LIMITATION, DAMAGES FOR
LOSS OF BUSINESS PROFITS, BUSINESS INTERRUPTION, LOSS OF BUSINESS INFORMATION, OR OTHER
PECUNIARY MOSS) ARISING OUT OF THE USE OF OR INABILITY TO USE QUENTRIS PRODUCT, EVEN IF
QUENTRIS HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES. IN ANY CASE QUENTRIS
ENTIRE LIABILITY UNDER ANY PROVISION OF THIS AGREEMENT SHALL BE LIMITED TO THE AMOUNT
ACTUALLY PAID BY YOU FOR THE SOFTWARE.

AKNOWLEDGMENT

YOU AKNOWLEDGE THAT YOU HAVE READ THIS AGREEMENT, UNDERSTAND IT AND AGREE TO BE BOUND BY
ITS TERMS AND CONDITIONS. YOU FURTHER AGREE THAT IT IS THE COMPLETE AND EXCLUSIVE STATEMENT
OF THE AGREEMENT BETWEEN YOU AND QUENTRIS WHICH SUPERSEDES ANY PROPOSAL OR PRIOR
AGREEMENT, ORAL OR WRITTEN, AND ANY OTHER COMMUNICATIONS BETWEEN YOU AND QUENTRIS OR
QUENTRIS’S AGENT(S) RELATING TO THE LICENSED SOFTWARE.

© Copyright Quentris S.A. - N.V. 2010
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1 PRODUCT OVERVIEW

11 USER INTERFACE

e File ~ Directory - Profiles - Toolk ~ Configuration Help -

Directory

THR @& K207

Lastname n Phone Mobile o d emaill

Ampere 047523452314 Andre.Ampere@Company.com
Celcius Anders 046612345678 Anders.Celcus@Company .com
Curie Marie 047898753456 Marie.Curie@Company.com
Curie Pierre 047566554433 Pierre.Curie@Company.com
Darwin Charles 047998763242 Charles.Darwin@Company.com
Einstein Albert 0477666555 Albert.Einstein@Company.com
Faradau Mirhasl n4A539140087 Wirhasl Faradaw@iamnany ram

Operator Note Personal Note

. 4
BLF| €5 |[Redial|Missed] Picture]

Name

& i Newton Isaac
Didier Wielemans

15861

Volta Alessandro

Meitner Lise
&

‘ |Display

® zx xx wo.an

Qrigin Source Murnber Destination MNurnber Tirne
2 |AcD | STLVIE 2530 MARTINE 2531 1:49

Microphone (=)————{—(*) Speakers (=)———+{)—*)  administrator | 1 17 Oct 2008 15:52

The Smile 3 user interface has been specially designed to provide on a single window all the relevant call
information, no need to swap between multiple windows.

Icons are available for call handling: off/on hook, Forward, Redial, Hold, Conference, Email, etc...

By placing the mouse pointer on an icon of the Smile user interface, the operator will get a tip containing
the name of the icon and the corresponding shortcut key.

All rights reserved Smile 3.0 Technical Guide - Version 1.7 Page 8 of 191
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1.1.1 Call Handling

The Smile 3 screen based console interfaces directly to the CS1000 E/M. With advanced call handling capabilities,
operators can answer, transfer, announce, park, hold and place calls using their Personal Computer.

The Smile 3 main screen holds all information related to a call: name, number, origin and status.

A thermometer indicates the number of calls waiting and the age of the oldest call in the operator queue. It will
change from blue to red if the number of calls waiting exceeds a predefined number

Multiple alternatives are available: Forwardl, Forward2, Mobile, ESN, Express Messaging, Emaill, Email2.

r .|
CEVEAVHED I AGEB =15 7.
| -5 - . . . Display . —
P [ acp| 1581 Didier Wielemans Didier Wielemans | g
3 | Priv| 1581 _
c @ B XX =
" |_ |
9 -3 G|

0 | Dst L i —

0:00 Qriging Source Murmber Destination Murmber Tirne

1 ';l ACD SYLVIE 2530 MARTINE 2531 1:49
| ” |

Each feature or function can be accessed via mouse click and shortcut keys.

1.1.2 Holding a call

If needed, the operator can place a call on hold and assign a label to it. This label containing information about
the called and/or calling party remains permanently visible for the operator. The Smile keeps also the name and
the telephone number of the person to whom the operator has tried to extend the call. A timer shows how long a
call is already on hold. A reminder will indicate to the operator if a call stays too long on hold.

All this information contributes to guarantee a more efficient call handling.

All rights reserved Smile 3.0 Technical Guide - Version 1.7 Page 9 of 191
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1.1.3 Multi-criteria Search

It happens that one criterion is not sufficient to find the correct person in the database (e.g.: the database
contains 10 persons whose last name is Smith). The Smile program allows you to perform a multi-criteria search:
a combination of different criteria allows the operator to find the required information in no time.

The operator will be in position to find immediately the most qualified person for each call, without shuttling your
customer from extension to extension.

1.1.4 Express Messaging

faTel
WERS

The Express Messaging icon allows the operator to easily extend the caller to the called party voice mailbox.

To forward a call to the voice mailbox of the destination, the operator will press <Ctrl-5> or click on the ‘Express
Messaging'’ icon. A dialog box containing the phone number of the active record will appear. The operator will
have to accept or to change it by entering another mailbox number. The Smile application will automatically call
the Voice Mail system, wait an answer and enter the mailbox number. When this is done, the operator has just to
press the Release key to allow the caller to leave his voice message.

1.1.5 Busy Lamp Field

The purpose of the BLF (Busy Lamp Field) is to provide the status of the internal phone sets. This real-time
information is very useful. At any moment the operator knows the status of the looked up person and thus is able
to handle correctly the incoming call. (Do it right the first time).

| 4 . |
BLF| 0Cs |Redial[Missed|| Picture|
Status Ext. Name
=) 2541 MNewton Isaac
& 2540 Volta Alessandro
[ ] 2550 Meitner Lise
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1.1.6 Database Integration

SMUPDATE

It allows you to update the Smile database with a simple text file as source. This update can be started manually
or scheduled.

THE LDAP LOOKUP

Allowing you to consult the LDAP directory of the company, it gives you the same features as with the local Smile
directory:

Looking up names and phone numbers
Multi-criteria search

Placing a call using the phone numbers found in the LDAP directory

THE LDAP UPDATE

The LDAP Update is used to update the content of your local Smile database with the information retrieved from
an external LDAP directory. This update can be scheduled or can be initiated by the user.

This means only one centralized database to maintain!

Maintaining your database up-to-date via the import routines or automatic update from a LDAP server is a reality
offered to simplify the most important role of Smile, which is « Improve Customer Service ».

1.1.7 Networking

When you have two or more Smile applications running on your network, you can use the Networking function to
centralize all the records in one master database that will be used by all the applications. Every time an operator
makes a modification in the database (e.g. updating the information of a memo field), it will be automatically
visible for all the operators working in the same Smile network.

All rights reserved Smile 3.0 Technical Guide - Version 1.7 Page 11 of 191
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1.1.8 Web Browser

Open a web site within the smile interface (5 quickly selectable favorites) allowing the operator to use the phone
number found on the web to place a call.

(Requires Internet explorer 5.0 or higher)

° File - Directory -~ Profiles - Tools - Configuration Help ~

Directory

-~
@ YELLOWPAGES.COM™ Smi | Rositer
FIND A BUSINESS FIND APERSON MAPS & DIRECTIONS MOBILE & MORE MY YELLOWPAGES.COM
Standard | Distance | Phone Number
FIND: LOCATION:
Local Yellow Pages
[ n [ n Q_FIND [0} Local Yellow Pages
Business Name or Category City, State, ZIP Code or Neighborhood
- LOCAL YELLOW PAGES POPULAR CATEGORIES = MORETOOLS Find Businesses, People, Maps & Directions
OpeninSrevser All from Your Browser!
Atlanta “Add Our Toolbar | o i b i

Memphis
Indianapolis Wiami
Kansas City Milwaukee Saint Louis

LocaTON

Partof the new £ atat

<

1.1.9 E-mail

THE PERSONAL NOTES

The employees of a company can send a mail to a predefined Smile e-mail account (e.g.: Smile@company.com),
with a short message. This message will appear on the Smile interface in the 'Personal Notes' field. The notes are
specific to each person stored in the repository and show up when this particular person is filtered out.

(Requires a POP3-SMTP compliant e-mail server and a dedicated Smile mailbox)

THE SEND MAIL

The operator can send a mail to the person in focus assuming that his e-mail address has been filled in. (Requires
an E-mail client)

Forwardl |forward2 | Mobile
Andre Ampere@Company.com 2230 0475 23 45 23
2230 0466 12 34 56
2230 04789876 34

at Text 9| -
A AR =
= | pgare BE 3 | speling

500 2| - - M

Options 5/ Proafing

1» 31

You missed  call from [

°
L«

—
Microphone (-) Gis) Speaker (- g sdministrater_ 1 =06 févr. 2009 |_07:32
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THE OPEN CALENDAR

The operator can open the agenda of a looked-up person in the local repository, when clicking the 'calendar’
button. This way the operator can verify the person's agenda.

(Requires MS Outlook)

Directory

EE )

Fir
Siméor

Poisson 0478 12 34 56
Smith John Johr 0475622354
mith ‘Alison 048922 5132

|smith Trevor
mith Georges
ractel Network

john Smith - Calendsr N

F [Ele Edt View Go Jooks Actions Help

okta Alessandro M Tl ) 9
; [ oy v | men
Oparator e we| ©® 2-6févier 2009

Wil be 0ut of the office 01-03/12/2008. E :

23 asd s
91011 12 13 13 15
WU A2
Bunsnm

Baic

— o
iz [(E[{> i,
00 — % |8 contas
== 1 s
1 | e
B (Nj= ] v
= T
S I
Picrophone (6)._speaker ) admmarator 3 =2 05 févr. 2009, _osias
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1.2 PACKAGING
The SMILE 3 product range consists of 1 single package: Premium
1.2.1  Product Code (Quentris)

Smile 3

Product code (Quentris) Description

New systems

4001-04-030000-00001 SMILE 3 Operator Console License — 1 Seat

4001-04-030000-00002 SMILE 3 Operator Console License — 2 Seats

4001-04-030000-00003 SMILE 3 Operator Console License — 3 Seats

4001-04-030000-00005 SMILE 3 Operator Console License — 5 Seats

Expansions

4001-70-000000-00001

SMILE 3 Expansion Oper

. Cons. Lic. — 1 Seat

4001-70-000000-00002

SMILE 3 Expansion Oper

. Cons. Lic. — 2 Seats

4001-70-000000-00003

SMILE 3 Expansion Oper

. Cons. Lic. — 3 Seats

4001-70-000000-00004

SMILE 3 Expansion Oper

. Cons. Lic. — 4 Seats

Upgrades

4001-90-030000-00001

SMILE 2 Major Upgrade to Smile 3.0 — 1 Seat

4001-71-000000-00001

SMILE 2 Upgrade to one

Seat on existing Smile 3

Options

4000-01-000100

SMILE Quentris Generic parallel Dongle

4000-01-000200

SMILE Quentris Generic USB Dongle

4001-00-030000

SMILE 3 Software on CD

All rights reserved
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1.2.2 Features comparison table
TELEPHONY FEATURES
@0 o
=R slog|e
N 2 o 2% o8
N = = i_) 8 ==
n S5 0
Feature Comments
Att. Alternative X X X* X* X * * ACD Return to Queue Option
Att. And Network-wide Remote Call |X X X |via feature key
Att. Announcement |X X X X X |Via ACD RANSs routes
Att. Barge-In |X X |
Att. Break-In |X X X X X |Ca|| Intrusion
Att. Break-In to Inquiry calls |X X |
Att. Break-In with Secrecy |X X |
Att. Busy Verify [x x |
Att. Call Selection |X X |
Att. Calls Waiting Indication |X X X X X |
Att. Clearing during Night Service |X X X X |
Att. Camp On |X X X X X Stati_on to Station Camp On, package 121
required
Att. Delay x x |
Att. Display of Speed Call or Autodial |X X X |Via Feature key
Att. Forward No Answer |X X X* X* X * |* ACD Return to Queue Option
Att. Incoming Call Indicators |X X " N o * DNIS and CPND l_)lock infos provi_ded to the
operator ** Graphical representation
Att. Interposition Transfer |X X X X X |Using the Private DN
Att. Lockout x x |
Att. Overflow Position |X X |
Att. Position Busy x x x x X [Via ACD Not Ready key
Att. Recall x x |
Att. Recall with Splitting [x x |
Att. Secrecy X x x X X |
Att. Splitting x x x K X |
Att. Supervisory Console |X X |
Att. Trunk Group Busy Indication |X X |
Att. End to End signalling |X X X X X |
- -
Busy Lamp Field XX xXe xx g *ﬂpugotgelggtiztsé?;isons
Console Presentation Group Level Services [X X |
First-second Degree Busy Indication x x |
Flexible Attendant Call Waiting x x |
Flexible Attendant Directory Number [x X |
Incoming Call Indicator Enhancement x X |
Listed Directory Numbers, Network |X X |
Multiple Console Operation x X X X X |
Night Service X x x X X |
Night Service Enhancements |X X |
Slow Answer Recall Enhancement X X X* X* X * ;'I":DDI{I\I and/or EFD must be set equal to the
Source Included when Attendant Dials x |
Recorded Overflow Announcement |X X X* X* X * | Using ACD RANSs routes
System ParkDN Lists | X |
I

Al

rights reserved
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SMILE TELEPHONY FEATURES

M2250
Smile 2
Smile 3.0
Smile 3.0.8
31/05/2010
Smile 3.1
TBC

Feature Comments

Autodial numbers (Phone, Alternatives, Mobile
and Net Number)

5 New prefixes for Autodial numbers |
FTR Keys I
Calls Waiting Thermometer |

X X X X
>
>

Longest waiting time for calls in queue
Number of manned Attendant Console

Calls on Hold: caller and called parties
Information

Calls on Hold: Timer threshold (Reminder) |
Calls on Hold: Label on Hold |
Call Park (System ParkDN) |

B3
X X X X X

B3

Conference
Call Mute

CIU configuration control (Ring Tone and
Headset type)

CIU General Purpose Relay control

PBX date and Time automatic Update
Incoming call pickup algorithm (FIFO/Smile)
Redial List

Incoming call search mechanism (Seek Mode)
Outgoing call search mechanism

Express Messaging

Automatic Charge Account

Activity Code

Not Ready Reason code

Missed Call List

X X X X X X X X X
X X X X X X X X X
X X X X X X X X X X X X

NA NA NA |

NA NA NA |CSlK now supports NTP servers

X X X |FIFO for Smile 3.x, call prioritization via CC6
X* X X X | * through Post Dial

X X X |

X X X X

X X X X

>

>
X X X X X

>

* up to 36 extensions
** up to 128 extensions

*k

>
*
>
*
>

Busy Lamp Field X X

Attendant Automatic Greeting |
Local Call Recording |
IP support I
Remote User capability |
End to End Quality of Service |
Automatic Network Configuration through
DHCP

Integration with Nortel Contact Centre
Specific calls treatments based on CLID/DNIS
Welcome messages, prioritization, ...

Time of day and holidays calls routing

Skilled based routing

I
I
I
I
NA  [NA |
NA  NA

X X X X X X X X X X /X
X X X X X X X X X X X
X X X X X X X X X X X

* Manual
** automatic using CC6

Fok

Call prioritization X*  X* X**

>
*
*
>

Extended real-time and historical rep. X
Call recording via Nortel Contact Recording
(Duplicated Media Stream)

Presence Information via OCS integration
Support of Plantronics CS60 headset
(Bluetooth with Answer/HangUp button)

<X X X X
<X X X X
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USER INTERFACE
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Smile 3

o | « | 2 |[88]=

o @ 6g s Qo

N = [} ~ U m

N = = L8 =k

n Sm o0
Feature Comments
* Danish, Dutch, English, French, German,
Multilingual X X* X* X** | X** | Italian, Russian, Spanish
** + Arabic, Hebrew and Norsk
[Automatic on Top | NA X X X X |
Automatic Maximize | NA X X X X |
Online e-education (Tutorial) | X |
Visual impaired person facilities | X X |
New Vista Like GUI | X X X |
User's profile management | X X X |
VIP (visual Impaired Person) Pkg | X X |
DIRECTORY
® o

o N € od .

o @ (2 ol Qo

N = o) ~ [

S | E| E |28|EF

~
@ n UE) b= ()

Feature Comments
Phonebook unlimited X* X X X [* Limited to 100 contacts in Express PKG
Phonebook Management X X
(Fields, Labels, Build in Reports)
Column labeling and FontSize | X X |
Multi Criteria Search Filters | X X X x|
Search options: ‘Start With' and
\ o X X
Contains
Quick Filters | X X X |
Operator and Personal Notes | X X X X |
Basic Statistics | x|
Support of E164 format X X

(Phone Number)
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SYSTEM

Feature

M2250

Smile 2
Smile 3.0

Smile 3.0.8
31/05/2010
Smile 3.1
TBC

Comments

SmUpdate

\Web |
Networking |
Optional Dongle |
LDAP LookUp |
LDAP Update |
Send Email |
Open MS Outlook Calendar (Manual) |

Open MS Outlook Calendar
(Automatic on incoming call - DNIS)
License Manager

On License Manager for Smile 3.x

XX X XX X X X
XX X XX X X X

X X (XX X X X X XX
X X XX X X X X XX

All rights reserved
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1.3 REQUIREMENTS

1.3.1 Hardware

Pentium IV — 3 GHz

1GB Ram

1GB free on hard disk. (+ 4 KB by additional record in the phonebook)
1 network card

1 USB port for the headset

Video card with 1024 x 768 - 256 colours (minimum)

1 Display SVGA 17”

1 USB port for the OPTIONAL Dongle on License Manager

1.3.2 Software

Windows XP Prof., Windows Vista and Windows 7 (32 bits)
Internet Explorer 5.0 or higher

.NET Framework 2.0 (minimum)

Extra requirements:
Send e-mail: e-mail client installed on the Smile workstation
Open Calendar: e-mail client MS Outlook and e-mail server MS Exchange
Personal Note: e-mail server compliant with POP3 and SMTP.
OCS Presence & IM: Microsoft Office Communicator 2007 R2

1.3.3 PBX

CS1000 RIs 5.0, RIs 5.5, RIs 6.0 or RIs 7.0 (*)
2 IP Users (not basic IP users) and 2 ACD Agents licenses by Smile Operator Console
2 CC6 Agent Licenses (if CC6 is used)

Package 121 and 186 recommended (Automatic Forced CampOn)

Smile 3 is compliant with the Nortel CC6 and CC7 AML
(*) The patch 'nortel-cs1000-tps-7.00.20-03.i386" is required for the call waiting thermometer.

All rights reserved Smile 3.0 Technical Guide - Version 1.7
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2 SMILE

2.1 SYSTEM ARCHITECTURE

2.1.1 Architecture Evolution

@ Smile 2

RS232 TDM (2 TNs)

Operator Desktop M2250/ CIU

In the architecture of the previous generation of Smile console (Smile 2) the operator desktop was connected to
the Nortel Console (M2250/CIU) using a serial cable.

Thanks to this link the Smile 2 software was driving the Nortel console allowing the operator to handle the phone
calls. The speech was terminated on the M2250/CIU.

By moving to the VolP, the architecture of the Smile console has been simplified.

- Smile 3 Local Area Network
g ]
\ [l
Operator Desktop CSlOOI
-

The Nortel console has been removed and now the Smile 3 console is interacting directly with the CS1000. Both
signaling and voice streams are transiting on the customer’s network .

No additional hardware is required except an USB headset for the operator.
The Smile 3 Console is a soft console configured as a set of 2 ACD positions (2050PC).

The first ACD position (First TN) is used for the call handling and the second for the operator queue monitoring,
the OnHold calls and the BLF (Busy Lamp Field) panel management.

The CS1000 is responsible for the queuing and the routing of the incoming calls.

Without any Nortel consoles the CS1000 is in night mode. The incoming calls for the LDNs (Listed Directory
Numbers) and the ATDN (Attendant Directory Number) are automatically routed to the NITx (Night Number) as
defined in the CDB (Customer Data Block). To route those calls to the Smile 3 Console we will assign the ACD DN
of the operator queue to the NITx number.

All rights reserved Smile 3.0 Technical Guide - Version 1.7 Page 20 of 191
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Communication Server 1000

e
Incoming Calls
(;ST M s » Internal Calls

-+
—

Y
s

NIT1 (CDB) l

‘ ACD Operater Queus

A

TN ‘ TNZ
Queus Monitoring (DWC)

(= Calls OnHold
l‘[] BLF (KEM 2.3)

=

Call handling

For advanced call treatments (Skill based routing, Time of Day control, special announcements, etc...) we can
integrate the Smile 3 console in the CC6 environment.

2.1.2 The Software modules

The Smile 3 software is composed of two modules:
The Smile 3 Console

The Smile 3 License Manager

THE SMILE 3 CONSOLE

The Smile 3 Console is the user interface that is used by the operator to handle the incoming calls. This module
has to be installed on each operator desktop.

Smile 3 Console

THE SMILE 3 LICENSE MANAGER

The Smile 3 License Manager (LM) is the module in charge of the licenses management.

It uses the ‘Pool-of-users’ or ‘Concurrent Seat’ licensing model meaning that all the licenses are centralized and
shared in the pool of Smile 3 operators.

The licenses are not linked to the operator desktop any more but are assigned on demand. This is very useful
when operators are working in shift since a non-working operator consoles will free up its license and make it
available for another operator.
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Smile 3

This module has to be installed only once, typically on an application server or on one of the operator desktops.
It can co reside with the Smile 3 Console module.

Smile
Workstation

Application startup

Application started

2.1.3 Supported Architectures

The four supported architectures are:
Standalone
Basic Network

Network with File Server

Secure
Communication

Network with File Server and Application Server

STANDALONE

/

\

License
Manager

Pool of licenses

Inuse Available

0

In a standalone configuration the two modules, the Smile 3 Console and the Smile 3 License Manager, are

running on the same operator desktop.

Smile 3 Console
i O o

Profiles

=

{ES;. . Smile 3 License Manager:

Licenses.xml

Operator Desktop

The database, the profiles and the license file are all in the Smile application folder.

CS1000
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BASIC NETWORK

Due to a high operator load, multiple locations or for backup reasons, a customer may need more than one
operator desktop.

The simplest way to achieve this customer’s requirements is to select a Smile 3 Console to become the ‘Master’,
the other one becoming ‘Slaves’.

The Master Smile 3 Console will:
run a Smile 3 Console with a console ID equal to 0
see menu item Configuration\Console Preferences\General\ConsoleID
run the Smile 3 License Manager and host the license file
Licenses.xml
host and share the system database (phone book)
smile.mdb
host and share the Profiles (user’'s preferences: Language, Greetings, Ul flavor, etc..)

Administrator.xml, Supervisor.xml, Default.xml, etc...

All the other operator desktop will be considered as Slave and will:
run a Smile 3 Console with a console 1D different than O
access the license file and get an available license from the Smile 3 License Manager

access the system database and profiles located on the Master Smile 3 Console

Pay attention, the operator desktop selected as Master Smile 3 Console should not be switched off.

In order to remain up and running during a network issue and an unavailability of the Master Smile 3 console,
each Smile 3 Consoles will keep, on closing, a local copy of the system database and profiles.

Smile 3 Console

\'.u_ O Database

| —y - Profiles
i | 4=

+E3 Smile 8 License Manager:

Licenses.xml Operator Desktop

CS1000

Smile 3 Console

- I ——————
o= |

Operator Desktop
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NETWORK WITH FILE SERVER

Same as the previous network architecture but the system database and profiles are hosted and shared on a file
server.

In this case the Master Smile 3 console will also keep, on closing, a local copy of the system database and
profiles.

Smile 3 Console

e
e

«;%*. Smile 3/License Manager: 3 -

G Database

Profiles

Smile 3 Console

Il

File Server

Operator Desktop

U

NETWORK WITH FILE SERVER AND APPLICATION SERVER

In this case the Smile 3 License Manager is running on an application server, the license file remaining available
in read/write for all the Smile 3 consoles.

Smile 3 Console
e —

Operator Desktop G Database
N
el ~

N
Smile 3 Console g Q N .

File Server

e
e ——
— .i #45, Smile 3 license Manager
opermorpestion E
-

Application Server
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INSTALLATION (STANDALONE)

This chapter explains how to install a standalone Smile 3 system.

The other network implementations are discussed in chapter 2.4 'Network implementations’

Installation Overview

< Start of Installation >

<
<

Does your PC meet the N

Correct the PC configuration

Hardware and Software
Requiremy

Do you have the N

Fill in the table
‘Minimum Setup Data’

minimum setup data
?

Yes

;

CS1000 Configuration:
SCB, ACD, TNs, CDB, Call Park

Do you have N

Download the Smile setup files from
the SMILE web site

the Smile sOftW7
2

Yes

b

Smile 3 License Manager
Installation

}

Smile 3 Console
Installation

The next step is the

Smile Configuration

—

Refer to chapter

— P '1.3 Requirements'

Refer to chapter

——p{ '2.2.3 Minimum Setup Data’

Refer to chapter

———»{'2.2.4 CS1000 Configuration'

Refer to chapter
'2.2.5 How to download the
Smile Software’

Refer to chapter
'2.2.6 Smile 3 License
Manager Installation’

¥/;\

Refer to chapter
'2.2.7 Smile 3 Console
Installtion’

¥/\
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2.2.2 The License Certificate

A License Certificate is delivered upon purchase of a SMILE 3 product.

' Smile e st -

Product License Certificate

IMPORTANT — DO NOT DISCARD THI5S DOCUMENT!

Thix license Cartificate authenticates the us of the fdlowing product

Product = Smile
Package = Premium
Version = 3.0x
Options = 2 Seats
Licensa type = Hew license

Your License Humber i
4001-04-030000-DODDZ- A~ A A A MG2-33E55B

Thiz license Number above allons you ta
1. Downlbed your softwene product on the Smile console webste:
hitt peit e S mileConsn le.oo me Downlosd Fege B

2. Activate your software pmduct on the Smile onsole website:
hitt pet e § mileConsn le oo ms Act =l

3. onsult the instelltion instructions of the Technical Guidesvailable with the
complete product documentation on:
hitt petwamiw, § mileConao le.oo me Doy

For edditional information pleass contact

Quentrs S4-NY

iy e s
VOO IS0ED R B - TELES D AIREL £2691
1 a ooy isnans 1w - o mas o e

ITEM Reforance: A -1 HP I IHImn Serlal NUmber:  AAAAANGZ-TIESSE

It contains the following information:

Product: Smile (Operator Console)

Package: Always Premium

Version: Determines the software release that you can run with this License Number
Options: Number of seats (Concurrent Licenses)

License type: Could be ‘NEW License’ or ‘Expansion License’ or ‘Software Upgrade’

License number - e.g. 4001-04-030000-00002-ABCD1234-789XYZ)

Download URL — Smile Console web site address where you will download the Smile software using
your License Number

Activation URL — Smile Console web site address where you will get the Activation Key based on the
Challenge

All rights reserved Smile 3.0 Technical Guide - Version 1.7 Page 26 of 191



QUENTRIS “ Smile 3

The ‘License number’ is composed of 6 fields:

4001-04-030000-00002-ABCD1234-789XYZ

Product J J L
License Type CRC
License SN

Software Version
Nb of Seats

Product:

4001 = Smile Operator Console

License Type:
04 = Smile 3 Operator Console - New system — Premium Package
70 = Smile 3 Expansion Operator Console License

80 = Minor software upgrade License (e.g.: from 3.0.0 to 3.1.0)

Software version:

E.g.: 030000 for Smile 3.0.0

Options:

Number of seats or maximum of concurrent users

License ID:

Each License Number has a unique random License ID

CRC: (Cyclic Redundancy Check)

It allows the system to determine if the License Number has been damaged or not.
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The License Number provided on your License Certificate will allow you to:

1. Download the Smile package (software and documentations) from the Smile website

http://www.Smileconsole.com/DownloadPage.asp

2. Install the Smile software on the operator desktop.

http://www.Smileconsole.com/ActivationPage.asp

During the installation process, the installer will have to resolve a Challenge.

The Challenge will be based on the license number (provided on the Smile License Certificate) and a unique
hardware identifier (Smile dongle, Hard disk serial number or Mac address of the NIC).

3.  Get the Activation Key corresponding to the challenge from the Smile website.

4.  Activate the Smile software with the activation key.

_Amile License
Certificate

Installer

Smile Foftwrare
A ctivated

- &
égl/' 5'2 &. g

‘ 2

d

Smile website
Activation page

Smile website
Download page

Amile Installation Process

-.!'E:B - e

= Soft 4-’ Activation Ke

War SHHERE 7i Challenge ¥
|
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2.2.3 Minimum Setup Data

In order to install and to configure the Smile 3 software in the standalone mode you will need the following setup
data:

Setup data Value

Installation Path

(Default: c:\Program Files\Smile3) | ..o

. File Locations:
Smile

Database
(Smile.mdb)

Application
Profiles

(Administrator.xml)
License

(license.xml)

Node Server:

Full DHCP
(Yes/No)
Or

IP Address or Name |
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Smile 3

PBX

Node Server

Terminal

Node Number

(4 digits)

First TN (

Numbers:

Main)

TN (Il / ss/cc/ uu) /

ACD DN

Position ID

Private DN

Hold1 DN
Hold2 DN
Hold3 DN
Hold4 DN
Hold5 DN
Hold6 DN

Second TN (Aux)

TN (1 / ss/ cc/ uu) Y
ACD DN cf First TN
PositoniD | _____
Hold1..6 DN cf First TN
cf First TN
Login Mode cf First TN
(Without AgentID / cf First TN
With AgentID / cf First TN
Contact Center) cf First TN
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2.2.4 CS1000 Configuration

INTRODUCTION

Smile 3 is a soft-client application that requires 2 IP users licenses (no basic) and 2 ACD ISM parameters in the
CS1000. In other words, each Smile 3 attendant console will use 2 ACD and 2 IP users ISM parameters.

The 2 terminal numbers used by the Smile 3 will be configured as ACD agents that the Smile 3 application will
pilot and manage to handle incoming and outgoing calls. Each terminal number is configured in the CS1000 as a
type 2050PC terminal.

When launching the Smile 3, the application logs 2 ACD positions configured in the Attendant Queue Directory
Number and provides the attendant with Login/Logout, Not Ready and MakeSetBusy commands.

Smil_e %)
IP Cean. P ' _9

£ 2 TNs (2050PC) \KN y
CS1000

Smile 3 as an ACD agent of the CS1000 IP PBX

When logged in, the attendant is ready to receive incoming calls queued and routed from the Automatic Call
Distribution software of the CS1000 to the Smile 3 agent positions.

Standard first RAN and Second RAN messages, provided by e.g MIRAN cards, can be used to provide Welcome
messages to the calling parties.

In case of a PC failure on which the Smile 3 is running several possibilities are available to deal with incoming
calls:

When multiple Smile 3 positions are working, another logged in Smile 3 position receives automatically
the calls queued in the ACD queue.

When only 1 Smile 3 position is working, one can configure a desktop phone, a DECT or a WIFI phone
as being an ACD agent of the Smile 3 queue. The attendant can then log onto that backup phone and
continue to deal with incoming calls as an ACD agent would do.

Thanks to the Smile 3 license manager feature, it is possible to pre-install a Smile3 soft client on
another PC allowing for a backup solution in case of failure or Attendant temporary absence.

Smile 3 as an ACD agent controlled by the Nortel Contact Center 6.0

Smile 3 can also be used in a Contact Centre 6.0 environment and act as an ACD Agent controlled by CC6. In
conjunction with CC6, some more features can be provided in order to improve the way calls are routed to the
attendant.

CC6 scripting provides specific call routing for VIP customers based on CLID or DNIS. It also provides the
possibility to play welcome messages according to time of day and holidays.

CS1000 (LAN- I:'l
— I E I
;_! — Qv s cc
E I 1Bl Agent
CC6—CO7 AML E U{;I- e
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It could also provide information about the call position in the operator queue and the estimated waiting time
before answer.

Moreover the Smile 3 supports Duplicate Media Stream and can therefore also be integrated with Nortel Contact
Recording and Quality Monitoring solutions. This feature enables the company to record calls not only for training
purposes but also in case of threat or malicious calls.

As already mentioned before, the Smile 3 Console is a soft console configured as a set of 2 ACD positions
(2050PC).

The first ACD position (First TN) is used for the call handling and the second ACD position (Second TN) for the
operator’s queue monitoring, the OnHold calls and the BLF (Busy Lamp Field) panel management.

The CS1000 is responsible for the queuing and the routing of the incoming calls.

Without any Nortel consoles the CS1000 is in night mode. The incoming calls for the LDNs (Listed Directory
Numbers) and the ATDN (Attendant Directory Number) are automatically routed to the NITx (Night Number) as
defined in the CDB (Customer Data Block). To route those calls to the Smile 3 Console we will assign the ACD DN
of the operator’s queue to the NITx number.

Communication Server 1000

J-'-\—'J-'-"
(;-STN Incaming EElIS.

LOKs Intermal Calls

-
—

N ﬁ
/z

‘ ACD Operator Gueus

p | A

TN ‘ ‘m'z
Queus Monitoring (DWC)
A— Calls OnHold
"[] BLF (KEM 2-3)

For advanced call treatments (Skill based routing, Time of Day control, special announcements, etc...) we can
integrate the Smile 3 console in the CC6 environment.

Call handling

The next chapters will provide you detailed information how to configure the CS1000
In the CS1000 you will have to:
Configure the SDB (Schedule Data Block)
Configure the ACD queue (Operator Queue)
Configure the two ACD agent positions (First TN and Second TN)
Configure the CDB (Customer Data Block)
Configure the Park, ...

All rights reserved Smile 3.0 Technical Guide - Version 1.7 Page 32 of 191



QUENTRIS

GUOF Sz

SDB CONFIGURATION (SCHEDULE DATA BLOCK)

The administrator must decide here to configure the ACD system in a “Position ID” or “Agent ID” mode: Does an
ACD agent have to enter an agent ID to log into an ACD queue ?

E When other applications such as Call Pilot, CC6, MIPCD, or MICB are installed on the CS 1000, the
selection between the “Position ID” or “Agent ID” mode has been already done. An SCB or ADS block already
exists. To avoid any disturbance we recommend you to align the Smile configuration to the existing configuration
and to jump to the next configuration step: 0 ‘ACD queue configuration (Operator Queue)’.

Otherwise proceed with the SCB configuration.

The AID prompt of the SCB block will determine the mode. By answering Yes to the prompt the ACD system will

use the “Agent ID” mode.

In the “Agent ID” mode, the ACD agents have to enter their own agent ID code to identify themselves when
logging in the system. This personal ID is one out of the range defined by the prompts IDLB to IDUB (from 1 to

9999).

If the SCB block does not exists:

>LD 23¢
ACDO000

Load the overlay 23 — Automatic Call Distribution

MEM AVAIL: (U/P): 98768963 USED U P: 5363263 137595 TOT: 104269821
DISK SPACE NEEDED: 170 KBYTES

ACD DNS

REQ NEW¢
TYPE SCB,,
CUST 0,

CPRD 01 01 12 31¢,

SHR 8¢
EHR 17
DOW ¢
RFRQ 0¢,
SFRQ 1¢
ROPT ¢
PRIO ¢,
PAGE ¢

AID YES¢
IDLB 0001,
IDUB 9999,
LOG 2¢

SRPT¢,

AVAIL: 23994 USED: 6 TOT: 24000

Schedule Data Block

Customer number

Collection Period

Start Hour

Hour of the day that data reporting ends

Days of the week for data collection

Frequency that reports are tp be generated

Status display update frequency

Reports options

Printer for output

Start at the top of a new page for each report

YES : ACD system in Agent ID mode

Agent ID Lower Boundary

Agent ID Upper Boundary

Maximum number of agents that can be logged in at any time.
Increment the existing value by 2 times the number of concurrent
Smile 3 Console.

Short Report option for report 4

All rights reserved
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If the SCB block already exists:

>LD 23, Load the overlay 23 — Automatic Call Distribution
ACDO000

MEM AVAIL: (U/P): 98768963 USED U P: 5363263 137595 TOT: 104269821

DISK SPACE NEEDED: 170 KBYTES

ACD DNS AVAIL: 23994 USED: 6 TOT: 24000

REQ CHG¢

TYPE SCB¢, Schedule Data Block
CUST 0¢, Customer number

CPRD ¢,

SHR ¢,

HER ¢

DOW ¢,

RFRQ ¢

SFRQ ¢,

ROPT ¢,

PRIO ¢,

PAGE ¢,

AID YES; YES : ACD system in Agent ID mode
IDLB 0001, Agent ID Lower Boundary
IDUB 9999, Agent ID Upper Boundary

LOG 2¢ Maximum number of agents that can be logged in at any time.

Smile 3

Increment the existing value by 2 times the number of concurrent

Smile 3 Console.
SRPT ¢,
é

Note: not all prompts need an answer. Only answers in bold characters are mandatory for a basic configuration.

To pass to the next prompt press the return key (¢).
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ACD QUEUE CONFIGURATION (OPERATOR QUEUE)

In the next step we have to define the ACD queue that will collect the incoming calls.
The main parameters that define the ACD queue are:
ACD DN number

MAXP - the max number of agents allowed in this queue. For the Smile 3, it indicates the maximum
number of consoles available.

MWC — message waiting centre. Must be set to Yes to be able to reroute DID unanswered calls to the
operator queue. Assign the ATDN or LDN to the FDN or EFD of the non-responding phoneset.

NCFW - the Night Call Forward DN. This prompt defines the DN where the incoming calls are
forwarded when no agents are logged in i.e. when there is no Smile 3 console available to answer the
calls.

HOML — must be set to No to avoid the logout of the Smile 3 ACD positions after the release of calls.

LABEL_KEYO — must be set to No. To complete its start-up process the Smile 3 must detect the ACD
DN on the KEY 0 of both FirstTN and SecondTN.

In this example, we assume: ACD DN=1411, MAXP=10 and the NCFW DN=1599

>LD 23, Load the overlay 23 — Automatic Call Distribution
ACDO000

MEM AVAIL: (U/P): 98768963 USED U P: 5363263 137595 TOT: 104269821

DISK SPACE NEEDED: 170 KBYTES

ACD DNS AVAIL: 23994 USED: 6 TOT: 24000

REQ NEW¢

TYPE ACD¢, ACD data block

CUST 0¢, Customer number

ACDN 1411¢, Directory Number of the operator queue

MWC YES¢, Message Waiting Center

MAXP 10, Maximum Positions. 2 times the number of Smile 3 Console.
NCFW 1599¢, Night Call Forward, where to send the incoming calls when the

operator queue is closed.

HOML NO¢, Handset Removal or Make Set Busy key log out.
(No) Log out with only the Make Set Busy key.

LABEL_KEYO NO¢, Label on ACD key (Key 0)
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Then define a name for the operator queue:

>LD 95¢,

CNDOOO

MEM AVAIL: (U/P): 98730912 USED U P: 4797364 124073 TOT: 103652349
DISK SPACE NEEDED: 117 KBYTES

REQ NEW¢,
TYPE NAME, CPND Name
CUST Og¢, Customer number
CPND_LANG ¢,
DIG ¢,
DN 1411, Directory Number of the operator queue

NAME 11 Operatory, ATDN (Attendant Directory Number — see below)
followed by the name of the operator queue.
XPLN ¢,
DISPLAY_FMT ¢,
DN ¢
ENTR ¢,
DCNO ¢,

MEM AVAIL: (U/P): 98730912 USED U P: 4797364 124073 TOT: 103652349
DISK SPACE NEEDED: 117 KBYTES
REQ
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ACD POSITIONS CONFIGURATION (FIRST TN AND SECOND TN)

The ACD queue being configured, we can now configure the ACD agents i.e. the Smile 3 console(s) attached to
this queue.

Each Smile 3 console uses two ACD agent positions or TNs (Terminal Numbers).The first one (First TN) is used
for the call handling and the second one for the operator queue monitoring, the calls on hold and the BLF (Busy
Lamp Field) panel management.

We assume: ACD DN: 1565, Private DN key: 2510 and Hold keys from: 2511 to 2516.

Primary ACD Agent (First TN - Main)

>LD 11 Load the overlay 11 — Digital Telephone Administration
SL1000

MEM AVAIL: (U/P): 98768579 USED U P: 5363541 137701 TOT: 104269821

DISK SPACE NEEDED: 170 KBYTES

ISATA PORTS AVAIL: 32760 USED: 0 TOT: 32760

REQ: NEW¢,

TYPE: 2050PC¢, The Type must be soft phone 2050PC

TN 1000 1 00, Terminal Number, the format must be: loop shelf card unit

DES SMILE3, Station Designator, maximum 6 alphanumeric characters

CUST O, Customer Number

NUID ¢,

NHTN ¢

KEM 3¢, Number of attached IP Phone Key expansion Module
KEM 1 used to monitore the 6 Hold Keys.

ZONE 1¢ Zone Number which Smile 3 console belongs, it will determine the
CODEC to use.

ERL ¢,

ECL ¢,

FDN ¢

TGAR O¢, Trunk Group Access Restriction. Must be set according to the trunk
group access restriction defined in the CS1000.

LDN ¢

NCOS ¢,

RNPG ¢,

SSU ¢

XLST ¢,

SCPW ¢,

SGRP ¢,

SFLT ¢,

CAC_MFC ¢,

CLS CNDA CFXA AHA DDGD ICRA KEM3 ¢,
CNDA: Call Party Name Display Allowed
CFXA: Call Forward All Calls to External DN Allowed
AHA: Automatic Hold Allowed
DDGD: DN Display on other set Denied
ICRA: IP Phone Call Recording Allowed
KEM3: Key expansion module equipped
MSNV: Media Security Never, encrypted RTB not supported
HUNT ¢
SCI ¢,
PLEV ¢,
FCAR ¢,
DANI ¢,
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AST ¢
1APG ¢,
MLWU_LANG ¢,
MLNG ¢,
DNDR ¢,
KEY O ACD 1411 0 6000¢,
KEY 1 NRDg,
KEY 2 MSBy¢,
KEY 3 ACNT,
KEY 4 SCR 2510¢,
CPND NEW¢,
CPND_LANG ¢,
NAME 11 Operatorg,
XPLN 24,
DISPLAY_FMT ¢,
VMB ¢,
KEY 32 SCN 2511
CPND NEW¢,
CPND_LANG ¢,
NAME 11 Operatorg,
XPLN 24,
DISPLAY_FMT ¢,
VMB¢,
KEY 33 SCN 2512¢,
CPND NEW¢,
CPND_LANG ¢,
NAME 11 Operatorg,
XPLN 24,
DISPLAY_FMT ¢,
VMB¢,
KEY 34 SCN 2513,
CPND NEW¢,
CPND_LANG ¢,
NAME 11 Operatory,
XPLN 24,
DISPLAY_FMT ¢,
VMB ¢,
KEY 35 SCN 2514,
CPND NEW¢,
CPND_LANGy¢,
NAME 11 Operatorg,
XPLN 24,
DISPLAY_FMT,
VMB¢,
KEY 36 SCN 2515,
CPND NEW¢,
CPND_LANG¢,
NAME 11 Operatorg,
XPLN 24¢,
DISPLAY_FMT,
VMB¢,
KEY 37 SCN 2516¢,
CPND NEW¢,
CPND_LANGy¢,
NAME 11 Operatorg,
XPLN 24,
DISPLAY_FMT,
VMB¢,
KEY 45 OVR¢,
KEMOFST,,

)

L\

" Smile 3

ACD key for the incoming calls (ACD Queue + O + PositionID)

Not Ready key
Make Set Busy key
Activity code entry key

Private key used to make calls and to receive private calls

(see remark below)

To control and monitor the 1% call on hold

(see remark below)

To control and monitor the 2™ call on hold

(see remark below)

To control and monitor the 3™ call on hold

(see remark below)

To control and monitor the 4% call on hold

(see remark below)

To control and monitor the 5% call on hold

(see remark below)

To control and monitor the 6 call on hold

(see remark below)

Call Override key used for the ‘Call Intrusion’ facility
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Remarks:

The following CLS (Class Of Service) are mandatory:
AAD CNDA CDCA CFXA CPTA UDI AHA DDGD NAMA ICRA KEM3 MSNV

The sample setting above does not mention all the mandatory CLS since some of them are applied by
default.

As the Smile 3 Console does not yet support encrypted speech streams, the CLS must contain MSNV
(default setting).

The Smile 3 console uses 6 SCN (Single Call Non-ringing) keys to manage the calls on hold. None DID
numbers can be used. Those keys must be assigned to the first keys, from 32 to 37 of the first KEM
(Key Expansion Module). They will be programmed exactly in the same way on both ACD positions
used by the Smile 3 Console. The MARP of those lines will be assigned to the Second TN.

The Smile 3 console will place the calls on hold on the Second TN only.

This arrangement allows the application to still accept the incoming calls on the First TN since the held
calls are answered by the Second TN.

The Smile 3 console has a set of eight lines (ACD, SCR and 6 SCNs) to make and answer calls. It
means that the caller or the called party can see eight different numbers on the display of his phone
set. This could be confusing.

To provide only one number and to force people to call the operator using the number of the operator
queue (ACD DN) we will:

- assign DDGD (DN Display on other set Denied) to the CLS of the First TN.
- Prefix the names of those eight lines with the attendant DN (ATDN) number.
E.g.: “11 Operator”

Secondary ACD Agent (Second TN - Aux)

The second TN is used to monitor the operator queue, to manage the calls OnHold and to provide the BLF (Busy
Lamp Field) information.

>LD 11¢
SL1000

Load the overlay 11 — Digital Telephone Administration

MEM AVAIL: (U/P): 98768579 USED U P: 5363541 137701 TOT: 104269821

DISK SPACE NEEDED: 170 KBYTES

DATA PORTS AVAIL: 32760 USED: 0 TOT: 32760

REQ: NEW¢,

TYPE: 2050PC¢, The Type must be soft phone 2050PC

TN 10001 01¢ Terminal Number, the format must be: loop shelf card unit
DES SMILE3¢, Station Designator, maximum 6 alphanumeric characters
CUST O¢, Customer Number

NUID ¢,

NHTN ¢,
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KEM 3¢

ZONE 1.

ERL ¢
ECL ¢
FDN ¢
TGAR 0¢

LDN ¢
NCOS ¢
RNPG ¢,
SSU ¢
XLST ¢,
SCPW ¢,
SGRP ¢,
SFLT ¢
CAC_MFC ¢,

)

i

> Smile 3

(

Number of attached IP Phone Key Expansion Modules

Must be set to 3:

- KEM1 for the monitoring of the 6 Hold Keys.

- KEM2 and 3 for the BLF information.

Zone Number which Smile 3 console belongs, it will determine the

CODEC to use.

Trunk Group Access Restriction. Must be set according to the trunk

group access restriction defined in the CS1000.

CLS CNDA CFXA AHA DDGD ICRA KEMS3 ¢,

HUNT ¢,
SCI ¢
PLEV ¢,
FCAR ¢,
DANI ¢,
AST ¢
IAPG ¢,
MLWU_LANG ¢,
MLNG ¢,
DNDR ¢,
KEY O ACD 1411 0 6001,
KEY 1 NRDy,
KEY 2 MSB¢,
KEY 3 DWC 1411,
KEY 32 SCN 2511,
MARP ON TN 100 0 01 00

CNDA: Call Party Name Display Allowed

CFEXA: Call Forward All Calls to External DN Allowed
AHA: Automatic Hold Allowed

DDGD: DN Display on other set Denied

ICRA: IP Phone Call Recording Allowed

KEM3: Key expansion modules equipped

ACD key for the incoming calls (ACD Queue + O + PositionID)
Not Ready key

Make Set Busy key

Display Waiting Call key used to monitor the operator queue

To control and monitor the 1° call OnHold
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MARP YES;,
CPND ¢,
VMB,,
KEY 33 SCN 2512,
MARP ON TN 100 0 01 00
MARP YES;,
CPND ¢,
VMB,,
KEY 34 SCN 2513,
MARP ON TN 100 0 01 00
MARP YES;,
CPND ¢,
VMB,,
KEY 35 SCN 2514,
MARP ON TN 100 0 01 00
MARP YES;,
CPND ¢,
VMB,,
KEY 36 SCN 2515,
MARP ON TN 100 0 01 00
MARP YES;,
CPND ¢,
VMB,,
KEY 37 SCN 2516,
MARP ON TN 100 0 01 00
MARP YES;,
CPND ¢,
VMB,,
KEY ¢
KEMOFST¢,

Remarks:

To control and monitor the 2™ call OnHold

To control and monitor the 3™ call OnHold

To control and monitor the 4" call OnHold

To control and monitor the 5" call OnHold

To control and monitor the 6" call OnHold

There is no Private line on the Second TN.

The MARP of the OnHold keys must be assigned to the Second TN.

The KEM2 (Key 50..67) and KEM3 (key 68..85) of the Second TN can be used to monitor the status of
specific extensions: Busy Lamp Field. For now, a maximum of 36 extensions can be monitored.

E.g.: to monitor the extension 1581

KEY 50 SCN 1581,
MARP ON TN 100 0 04 10
MARP NO,

CPND ¢,
VMB¢,

It is important to NOT re-assign the MARP

Smile 3

To monitor the extension 1581 in the BLF panel of the Smile 3 Console
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Usage of the KEM keys:

KEM 1 KEM 2 KEM 3
i 6 SCNs for Hold
First TN Not used Not used
1 OVR key
Second TN 6 SCNs for Hold 18 SCNs for BLF 18 SCNs for BLF

CDB configuration (Customer Data Block)

The CDB (Customer Data Block) will allow us to define:
the NIT (Night Number)
the LDNs (Listed Directory Number):
the ATDN (Attendant Directory Number)

Night Number:

The NIT is the Directory Number where the PBX will send the incoming calls for the LDNs and ATDN when the
system is in night mode. We will assign the number of the operator queue to the NIT number.

>LD 15¢ Load the overlay 15 - Customer Data Block

CDB000

MEM AVAIL: (U/P): 14815837 USED U P: 6823811 332317 TOT: 21971965

DISK SPACE NEEDED: 416 KBYTES
2MB BACKUP DISKETTE(S) NEEDED: 1 (PROJECTED LD43 - BKO)
REQ: CHG¢, Change existing data block

TYPE: NIT¢, Night Service options

TYPE NIT_DATA

CUST 0¢, Customer number

NIT1 1411, Number of the Operator queue
TIM1;

RPNS¢,

ENS¢,

MEM AVAIL: (U/P): 14815837 USED U P: 6823811 332317 TOT: 21971965

DISK SPACE NEEDED: 416 KBYTES
2MB BACKUP DISKETTE(S) NEEDED: 1 (PROJECTED LD43 - BKO)
REQ:
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Attendant Directory Number:

The ATDN is the internal phone number that the employees will dial to get the operator.

>LD 15 Load the overlay 15 - Customer Data Block
CDB000

MEM AVAIL: (U/P): 14815873 USED U P: 6823807 332285 TOT: 21971965
DISK SPACE NEEDED: 416 KBYTES

2MB BACKUP DISKETTE(S) NEEDED: 1 (PROJECTED LD43 - BKO)

REQ: CHGy, Change existing data block

TYPE: ATT,, Attendant Console options

TYPE ATT_DATA

CUST 0¢, Customer number

OPT¢,

ATDN 11¢ Attendant Directory Number. Usually 11, 9 or O.
NCOS¢,

REQ:

Listed Directory Number:

The LDNs are the main numbers assigned to your company that will be used by your customers.

>LD 15, Load the overlay 15 - Customer Data Block
CDB000

MEM AVAIL: (U/P): 14815837 USED U P: 6823811 332317 TOT: 21971965
DISK SPACE NEEDED: 416 KBYTES

2MB BACKUP DISKETTE(S) NEEDED: 1 (PROJECTED LD43 - BKO)

REQ: CHGy, Change existing data block

TYPE: LDN¢, Listed Directory Numbers options

TYPE LDN_DATA

CUST 0¢, Customer number

OPT ¢,

DLDN ¢,

LDNO 1400¢, First Listed Directory Number
LDN1 1500¢, Second Directory Number
LDN2;,

ICl¢,

MEM AVAIL: (U/P): 14815837 USED U P: 6823811 332317 TOT: 21971965
DISK SPACE NEEDED: 416 KBYTES

2MB BACKUP DISKETTE(S) NEEDED: 1 (PROJECTED LD43 - BKO)

REQ:
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SYSTEM CALL PARK CONFIGURATION

The System Call Park facility allows you to park calls, similar state to Hold, but it can be also retrieved by any
other attendant console or telephone of the system. A parked call must have an access ID also known as a
System Park DN.

>LD 15¢, Load the overlay 15 - Customer Data Block

REQ: CHGg, Change existing data block

TYPE: FTR¢, Features and options

CUST 0¢, Customer number

OPT CPA¢, Enable Call Park

>LD 50¢, Load the overlay 50 — Call Park operation

REQ: CHG¢, Change

TYPE CPK¢, Call Park data block

CUST 0¢, Customer number

CPTM 45, Call Park Timer (seconds)-— Recall to the parking set
SPDN 10 8000¢, Number of contiguous System Park DNs and first System Park DN
MURT 10¢, Music Route for Parked call

CS1000 — OPTIONAL SETTINGS

As already stated, Smile 3 uses the features existing in the CS 1000 ACD system (packages A, B,...). See ACD
Fundamentals NTP: NN43001-551 and Administration Input/output Guide NN43001-611. Most of the features are
configured with overlay 23

Smile Recorded Overflow Announcement (ROA)

This feature provides, if needed, two recorded announcements with a first and a second RAN.
Procedure:
Configure one or two RAN routes (LD 16) containing each one, one or more RAN trunks (LD 14)

Assign in the console ACD queue (LD23) the first and the second RAN route (FRRT and SRRT) with
their associated timers (FRT and SRT)

If necessary, activate the first RAN On Arrival (FROA prompt at Yes) if the calls must be answered
immediately when presented to the ACD queue.

Configure a Music route (LD 16) if callers are to hear music after the first RAN and set prompt MURT =
Music route in LD 23. Music will also be heard repeatedly after the second RAN
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Smile Attendant Alternative Answering

A call is presented to the Smile 3 console and rings.

When the attendant does not answer the call, the ‘Return to Queue After No Answer’ feature (RTQNA)
automatically places the console into the Make Set Busy (MSB) or the Not Ready (NRD) state.

The Return to Queue happens after no answer in the number of ring cycles determined by prompt RTQT (0 to 50
ring cycles).

RTQO set to NRD (LD23):

The Smile 3 Console is forced in the NRD state.

The call remains in the ACD queue and is presented to the next available console.
RTQO set to MSB (LD23):

The Smile 3 Console is forced in the MSB state.

If there was another console available in the operator queue, the call would be presented to the
next available console. Otherwise the night treatment as defined in the queue (NCFW) would be
applied to the call.

Attendant Overflow Position

Automatic Attendant Overflow enables incoming calls to be diverted from the operator queue in which they
would normally be placed (source queue) to an alternative DN during busy periods.

Three threshold levels are involved: (LD23)
BYTH = (0) Busy Threshold
OVTH = (x) Overflow Threshold
IFDN = (DN) Interflow Directory Number
BUSY = (SRC SRC SRC SRC) Interflow Busy Treatment
AENI = (Yes) Automatically Enable Interflow

To enable the feature, automatic overflow (OVDN) must be impossible and interflow conditions must exist. This is
done by putting the prompt BYTH to 0 and placing the OVTH prompt to maximum allowed calls in the console
queue. The next call entering the queue will interflow to a configured DN (internal or external).

Multiple console operation

Multiple console operation is possible as each console is seen as an ACD agent position.

Calls entering the ACD queue are distributed evenly among the logged in consoles.

Automatic Forced Camp-On

The Smile 3 console supports the ‘Automatic Forced Camp-On’. It allows the operator to extend a call to a busy
extension. (Refer to NTPs ‘Features and Services Fundamentals — Camp-On Forced)

For Forced Camp-On to be attempted, all the other methods of call termination must have been tried, the last of
which was Camp-On. Call Forward, Hunting and Call Waiting take precedence over Automatic Forced Camp-On.

Telephones or trunks involved in any of the following cannot be camped on to: non established call, conference
call, attendant call (M2250/CIU), Make Set Busy, Do Not Disturb, ACD call, Operator Call Back, Hold, Data call,
Release Link call and Parked call. Please refer to the NTPs for the complete list of feature interactions.

Automatic Forced Camp-On requires the following packages to function as described:
Station Camp-On (SCMP) package 121
Priority Override/Forced Camp-On (POVR) package 186
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Feature implementation:
Automatic Forced Camp-On and Station Camp-On tone:
§ LD 15 MPO_DATA: AFCO = Yes (Automatic Forced Camp-On)
§ LD15 FTR_DATA: STCB = Yes (Station Camp-On Busy Tone)
Forced Camp-On to another station (for the Smile TNs)
§ LD 11 CLS CPTA (Forced Camp-On to another station allowed)
Forced Camp-On from another station (for all the employees’ phoneset)
§ LD 11 or LD 10 CLS CPFA (Forced Camp-On from another station allowed)
Warning Tone (for all the employees’ phoneset)

§ LD 11 or LD 10 CLS WTA (Warning Tone Allowed)
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2.2.5 How to download the Smile Software

OPEN THE SMILE SOFTWARE DOWNLOAD PAGE

With your preferred web browser navigate to the following address:

http://www.SmileConsole.com/DownloadPage.asp

{2 Restricted Area Login - Windows Internet Explorer

@3- & smileconsole. com; v &+ x| @ (£
I Fawortes () Restricted Area Logn [ P - B - = o - Page- Sefety~ Took- @
QQEEIEE @ Smile Website

THE SMART ICT ALTERNATIVE

Home Products Releases FAQ Technical Guides User Guides Support
i

i aka

Welcome to the
Quentris product download
website

Please Enter Your License Number

License Number:|| || || I JI Il |

Home Page

GDFSUEZ.COM

Enter the License Number provided on your ‘License Certificate’ and click on the <Validate> button.
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DOWNLOAD THE SMILE SOFTWARE AND THE AVAILABLE DOCUMENTATION

/= Index - Windows Internet Explorer

@ () hetpvamn.smilecensole comichecklicensea0x. asp v [42] (%] | |2~
& & (| @moe J7| Sic B @ - [rEage - T -
Y,
et © Smile Website
THE SMART ICT ALTERNATIVE
Home Products Downloads Documentations Support

ud
s
e e

Smile 3 - Downloads

The files to download are:

* Smile 3 Console (Rls 3.0.7] File size : 14 MB
Download

* Smile 3 License Manager (Rls 3.0.7) File size : 11 ME
Download

* Documentation Pack (26 Mar 2010) File size : 11 ME
Download

Depending on your configuration you may need to download:

* Option: Smile 3 Mail Service (Rls 3.0.6) File size : 16 M8

Download B
 Option: Smile 3 Dongle driver File size : 10 M8

Download
o Tool: License Retriever File size : 150 k8

Download

To extract a Smile 2 license (prior to 2.4) from an
old dengle

|»

|3
@ Tnternet #100% v

The Smile 3 software download page appears.

Download the following files by clicking on the related Download link:

The minimum files to download are:
Smile 3 Console:
Application used by the operator to manage calls

Smile 3 License Manager:
Service used to manage the software licenses

Documentation pack

Depending on the configuration you may need to download:

Smile 3 Mail Service: (This is an option)
Extra module used to update the ‘Personal Notes’ with the email sent by the employees of the
company. For more information refer to chapter ‘6.2 The Personal Notes facility’.

Smile 3 Dongle Driver: (This is an option).

Download this driver only if you plan to Activate your software license using an USB or parallel
dongle.

Tool: License Retriever
To extract a Smile 2 license (prior to 2.4) from an old dongle

Tool: Plantronics Headset Enabler
To support the Plantronics wireless headset CS60 USB (since Smile 3.0.8)
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2.2.6 Smile 3 License Manager Installation

The Smile 3 License Manager (LM) is the module in charge of the licenses management.

It uses the ‘Pool-of-users’ or ‘Concurrent Seat’ licensing model meaning that all the licenses are centralized and

shared in the pool of Smile 3 operators.

The licenses are not linked to the operator desktop any more but are assigned on demand. This is very useful
when operators are working in shift since a non-working operator consoles will free up its license and make it

available for another operator.

This module has to be installed only once, typically on an application server or on one of the operator desktops.
It can co reside with the Smile 3 Console module. It is not compliant with virtual machine.

Smile
Workstation

Application startup

Application started

INSTALLATION OVERVIEW

e

Secure
Communication

Licence delivery

Do you have Yes—p

Dongle Driver Installation

Smile 3 License Manager
Installation

Software Activation

/

\

License
Manager

Pool of licenses

In use

Available

0

5

——»{ 'Dongle Driver installation'

Refer to chapter

@

Refer to chapter
‘Smile 3 License Manager
Installation’

\—/\

Refer to chapter

[ 'Software Activation'

Do not hesitate to consult the FAQ available on the Smile console web site to get the latest installation TIPS.

(http://www.smileconsole.com/fag.asp)
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DONGLE DRIVER INSTALLATION

The dongle driver installation is only required for the Smile 3 License Manager and if you have a dongle. For some
flexibility reasons you may decide to activate your Smile 3 software license using an USB or parallel dongle.

If you do not use any dongle, you can bypass this installation stage.

Also, this dongle driver will be installed only once on the computer which will run the Smile 3 License Manager.
No need to install it on each Smile 3 consoles.

Do not hesitate to review the chapter 2.1.3 Supported Architectures to determine where you will install the
dongle driver and the Smile 3 License Manager.

Step 1: Starting the dongle driver installation

It is recommended to exit all the other Windows programs before starting the installation. Make
sure that the following steps are done with an administrative account.

i"r Make sure that the dongle (USB or parallel) is NOT connected to the operator desktop.
On the computer used for the Smile 3 license Manager, start the ‘Sentinel Protection Installer

7.3.2.exe’ file previously downloaded.
(see § 2.2.5)

Step 2: Welcome message.

{2 Sentinel Protection Installer 7.3.2 - InstallShield Wizard fz|
welcome to the InstallShield Wizard for

Sentinel Protection Installer 7.3.2

The Installshield{R) Wizard will install Sentinel Prokbection
Installer 7.3.2 on wour computer, To continue, click Mesxt,

Protection insialler

Mext = [ Cancel

The ‘Welcome’ message appears.

Click on the <Next> button to continue.
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Step 3: License Agreement.

{2 Sentinel Protection Installer 7.3.2 - InstallShield Wizard

License Agreement

License GrantWarranty for Software »~

This License describes limited rights granted by SafeMet, Inc. and/or one of its
subsidiaries {such grantor, "Seller) to the Buyer.

A.  Theterm "Software”, as used herein, shall mean a program or programs
consisting of machine readable logical instruction and tables of infarmation
designed as libraries or drivers to work in conjunction with Seller's Sentinel
Keys ("Products"). Title to all Software furnished to Buyer hereunder shall

aaaaaaaa Cmllme Cmllme memmdm +m D

1 mommm sl s bemn s Fmem e

(7)1 accept the terms in the license agreement

(51 do not accept the terms in the license agreement:

Read and accept the License Agreement.

Click on the <Next> button to continue.

Step 4: Setup Type

{2 Sentinel Protection Installer 7.3.2 - InstallShield Wizard

Setup Type

& the setup tvpe that be: Protection lnstame-r

Please select a setup type,

() Complete

all program Features will be installed. (Requires the maost disk
space,)

Chaoose which program features you want toinstall, Recommended
for advanced users,

[ < Back " Mext = ] [ Cancel

We will not install all the features available in the package.

Select the ‘Custom’ setup type then click on the <Next> button to continue.
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Step 5: Dongle driver installation — Custom setup.

i Sentinel Protection Installer 7.3.2 - InstallShield Wizard

Custom Setup d s !ﬁ ’

t the program Featu want installed. Protection Ins taﬂe‘r

Click, on an icon in the lisk below to change how a Feature is installed,

Feature Cn ipki
= Qvl Sentinel Systemn Drivers SEre esc.np o
=3+ | Parallel Driver The network license manager For
j ) protected applications with
= = | USE System Driver Sentinel Hardware Keys,

¥~ Sentinel Protection Server
W o

This Feature requires OKE on
wour hard drive,

Install ko:

< Back " Mext = ] [ Cancel

i"'i Unselect the ‘Sentinel Protection Server’ and ‘Sentinel Keys Server’ features.

Click on the <Next> button to continue.

Step 6: Ready to Install.

{2 Sentinel Protection Installer 7.3.2 - InstallShield Wizard

Ready to Install the Program . s ! E ¢

The wizard is ready Protection Installer

Click Install to begin the installation,

I wou wank to review or change any of vour installation settings, click Back, Click Cancel to
exit the wizard.

«Back  [f  Imstall [ Cancel

Click on the <lInstall> button to install the dongle driver.
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Step 7: Installation Completed
i Sentinel Protection Installer 7.3.2 - InstallShield Wizard fz|

InstallShield Wizard Completed

The Installshield Wizard has successfully installed Sentinel
Prokection Installer 7,3.2, Click Finish to exit the wizard,

Protection insialler

= Back Cancel

The dongle driver has been successfully installed.

Click on the <Finish> button to continue with the Smile Installation

i"'i Please, connect the dongle to the operator desktop now.
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SMILE 3 LICENSE MANAGER INSTALLATION

Do not hesitate to consult the FAQ available on the Smile console web site to get the latest installation TIPS.

(http://www.smileconsole.com/fag.asp)

Do not hesitate to review the chapter 2.1.3 Supported Architectures to determine where you will install the Smile
3 License Manager.

Step 1: Start the Smile 3 License Manager installation.

It is recommended to exit all the other programs before starting the installation.
Make sure that the following steps will be done with an administrative account.

Start the ‘Setup_SmileLicenseManager3xy.exe’ file previously downloaded. (see § 2.2.5 How to
download the Smile Software)

The x and y in the filename refers to the ‘Minor software release’ and the ‘Maintenance software
release’.

The ‘Welcome’ message appears.

X

@ Smile 3 License Manager Setup

Welcome to the Smile 3
e License Manager setup

Smile 3 N o
The inztaller will quide you through the steps required to install
the Smile 3 License Manager on your computer.

Warning: This computer program is protected by copyright law
QUENTRIS and international treaties. Unauthaorized duplication ar
G WDer - . N . . .
e distribution of this program, or any portion of it, may result in
severe civil or criminal penalties, and will be prosecuted to the
maximun extent pozzible under the law.

Hext » | ’ LCancel

Click on the <Next> to continue.
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Step 2: Accept the License Agreement

@ Smile 3 License Manager Setup E

- -
License Agreement #

Please read the follawing license agresment carefully. L
Smile 3

Thiz iz the legal agreement between pou, and Quentris GDF Suez. ~

1.GRAMNT OF LICEMSE - Thiz Quentriz GDF Suez agreement [License'] permits pou ta use
one copy of the Quentriz GDF Suez software product acquires with thiz Licenze ['Software’] on
any single computer, provided the Software iz in uge on only one computer at any time. If you
have multiple Licenses for the Software, then at any time you may have as many copies of the
Software in use as you have Licenses. The Software is in use' on a computer when it iz
loaded into the temporary memory [i.e. Bak) or installed into the permanent memony [e.g. hard
disk or other storage dewvice] of that computer, except that a copy installed on a nebwark
server for the sole purpoge of distribution to otker computers iz not ‘in use'.

2 COPYRIGHT - the Software iz owned by Quentriz GOF Suez or itz suppliers and is
protected by the intemational treaty provisions, and all other applicable national laves.

() 1 agree ta the terms of this license agreement

(%) | do nat agree ta the terms of this license agreement

Read and accept the license agreement.

Click on the <Next> to continue.

Step 3: Specify the installation Folder.

@ Smile 3 License Manager Setup rg

Installation Folder
‘wihere would you like Smile 3 License Manager to be installed?

-

» e
Smile 3
The zoftware will be inztalled in the folder listed below. To zelect a different location, either type in a

new path, or click Change to browss for an existing folder.

Install Smile 3 License Manager to:

C:\Program FilessSmile 2 | [ Changs... ]

Space required: 16.0 MEB

Space available on selected drive: 29.01 GB

’ < Back ] | Hext » | ’ LCancel

The default installation folder is: ‘C:\Program Files\Smile 3'.
Click on the <Browse> button to select another folder.

Refer to the required setup data table in chapter ‘2.2.3 Minimum Setup Data’

Click on the <Next> to continue.
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Step 4: Specify the installation Folder

& Smile 3 License Manager Setup

Shortcut Folder
‘wihere would you like the shortouts to be installed?

Smile 3

The shortcut icons will be created in the folder indicated below. [F you don't want to use the default
folder, you can either type a new name, or select an existing folder from the list.

Shortcut Folder:

|Smile 3 v

() Inatall shortouts for current user anly
() Make shortcuts available to all users

’ < Back ] | MHext » | ’ LCancel ]

The default shortcut folder is ‘Smile 3, feel free to edit it. This shortcut folder will contain the
shortcut of the Smile 3 Activation wizard.

Click on the <Next> to continue.

Step 5: Confirm the installation

& Smile 3 License Manager Setup

Ready to Install
You are how ready to install Smile 3 License Manager

Smile 3

The ingtaller now haz enough information to install Smile 3 License Manager on your computer.

The following settings will be used:
Install folder: C:\Program FileshSmile 3 License Manager

Shortcut folder:  Smils 3

Please click Next to procesd with the installation.

’ < Back ] | Hext » | ’ LCancel

The installation program has successfully collected the requested information; it can now proceed
with the Smile 3 License Manager installation.

Click on the <Next> to continue.
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Step 6: Software Activation

Since release 3.0.8 the Software Activation is part of the Smile 3 License Manager installation.

Please refer to the next chapter Software Activation for detailed instructions on the software
activation.

Step 7: Installation Complete.

& Smile 3 License Manager Setup

Installation Successful

- -
L )
\ , The Smile 3 Licensze Manager installation is complete.
5 mi |e 3 Please click Finish to exit this installer.

QUENTRIS

e e S

The Smile 3 Console has been successfully installed on your computer.

Click on the <Finish> to complete the installation.
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SOFTWARE ACTIVATION

The software activation is automatically launch at the end of the Smile 3 License Manager installation but can be
also started afterwards for software re-activation or expansion upgrades.

Step 1: Starting the software activation wizard.

It is recommended to exit all the other Windows programs before starting the installation. Make
sure that the following steps are done with an administrative account.

i"‘: Please verify that all the operators who will use a Smile 3 Operator Console have the ‘Modify’
permission to the Smile 3 License Manager application folder (c:\Program Files\Smile 3 License
Manager). It will avoid the Windows Vista and 7 security mechanism to save unauthorized changes
to virtual store folder and make them unavailable for the other users.

|~ Smile Properties @

| General I Sharing | Securty | Previous Versions I Customize|

Object name:  C:\Program Files"Smile

Group or user names:
52, SYSTEM -
‘-:{.idministlators (Smile D W Administrators) [

o Users (SmileDW7\Users) |

2 Triotadlmetzllar
4 1 | »

To change permissions, click Edit. @ Edit_

Pemmizsions for Users Mlow Deny
[ T——

( Modfy J) I
(-] I

EXECULS

»

m

List folder contents
Fead e
Write v -

For spﬂemal pemissions or advanced settings,
click Advanced.

Leam shout access control and permissions

Ok ][ Cancel ] Apply

It is also recommended to unplug all unnecessary USB memory stick which may interfere with the
software activation process.

Start the software activation wizard by clicking on the ‘SoftkeyActivation’ shortcut available in the
‘Smile3’ program group.
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Programs

L;- Documents 3
E) Settings »
/;) Search 3
0}- Help and Support

=

Step 2: Welcome message.

% Smile 3 Activation Wizard f'5__<|

Welcome to the Smile 3 activation wizard!

Thiz wizard will guide you through the Smile 3 activation process.

Press the Mewt' button to continue, or press the "Cancel’ button ta abart the activation process.

LCancel

The welcome appears and the activation wizard looks for any valid Smile 3 license on your system.

When available, click on the <Next> button to continue.
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Step 3: The Activation options

% Smile 3 Activation Wizard gl

Activation options

Choose one of the activation options below and press the 'Wext' button to continue
i+ Activate your licenze
If you want to activate your software with NEW license or UPGRADE [software or expansion]

ah existing system. The activation wizard will generate a challenge. v'ou will use this
challenge to retrieve your software Activation Key from the Smile console website.

" Reload your license
I you are re-inztalling pour zoftware on the SAME computer. Mo Challenge re-calculation iz

required. The existing software Activation Key can be retrieved from the Smile console website.
The activation wizard will apply it on your computer.

" Re-activate your license
If wou are re-installing your software on AMOTHER computer. Mote that your license has to be

reset prior to the re-ingtallation. You can send vour reset request by e-mail to the zmile zupport
team [smile@Equentris-gdfsusz.be)

hithp: A Avwa, smileconsole. com/activationpage. asp

< Back LCancel

Select one of the two activations options:

- Activate your license
Select this option if you want to activate your software with a NEW license (4001-
04-xxx) or with an Upgrade license (4001-80..., 4001-90, 4001-70.., 4001-71).

The activation wizard will generate a Challenge that you will use to retrieve your
software Activation Key from the Smile console website.

Reload your license (formally known as Re-activate in Smile 3.0.6 and prior)
Select this option if you are re-installing your software on the SAME computer.
No Challenge re-calculation is required. The existing software Activation Key can

be retrieved from the Smile console website. The activation wizard will apply it on
your computer.

- Re-activate your license

Select this option if you are re-installing your software on ANOTHER computer.
Note that your license has to be reset prior to the re-installation. You can send
your reset request by e-mail to the

Smile support Team (smile@quentris-gdfsuez.be)

Click on the <Next> button to continue.
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Step 4: The License data

% Smile 3 Activation Wizard f'>__<|

License data

Enter your license data below :

License Mumber :

1

Dristributor M arne :

Customer Mame :

< Back | Mest > | LCancel

Enter your License data:

- License Number (E.g.: 4001-04-030000-00001-AAADZV18-B95E12)

You will find your License Number on the ‘Product License Certificate’

& gmile & ety

Product License Certificate

IMPORTANT — DO NOT DISCARD THIS DOCUMENT!

Thiz licere G

st R
Ly TR

- Distributor and Customer Names

Those names are only for information. They will be displayed in the help about
window of the Smile.

If a previous software license is detected on the computer the Distributor and
Customer names are automatically filled in. You can accept or update them. It is
useful when multiple software activations are required (Expansion upgrade 4001-
70 and 4001-71).

Click on the <Next> button to continue.
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- If your License Number is an upgrade license like 4001-80.., 4001-90..., 4001-70 then you will
have to provide or to confirm the license number that you want to upgrade. This previous license
number (to upgrade) will be disabled.

% Smile 3 Activation Wizard fgl

Upagrade License

The license specified in the previous screen is an upgrade licenze. Pleaze confirm
or provide the number of the license that you want bo upgrade.

This previous license will be disabled.

Licensze number to upgrade:

4001 90 [o30000 [ooom [asaspass [053ces

LCancel

- If your License Number is an upgrade license like 4001-71 then you will have to provide the
license number of your old Smile 2 console.

% Smile 3 Activation Wizard FS__<|

Convert to Seat License

The license specified in the previous screen is a particular expansion upgrade license:
4001-71- ..

It allows you to upgrade an old Smile 2 conzole and to add it to an existing Smile 3 system as
extra seat.

For older Smile consoles (2.0, 2.1, 2.2, and 2.3] pleaze uze the "License Retriever"
application to retrieve the license number from the dongle.

License number of the old smile 2 consale to upgrade:

| | | |

LCancel

For the very old Smile 2 consoles (RIs 2.0, RIs 2.1 and Rls 2.2 and RIs 2.3) you will run the
‘License Retriever’ application on the old operator desktop to retrieve the license number from
the dongle.

This ‘License Retriever’ is available for download on the Smile console website in the download
area.

| License Retrieval Wizard X

% License Retrieval Wizard X

welcome to the license retrieval wizard! Lms o oinoudl

License retrieval log

Detecting dongle .. [0K]

Detemining dorgle type and version .. [IK]
Smile 2 Advanced dongls detected
Generating License rumber ..

This wizard vl extract information from a dongle that s aftached to
this system and will generate 2 license number that is necessary for
product activation

Make sure that 2 dongle iz attached 10 this system and that the
necessa dongle diiver has been installed

Press the et button to cantinue. of press the Cancel button o
exit this program

Copy o wiite down the lisense number below and provids it during
the activation process of pour new product version.

*four License Number

40071-03-020000-99999-17910000-72DB47 By
t [THe ] Coneel <Back

Click on the <Next> button to continue.
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Step 5: The Challenge

% Smile3 Activation Wizard @

Challenge ”~
The challenge below containg all your license data.
Your Machine Hazh is based on the Erimarg HDD.

Login to the smile3 website indicated below and paste the
challenge in the appropriate textbo,

Smiled website 1 bt /A, smileconsole. com/activationpage. a3

Challenge :

{ activationrequest>

<machinehash smins="gk"> 33E8-DCIF-BEFC-
332F < /machinehazh> —
<genalnurnber wrlne=""sk'">4007-04-030000-00002-284071 8-
B95E12</ senalnumber:

<distributar #rlne=""sk'"> Quentriz< /distributars

Copy
¢ Back | Mest > | Lancel

| >

|i€

The Activation Wizard calculates a Challenge based on the licence data and the ‘Machine Hash'.
The ‘Machine Hash’ is the hardware signature of the desktop.

The Smile 3 Activation wizard selects automatically one of the following hardware components of
the desktop to build the ‘Machine Hash'.

The selection order is:

1. The signature of the Smile dongle

2. The serial number of the primary hard drive

3. The MAC address of the primary network interface.

If you do not agree with the choice performed by the system, cancel this software activation, adapt
the desktop hardware and restart this Activation Wizard.
Thanks to your License Number and to this Challenge you will be able to retrieve the corresponding

Activation key from our web site and thus activate your software.

Click on the <Copy> button to copy the challenge to the Windows clipboard.
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Step 6: Navigate to the Smile software Activation page

With your preferred web browser navigate to the following address:

http://www.SmileConsole.com/ActivationPage.asp

/2 Restricted Area Login - Windows Internet Explorer |Z||§|g|
m- = smileconsole. com; ~ &+ x] @ [[2]-
I Fawrtes (& Resricted Area Logn [ P - B - = o - Page- Sefety~ Took- @-
C

QLc!EﬁIEE @ Smile Website

THE SMART ICT ALTERNATIVE

Home  Products Releases FAQ Technical Guides User Guides Support

%
)
Ers

Welcome to the
Quentris product activation
website

Please Enter Your License Number

License Number:[ || || I i Il |

Home Page

GDFSUEZ.COM

Enter the License Number provided on your License Certificate and click on the <Validate> button.
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Step 7: Activate the Smile software

/2 Index - Windows Internet Explorer

65- ) Fetsss v smilocomsole.comfctvctionPaced 2p v [&|[*][ x| f@ena

i Favorkes (L) Index 1 T B ) mm v Pager Sefetyr Todke @

~

QUENTRIS

GDF Swez ©iSmile Website

THE SMART ICT ALTERNATIVE

Home  Products Releases FAQ Technical Guides User Guides Support

ol e

Product Activation Website

The license number you entered has been previously activated.
e correspanding activation keycode is :

Make sure you copy and paste the entire code string
starting with <activationkey> and ending
on </activationkey:=into the text box
of your set-up application.
You can copy and paste the code using the button under the text box.

|E3

The Smile software Activation page appears.

Click on the <Paste> button to copy the Challenge from the Windows clipboard to the textbox
available on the Activation page.

Then click on the <Next> button to get the Activation Key.
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Step 8: The Activation has been generated

/2 Index - Windows Internet Explorer

Oc- sniorsoncom
€

v [&

[

+|[x] @

Sf Favaries () Index

P - B - = o - Page- Sefety~ Took- @v

QUENTRIS

GDF S\CZ

THE

~

@ Smile Website

SMART ICT ALTERNATIVE

Home Products Releases

FAQ

Technical Guides

=2 7
Website

Product Activation

The license number you entered has been previously activated.
The corresponding activation keycode is :

User Guides Support

<activationkey=

bsL74rdYjnchrd4tTXwe13GsoHggVPmZ 311 s FIK29W0
ENenWENsP3butS6T1/701Cot4f+3+jBz1C1CT rAevC
n54SXMIHICE/ Vi /tk6]vn1WFu10BIh/dkJF+81 %G
LgSxnkONEy0a+jWu8hfj151owlHS8P61]QLAWCccE9

>

Make sure you copy and paste the entire code string
starting with <activationkey> and ending
on </activationkey>into the text box
of your set-up application.
You can copy and paste the code using the button under the text box.

[E3

Click on the <Copy> button to copy the Activation key into the windows clipboard.

You will need it in the next step.
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Step 9: Back to the Activation key

% Smile3 Activation Wizard Fg|

Activation key

Faste the activation key retrieved from the smile3 website in the

testbox below and press the ‘Mest’ button to complete the activation
PIOCESS. http: At smileconzole. comd activationpage. ssp

@, Paste

Cancel

Paste the Activation key in the textbox by using the <Paste> button.

This supposes that the Activate Key has been previously copied into the Windows clipboard.

% Smile3 Activation Wizard [g|

Activation key

Faste the activation key retrieved from the smile3 website in the

testbox below and press the ‘Mest’ button to complete the activation
PIOCESS. http: Afww. smileconzole. comd activationpage. asp

“activationkeys -~
bsL74rdTinchrdcTHuwcl 3GsoHgyTPRE311 s £TEESWO
ENenWeN=P2but 26Tl 70iGot4 £4234+3EB=1C1C7rhevl
nE4SFMIEICE/ Vi ke vnlWFul0ETh,/ diz JF+21x Gl
LySunkONEyDatiTushiiJElowlHEEPE1JQLAT o2
EUCcINSgTumEpALlwlDDouf?0kTgs 10 hi7EZE0T5uE
EPP1ly7edALSQEKgr qCoL4TTYE+tEESx2IHI=Taj AL Pe
wiOpFoS2gkFIiVEtheIEZA4DNHES1=EGTR1ES ] oquwl
030PTwlzZedsdrdhl oNLriCqodGTpeCxEp Y4 1 Raglil 0

| £

¢ Back Mest > Cancel

The Activation Key appears in the textbox.

Click on the <Next> button to continue
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Step 10: The Activation completed

i) Smile Activation Wizard [g|

Activation completed
Congratulations!
The Smile activation process completed successfully!

Press the Finish' button to exit this wizard,

Einizh

The Smile software has been successfully activated.
Click on the <Finish> button to go ahead with the Smile 3 License Manager installation process.

If the Activation Key does not correspond to the operator desktop hardware (Machine Hash) you
will get the following message:

i Smile Activation Wizard E|

Activation completed

I/ ARNINGI

The activation key you supplied iz invald for thiz spstem! The
Srmile program will run in survival mode. You have 15 days left to
supply a valid activation key.

Pleaze contact pour zupplier for further aszistancel

Finizh

It means that your Smile software is not correctly activated. The software will run in survival mode:
all the features allowed for a limited period of 15 days. During this survival period the installer will
have to contact his Smile Distributor in order get a new activation Key corresponding to his License
Number and to the new machine hash. Without new activation and after the end of the survival
period, the Smile will run in demo version.

All rights reserved Smile 3.0 Technical Guide - Version 1.7 Page 68 of 191



QUENTRIS

GUOF Sz

SMILE 3 LICENSE MANAGER SERVICE STARTUP

The Smile 3 License Manager service is automatically added to the list of the available windows services and
started at the end of the installation process.

The Microsoft Management Console allows you to start and stop the Smile 3 License Manager service.

File

Action  Wiew  Help

B 2

iz

“% Services (Local)

Select an item to view its description, hlame | Description

| Status

| Startup Type

‘ Log On As

L~

%Shel\ Hardware Det... Started Aukomnatic Local System
%Slmple Mail Transfer... Transports... Started Autamatic Laocal System
%Sm\leS License Service Started Automatic Local System
SQLServerAgent Manual Local System
%SSDP Discovery Ser.., Enables dis... Started Manual Local Service
%Symantat Auto-upgd...  Aukomatica. .. Manual Local System
%Symantec Endpoaint ... Provides vi... Started Autamatic Laocal System
#asvmanter Fvert Ma... Fuertnron...  Started Anfonatic | nral Swstem

\ Extended 4 Standard
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2.2.7 Smile 3 Console Installation

INSTALLATION OVERVIEW

" Refer to chapter
Smile 3 Console | '22.7.2 Smile 3 Console Installation"

Installation

haptel

Refer to chapter
Smile 3 Console 2.2.7.3 Smile 3 Console
First StartUp Configuration First Start-Up Configuration'

w

Do not hesitate to consult the FAQ available on the Smile console web site to get the latest installation TIPS.

(http://www.smileconsole.com/fag.asp)

¥ . . . . .
J Since Microsoft Remote Desktop does not support Audio devices do not attempt to perform the Profiles
configuration or to run the Smile 3 Console remotely using Remote Desktop.

The Smile 3 console will be installed on the operator desktop.

INSTALLATION DETAILS

Step 1: Start the Smile 3 Console installation

It is recommended to exit all the other programs before starting the installation.
Make sure that the following steps will be done with an administrative account.

Start the ‘Setup_SmileConsole3xy.exe’ file previously downloaded. (see § 2.2.5 How to download
the Smile Software)

The x and y of the filename stands for the ‘Minor software release’ and the ‘Maintenance software
release’.

Depending on the operator desktop the setup may need to update some Microsoft components like
the Visual C++ 2008 runtime files.

Technology Required

) Setup has detected that ywour Yisual C++ 2008 runtime files are out of date,
L3 Click OK. to install this kechnology now or Cancel ko abort the setup.

[ ok | l Cancel

Click on the <OK> button to accept the update.
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i Microsoft Visual C++ 2008 Redistributable Setup

Welcome to Microsoft Yisual C++ 2008
Redistributable Setup

This wizard will guide you through the installation process.

Mext = |[ Cancel

The welcome message appears, click on the <Next> button to continue.

i Microsoft Visual C++ 2008 Redistributable Setup

License Terms

Be sure ko carefully read and understand all the rights and restrictions described in the
license terms. You must accept the license terms before vou can install the software,

MICROSOFT SOFTWARE LICEMSE TERMS -
MICROSOFT ¥ISUAL C4+4 2003 RUNTIME LIERARIES (K86, 1864 AND X64)

These license terms are an agreement between Microsoft Corporation {or based on
where you live, one of its affiliates) and you. Please read them. They apply to the
software named above, which includes the media on which vou received it, if any. The

terms also apply to any Microsoft v

Press the Page Down key to see more kext,

Read and accept the license agreement.

Click on the <Next> to continue.
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i Microsoft Visual C++ 2008 Redistributable Setup

Setup Complete

Microsoft Yisual C++ 2008 Redistributable has been successfully installed.

1t is highly recommended that you download and install the latest service packs and
security updates For this praduct,

For more information, wisit the Following Web site:

Product Support Center

Click on the <Finish> button to complete this Microsoft update and preceed with the Smile 3
Console installation.

The ‘Welcome’ message appears.

& Smile 3 Console Setup

Welcome to the Smile 3
Ao Console setup

The inztaller will guide you through the steps required to install
the Smile 3 Conzole on your computer.

‘wharning: Thig computer program iz protected by copyright [aw
QUENTRIS and interational treaties. Unauthorized duplication or
digtribution of this program . or any portion of it, may result in
severe civil or criminal penalties, and will be prosecuted ta the
maximun extent pozsible under the law.

G Swes

Hext » | ’ LCancel

Click on the <Next> to continue.
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Step 2: Accept the License Agreement

& Smile 3 Console Setup [g

- -
License Agreement w8

Please read the follawing license agresment carefully.

Smile 3

Thiz iz the legal agreement between pou, and Quentris GDF Suez. ~

1.GRAMNT OF LICEMSE - Thiz Quentriz GDF Suez agreement [License'] permits pou ta use
one copy of the Quentriz GDF Suez software product acquires with thiz Licenze ['Software’] on
any single computer, provided the Software iz in uge on only one computer at any time. If you
have multiple Licenses for the Software, then at any time you may have as many copies of the
Software in use as you have Licenses. The Software is in use' on a computer when it iz
loaded into the temporary memory [i.e. Bak) or installed into the permanent memony [e.g. hard
disk or other storage dewvice] of that computer, except that a copy installed on a nebwark
server for the sole purpoge of distribution to otker computers iz not ‘in use'.

2 COPYRIGHT - the Software iz owned by Quentriz GOF Suez or itz suppliers and is
protected by the intemational treaty provisions, and all other applicable national laves.

() 1 agree ta the terms of this license agreement

(%) | do nat agree ta the terms of this license agreement

Read and accept the license agreement.

Click on the <Next> to continue.

Step 3: Specify the installation folder

@ Smile 3 Console Setup E

Installation Folder Ty
‘wihere would you like Smile 3 Conzole to be installed? o
Smile 3

The zoftware will be inztalled in the folder listed below. To zelect a different location, either type in a
new path, or click Change to browss for an existing folder.

Ingtall Smile 3 Conzole to:

C:\Program FilessSmile 2 | [ Changs... ]

Space required: 25.3 MB
Space available on selected drive: 29.42 GB

’ < Back ] | Hext » | ’ LCancel ]

The default installation folder is ‘C:\Program Files\Smile 3’, click on the <Browse> button to select

another folder.

Refer to the required setup data table in chapter ‘2.2.3 Minimum Setup Data’

Click on the <Next> to continue.
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Step 5: Confirm the installation

& Smile 3 Console Setup g|

-
Ready to Install " a
You are how ready to install Smile 3 Console

Smile 3
The ingtaller now hag enough information to install Smile 3 Congole on your computer.

The following settings will be used:
Install folder: C:\Program FileshSmile 3

Shortcut folder:  Smils 3

Please click Next to procesd with the installation.

’ < Back ] | Hext » | ’ LCancel ]

The installation program has successfully collected the requested information, it can proceed with
the Smile 3 Console installation.

Click on the <Next> to continue.

Step 6: Installation Complete

X

& 5mile 3 Console Setup

Installation Successful

-
LI
— The Smile 3 Conzole installation is complete.

" y

S m | |e 3 Please click Finish to exit this installer.

QUENTRIS

(==

The Smile 3 Console has been successfully installed on your computer.

Click on the <Close> to complete the installation.
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SMILE 3 CONSOLE FIRST STARTUP CONFIGURATION

i'"‘, After the installation of the Smile 3 console and before the first startup configuration you have
to assign the ‘Modify’ permission to the Smile 3 console application folder (c:\Program Files\Smile
3) for all the operator who will run the Smile 3 operator console.

|~ Smile Properties @

| General I Sharing | Securty | Previous Versions I Customize|

Object name:  C:\Program Files"Smile

Group or user names:

82, SYSTEM ~
2 82, Administrators (Smile DIW 7\ Administrators) [
Sﬁ Users(SrrieDIW?\Users) -
02 T wtad ot aller i
4 [T | »
To change permissions, click Edit. @ Edit...
Pemmizsions for Users Mlow Deny
[ T—— -
( Madify J) i
E5d & execUle / =
List folder contents
Fead b
Write v -

For spﬂemal pemissions or advanced settings,
click Advanced.

Leam shout access control and permissions

[ oK ][ Cancel ] Apply

This is to avoid the Windows Vista and 7 security mechanism to save unauthorized changes to the

virtual store folder of the user who made the change. If such was the case the updates would not be
available for the other users.

Step 1: Start the Smile 3 Console for the first time

Since the Smile 3 Console requires a minimum set of configuration data to start, the system will
guide you through a wizard that will allow you to provide the initial configuration parameters.

Start the Smile 3 Console using the shortcut ‘Smile 3’ available in the program group of the
application.
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Programs
Dacuments
@’ Settings ¥
/-—) Search 9

Help and Support

<

Run...

=]
[g Shut Cown, .,
o 2B D E

The ‘Welcome’ message appears.

Step 2: Read the welcome message

@ First smile StartUp

. Initial Configuration

Files Location
2. Node Server

2. Terminal Numbers
4. First TN

5. Second TN

-

Welcome to the Smile 3 basic configuration wizard ...

This tool will ask you to provide & minimal configuration in
arder for smile 3 to run.

Click on the <Next> to continue.
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Step 3: Confirm the file locations

@ First smile StartUp

1. Files Location

Initial Configuration

1. Files Location
2. Node Server Database:
3. Terminal Numbers [sprogram filestsmils Fusrils rds | El
4. First TN (Smile.mdb}
5. Second TN
Profiles:
[evarogram files\smile FUserprofilestadministratoraml | [ ]
¢Administrator.xml)

License:
[esvprogram files\smile 3\licenses xm | &4

(License.xml}

wiw stileconzole com

Back

Cancel

This first configuration screen allows you to specify the location of:
- the database  (smile.mdb)
- the profiles (administrator.xml)
- the license (licenses.xml)

The default locations are suitable for a standalone configuration.

If required, use the <...> buttons to specify other folders.

i"‘: Please note that all the operators who will run the Smile 3 console must have at least the
‘Modify’ permission to all the specified folders.

Click on the <Next> to continue.
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Step 4: Provide the ‘Node server’ information

@ First Smile StartUp

2. Node Server
Initial Configuration
@ 1. Files Location
2. Node Server [7] Full DHCP
3. Terminal Numbers Primary Server
4. First TN
5. Second TN ® address orName: ||
Listener IP Port:
MNeed assistance ?
| Back | | Nest | | LCancel |

The parameters to provide are:

- Full DHCP:
Use this check box if the IP Address of the Node Server has to be retrieved
automatically from the DHCP Server. For more information about how to set up
DHCP servers, see the documention of Nortel ‘Converging the Data Network with
VolP Fundamentals (NN43001-260)’

- IP Address or Name:

IP address or Name of the Node Server.

The UDP ports used by the Smile 3 console are provided for information.

Click on the <Next> to continue.
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Step 5: Specify the ‘Terminal Numbers’ information

@ First Smile StartUp

3. Terminal Numbers

Initial Configuration

¥ 1. Files Location
@ 2. Node Server
. Terminal Numbers

Primary Server-

w

o s Node Number: —
5. Second TN
First TN (Main); S,
Second TH (Aux): e

Login Mode: Without Agent I |z|

Heed assistance ?

| Back | | Nest | | LCancel |

The parameters to provide are:
- Node Number:
Also called Node ID, it must be provided in a four digits format.
- First TN(Main):

Terminal Number of the first ACD position used by the Smile 3 Console for the
call handling. The format is lll.ss.cc.uu

Second TN(Aux):
Terminal Number of the second ACD position. Same format as for the First TN.
This Second TN is used for the monitoring of the operator queue, the
management of the calls on hold and BLF panel updates.

- Login Mode :

It specifies how the Smile 3 Console will have to log its ACD positions:

Without Agent 1D — if AID = No in the SCB block (LD 23)
With Agent ID — prompt AID = Yes in the SCB block (LD 23)
Call Center — if CC6 is used

Click on the <Next> to continue.
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Step 6: Specify the ‘First TN’ information

@ First smile Startup
4. First TN
Initial Configuration Primary Server
¥ 1. File Locations Key =131}
¥ 2. Node Server
& 3. Terminal Numbers Incaming Call - ACD I:l l:l
4. First TN NotReady WRD | | |
5. Second TN
Make Set Busy — MSB I:l
Activity Code  ACNT I:l
T A
| Back | ‘ Mext ‘ | Cancel |

The parameters to provide are the directory numbers (DNs) defined on the First TN:
- Incoming Call - ACD DN: (Key 0)
Used to answer the incoming calls, this is the number of the operator ACD queue.
- Private DN: (Key 4)
Used to make and answer private calls
- Hold DNs: (Key 32 up to 37)

Used to put calls on hold

The keys positions are available for review under the column ‘Key'.
Since those keys are fixed you will have to adapt, if necessary, the PBX configuration to match the
Smile settings.

It is also important that the key numbers and the DNs of the Hold keys are the same on the First
TN and on the second TN.

Click on the <Next> to continue.

All rights reserved Smile 3.0 Technical Guide - Version 1.7 Page 80 of 191



QUENTRIS “ Smile 3

T —

Step 7: Review the ‘Second TN’ parameters

@ First smile StartUp
5.Second TN (for review)
Initial Configuration
Primary Server
¥ 1. Files Location Key on
¥ 2. Node Server
® 2. Terminal Numbers Incoming Call  ACD l:l l:l
& 4. First TN MotReady  MRD l:l
@ 5. Second TN
Make Set Busy  MSB D
Disp. Wait. Call  DWC |:|
Meed assistance ¥
| Back | ‘ Mext ‘ | Cancel |

Since both DNs and key numbers of the ACD and Hold keys must be the same on the First TN and
on the Second TN, the Second TN configuration window is provided only for review.

Note that you will also need a NRD, MSB and a DWC keys on this Second TN.

Click on the <Next> to continue.
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Step 8: Minimal configuration completed

@ First smile StartUp

Basic Configuration Completed

Initial Configuration
@ 1. Files Location

% 2. Node Server The basic Smile 3 configuration has been successfully
® 2. Terminal Numbers completed. Click finish to start the application.
® 4. First TN

@ 5. Second TN

| Back | ‘ Einish ‘ | Cancel |

Once you have provided the minimal configuration click on the <Finish> button to proceed with the
Smile 3 console startup.

The profile selection window will appear. Since the application is not fully configured we will start
the Smile 3 console using the ‘administrator’ profile.

@ selectProfile

Profile: |administrator |3|

Pazsword: || |

e

The default password of the ‘administrator’ profile is ‘adminpwd’ in lowercase.
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HEADSET PLANTRONICS CS60 USB

Beside the hands free and the long range workspace mobility convenience provided by this wireless
headset the operator will be able to answer calls using the ‘Talk’ button of the headset.

The Smile 3 console supports the headset Plantronics CS60 USB since rls 3.0.8.

To enable this facility you will have to install on the Smile 3 console the ‘Plantronics Enabler’. It is
available for download from the Smile console website (http://www.smileconsole.com) in the
download zone.

Proceed as followed to install the ‘Plantronics Enabler’:

Step 1: Start ‘Plantronics Headset Enabler’ (Setup_SmilePlantronicsEnabler.msi)

1% Smile Planironics Enabler

Welcome to the Smile Plantronics Enabler Setup
Wizard

The installer will guide you through the steps required to install Smile Plantronics Enabler on your
computer.

WARNIMG: This computer program is pratected by copyright law and international reaties.
Unauthorized duplication or distribution of this program. or any portion of it, may result in severe civil
ar criminal penalties, and will be prosecuted to the maximum extent possible under the: law.

Cancel

The welcome message appears, click on the <Next> button to continue.
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Step 2: Installation Complete

1% Smile Planironics Enabler

Installation Complete

Smile Plantronics Enabler has been successfully installed

Click "Close" to exit

Pleaze uze Windows Update to check for any critical updates to the MET Framework.

The ‘Plantronics Enabler’ has been successfully installed, click on the <Close> button to finish.

You can now connect the USB headset to the desktop and select it in the audio profile parameters
of the operator.

@ Eeditprofie x

Microphone

Profile

General
Directory

LDAP Device: | CS50/CS60-USE Headset [+]  volume: (G——0——@)
Web
Audio

speakers

Device:  |C350/CSE0-USE Headset [+]  volume: (S—————HH)

Ringer
Device:  [IDT Audio ] volume: (S———HH
Options

[7] Automatic Gain Control
[CI1use a modem to connect to the network

Save Cancel

Since you are changing the audio device you will have to restart the Smile 3 console application.
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2.3 CONFIGURATION

2.3.1 Profiles

i"r Since Microsoft Remote Desktop does not support Audio devices do not attempt to perform the Profiles
configuration or to run the Smile 3 Console remotely using Remote Desktop.

During the startup of the Smile 3 Console the user has to select his/her profile and to provide the corresponding
password. This will allow the system to apply the user’s personal settings to the Smile 3 console.

The parameters assigned to the profile are:
Name and password
AgentID
Picture (339x273 pixels)
Language and skin of the user interface
Audio devices (Speakers, Microphone, Ringer)
Etc...

There are three types of profile:
Operator (Users)
Supervisor (Chief Operator)
Administrator (Technical staff)

There are only one Supervisor profile and one Administrator profile but you can add as many as required
Operator profiles.

Depending on the type of your profile you will get access to more or less system configuration parameters.

Advanced Settings p

Console Preferences p p

Profile Management p p p

*1 *2 3
Default Password @] manager adminpwd
é S
© 2 5
& > |
@) 2 >
*1: Only own profile a =
*2: Own profile and all Operator profiles E
<

*3: All profiles
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2.3.2 Console Preferences

The Console Preferences are accessible using the menu ‘Configuration’.
There are three categories of console preferences:

General

Activity/NRD codes

Call Recording

GENERAL

e Configuration

Console

Console Preferences

General
Activity/NRD codes

Call Recording Console 10: [0 |

Incoming Calls

SeskMode: [El unknown Incoming Call Notification
Match Digits:

Phone numbers to exclude

B Open MS Cutlook Calendar Label Number
{of Called Party) =

LDMO

LDM1

LDMZ

Calls Waiting

Thermometer Maximum: Calls OnHold Threshold:

Advanced Settings

Save | Cancel

Console ID: (0)

ID of the Smile 3 Console. If you are installing more than one console in a networked environment,
each Smile 3 Console must have its own unique ID.

In a Standalone configuration the Console ID will be set to O.

In a Network configuration the Master Smile 3 Console will have the Console ID 0 and the other
one (slaves) a Console ID greater than 0.

SeekMode: (None)

Activate or de-activate the incoming calls search mechanism and specify the call information that
will be used for the search (CLID or DNIS).

Match Digits: (Exact)

Number of digits used for the incoming search mechanism (SeekMode)

Unknown Incoming Call Notification: (Unchecked)

Specify if you want to be notified when the smile does not find any entry of the phonebook
matching the incoming call data (CLID/DNIS).

Open MS-Outlook Calendar of called party: (Unchecked)

According to the PBX configuration, DID (Direct Inward Dialling) calls can be routed to the
operator. It is usually the case when the called extension is busy or does not answer. This ‘Open
MS-Outlook Calendar’ configuration parameter will specify to the Smile 3 console to open
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automatically the calendar of the called party; no need for the operator to use the <Calendar>

button (Ctrl-8) anymore.
To open the MS-Outlook Calendar the Smile 3 console will proceed as follow:
- decode the DNIS (dialed number) for each new incoming call
- check if the DNIS is not in the list of the phone numbers to exclude (see next
configuration parameter below)
- select the contact from the Directory Tab with the Phone number equals to
the DNIS
- verify that the selected contact has a valid entry in its Exchange Profile field
- Send the ‘Open Calendar’ request with the Exchange profile to the MS-
Outlook client.
Please note that the Smile 3 operator must have at least the Read permission on the calendar of
the called party.
Refer to the ‘Open Calendar Facility’ for the requirements.

Phone numbers to exclude:

Allows you to provide the list of the called number (DNIS) for which you do not want the Smile 3
console to open any MS-Outlook calendar. We will typically provide all phone numbers used to call
the operator like:

§  ATDN: Attendant Directory Number (see ATT_DATA in LD 15)
LDNO..5: Listed Directory Number (see LDN_DATA in LD 15)
ACD: Operator queue number (see Key 0 of the Primary ACD Agent - First TN)
Priv: Operator private number (see Key 4 of the Primary ACD Agent — First TN)
Other: you can define other directory numbers as well

w W W W

Thermometer Maximum: (5)

Determines how the thermometer of the current call area will look like: it's the maximum value of
this thermometer.

Thermometer Threshold: (60%6)

Used to determine when the colour of the thermometer has to be changed (blue/red).

Thermometer Alerter: (unchecked)

The Smile 3 console can generate a special tone when a new call is waiting in the operator queue
that is to say when the call waiting thermometer is showing a rise. The tone comes from the wave
file ‘ThermometerAlerter.wav’ located in the application directory.

Calls OnHold Threshold: (60 sec.)

If this threshold is exceeded, the wait time of the call on hold is turned in orange.
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ACTIVITY/NRD CODES

e Configuration

Console Preferences
General
Activity/NRD codes
Call Recording

Activity Reason

[7] Activity codes

Code
2000
2001
2002
2003

Drescription
Infarmation Request
Suppart Product &
Support product B
Support Product C

Mot Ready Reason codes

Code
1000
1001
1002
1003

Drescription

Post Call Processing
Consultation

Lunch

Break

Advanced Settings

Activity and Mot Ready Reason codes regquire the Contact Center
integration for statistics

Save | Cancel

Activity codes: (Unchecked)

Allows the operator to use Activity code for the incoming ACD calls ‘tagging’.

The Administrator and/or the Supervisor will define the codes and associated description of the
default Activity codes. The codes are made of 4 digits.

Refer to the CC6 reporting tool to get the Activity code usage. Please note that the Activity codes
definition must be the same in the Smile 3 console configuration and in the CC6 configuration.

YO8 =B1e 7 I~

2000 Information Request

Display 2001 SupportProductA

2002 SupportproductB
2003 Support Product C

other[ ]

0027271411

€ 3~

Not Ready Reason codes: (Unchecked)

Allows the operator to use Not Ready reason code when switching to the Not Ready status. The
Administrator and/or the Supervisor will define the codes and associated description of the default
Not Ready reason codes. The codes are made of 4 digits.

Refer to the CC6 reporting tool to get the Not Ready reason code usage. Please note that the Not
Ready reason codes definition must be the same in the Smile 3 console configuration and in the
CC6 configuration.

Display

P*
£
| |
‘be _?_ = i & |
1000 Post Call Processing
EEeEREED 1001 Consultation

1002 Lunch

1003 Break

Other:[code ]
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CALL RECORDING

e Configuration

Call Recording
Console Preferences

General Path: ‘C:\Prugram FilesySmile 3xCallRecording | El
Activity/NRD codes
Call Recording File Name: | |

Format: | -

Action: | .‘

Maximurn Duration:

Advanced Settings

Save | Cancel

In case of threat or abuse call the Smile 3 operator can record calls by clicking on the <Record> button.

|§t QRS0 %|

To stop the call recording the operator will click again on the <Record> button which will be turned off. To avoid
disk space saturation the call recording is automatically stopped after a predefined periode as specified by the
parameter ‘Maximum Duration’.

Path: ()

Folder where the Smile 3 Console has to save the recorded .wav file.

File Name: (SmileRecyyyyMMddTTmmss.wav)

The structure of the file name is provided for information.

yyyy: year TT: time
MM: month mm: minute
dd: date ss: second

Format: (8 kHz, Mono, Uncompressed, .wav)

Format of the .wav file. It could be ‘8 kHz, Mono, Uncompressed’

Action: (Overwrite the file if it already exists)

Specify if a new file has to be created for each recording request.

Maximum Duration: (5 min.)

Maximal duration of the recording.
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2.3.3 Advanced Settings

The Advanced Settings are accessible through the menu ‘Configuration’.
There are height categories of advanced settings are:

Prefixes

Express Messaging

File Locations

LDAP LookUp

Mail Service

Node Server

Terminal Numbers

Logs

PREFIXES

@ configuration

-

Console Preferences
Enable
Advanced Settings Prefix  E164 Parser Prefix
Prefixes
7 ,
Express Messaging = l:l Fermere] dg
(] l:l Forward 2:

External number:

File Locations

Mobile Nurnber:
[= LDAP LookUp

Wil

b Options ESN: D
Mail Service
0cs DiD Range
Node Server
G- Terminal Numbers Subgcriber Code From To
i First TN Country Code: T2ZT1400 1499
L Second TN
. |2 72n 200 250
Logs frea Code:
Long distance prefix: EI
International prefix:
El64 format:
[+] [CountryCode] [AreaCode] [Code] [Extension]
{5ubscriber Number}
| Save | | Cancel |

The ‘Prefixes’ panel contains all the localization parameters used by the Smile 3 console to analyze phone
numbers coming from the phonebook and to determine which digits to dial.

Since release 3.0.7, the Smile 3 console supports the E.164 format for phone numbers.
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E.164 is an ITU-T recommendation which defines the international public telecommunication numbering plan
used in the PSTN and some other data networks. It also defines the format of telephone numbers. E.164
numbers can have a maximum of fifteen digits and are usually written with a + prefix.

+ 32 2 727 1500

T

E.164 prefix Subscriber extension

Country code Subscriber code

Area code

The localization parameters are:

Prefix: ()

Define the prefix to use with each type of phone number stored in the phonebook. Each type of
phone number (External Number or Phone, Mobile, ESN, Forwardl and Forward2) may have its
own prefix.

Enable E164 Parser: (false)

Enable or disable the E.164 parser by type of phone number.
When enabled:

Prefix =9

E164 Parser = Enable
Country code = 32
Area code = 2

Long Distance Prefix =0
International prefix = 00
DID Range = From 727 1500 up to 727 1599

+ 32 3727 1501

Phone number Digits to dial Comment
+322727 1501 | 1501 Subscriber extension (internal)
+3227271601 | 902727 1601 Local and

902727 1601

Long distance call

+ 332727 1501

9 00 33 2 727 1501

International call

When disabled: same behaviour as Smile 3 console prior to release 3.0.7

Prefix =9

Long Distance Prefix =0

E164 Parser = Disable
Country code = 32
Area code = 2

International prefix = 00
DID Range = From 727 1500 up to 727 1599

Phone number Internal (*) | Digits to dial Comment

1501 Yes 1501 Internal phone numbers

02 727 1501 Yes 02 727 1501

1501 No 9 1501 External phone numbers

02 727 1501 No 9 02 727 1501

+ 332727 1501 No 900332727 1501 | External phone numbers, the
‘+’ sign is replaced by the
international prefix.
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* The operator will use the ‘Internal’ check box to specify if the phone number stored in the ‘Phone’
field is internal or not. By default the ‘Internal’ field is checked.

General Lastname:
Generics
Firstname;

Phone:

Mobile:

Farward 1:

Forward 2:

Emaill:

Email2:

Save Cancel

General

[Ctnternal

/

L 1

Exchange Profile:

Country Code: ()

Eg: 32 is the country code for Belgium

Area Code: ()

Eg: 2 is the area code for Brussels

Long distance prefix: (0)

Prefix required to reach another area

International prefix: (00)

Prefix required to call an reach another area

DID range: ()

Range of the ‘Direct Inward Dialling’ subscriber numbers composed of the subscriber code, the first
and the last subscriber extension of the range. You can define as many DID range as required.

Eg: The DID range below defines all the extensions from 7271400 up to 7271499 (100 extensions)

and from 7271200 up to 7271250 (51 extensions)

DiD Range

Subscriber Code

v
72N

From

1439
280
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EXPRESS MESSAGING

@ configuration

e

Express Messaging

Console Preferences

Advanced Settings Mail Express Wumber:
Prefixes = Mail Express Timer:
Express Messaging
File Locations Inter Digit Timer: 500 m sec.

= LDAP LookUp
- Options
Mail Service

Node Server

=+ Terminal Numbers
b First TN
L. Second TN
Logs

| Save | Cancel

The Express Messaging facility allows the operator to easily extend a caller to the called party voice mailbox. This
facility is compliant with the Meridian Mail and the Call Pilot.

Mail Express Number: ()

Directory Number of the Express Messaging service as defined in your voice mail system.

Mail Express Timer: (3 sec.)

It is the time that the Smile 3 application will wait before sending out the mailbox number. In this
time interval the Express Messaging system will have the time to hook off.

Inter Digit Timer: (300 msec.)

Duration of the pause made between the digits of mailbox number.
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@ configuration

e

File Locations

Console Preferences

Advanced Settings

Prefixes Master database:

Express Messaging m R ©
File Locations cihprogram filesismile Sismile.m | I

Folling Interval:

=+ LDAP LookUp
‘. Dptions

Mail Service Profiles:

Node Server

= Terminal Numbers
L First TN
L. Second TN
Logs |C:\pmgram fileshsmile 34licenses.xml | EI

|c:\prugram fileshsmile 3\userperiIes\administrator.xm| E

License:

| Save | Cancel

This panel allows you to specify the location of the relevant files according to your system architecture (cf chapter
‘2.1.3 Supported Architectures’)

Master database: ()

Location of the Master Smile database.

Standalone Smile 3 application directory

(c:\Program Files\Smile 3\smile.mdb)

Network Shared folder on the Master Smile 3 Console
desktop

Network with File Server Shared folder on the File Server

Network with File Server and Shared folder on the File Server

Application Folder

Polling interval: (10 min.)

The time interval (number of minutes) for activating the synchronization algorithm (synchronization
of the Local database with respect to the Master database). A range from 1 to 60 minutes is
allowed. By default, it is set to 10 minutes. We advise

to give the smallest time interval, equal 1 minute, to the Master Smile Console.

Profiles: ()

Location of the Profiles (Administrator;xml, Supervisor.xml, default.xml, etc...)
Like the database, the profiles can be also centralized.

Licenses: ()

Location of the license file (Licenses.xml). The file is available on the computer desktop used to run
the Smile 3 License Manager module.
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LDAP LOOKUP

@ configuration

Console Preferences

Advanced Settings

Prefixes
Express Messaging
File Locations

=+ LDAP LookLp
Options
Mail Service
acs
Node Server

=+ Terminal Numbers
i First TN
L Second TN
Logs

| Save | Cancel

- -
Lo s

~— Smile 3

e

[#|Enable

LDAP Lookllp

Server Information

Server Hame; |172.25.118.10 Part:
Server Type: | Active Directory |z| PRI EIE

Bind DM: ‘EI‘\=SITH|EJCI'I=LISEFSJdE=aI‘I‘IDETE,dC=hE

[7] use profile details in Bind DM

ek ok o

Passward:

Confirm Password:

Search Settings

Base DM: ‘cn=users,dc=ampere,dc=be

Scope: |SubTree

!!

Time Qut: |5 sec.

Max. Recordset Size:

LDAP, Lightweight Directory Access Protocol, is an Internet protocol that programs can use to look up contact
information from a server. It has a special internal structure that allows retrieving information on persons very
quickly based on a number of parameters that can be defined.

The Smile 3 Console is a LDAP Client and supports the following LDAP servers: Active Directory, MS Exchange,
Lotus Domino, Novel eDirectory and TM3. Thanks to this the operators can either look for a person in his local

repository and/or in a LDAP directory:

this is the LDAP lookup feature.

The parameters are:
Enable: (Unchecked)

Activate the LDAP LookUp facility.

Server Name: ()

Name of your LDAP server or its IP address.

Port: (389)

TCP port used to access the LDAP server, the default LDAP port is 389.

Server Type: (Active Directory)

Type of the LDAP Server.

It could be: Active Directory / MS Exchange / Lotus Domino / Novell eDirectory / TM3

Anonymous: (False)

This option is disable because reserved for future use meaning that the Smile 3 console does not
support anonymous connection.
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Bind DN: ()

Account used to establish the connection with the LDAP server. It has to be provided using the
LDAP notation.

Eg: cn=smile,cn=users,dc=ampere,dc=com
Use Profile Details in Bind DN: (False)

In some secure environment the password policy forces users to change their password on a
regular base. To avoid going through this LDAP LookUp configuration each time user password
expire we can tell to the Smile 3 console to use the profile details (Name and Password) to build
the Bind DN.

The Bind DN will result of the concatenation of:
“cn=" + [Name of the current Profile] + “,” + Bind DN

There is one constrain: the operator will have to define the same password for her profile in the
Smile 3 console as his/her password on the network.

Password: ()

Password of the account specified for the Bind DN. Note that the user should have read access to
the LDAP server. The password will be encrypted and stored in the configuration file.

Base DN: ()

Distinguished name of the base object where the search will begin. The search is performed only
on this object and objects that exist below it in the directory tree according to the scope setting.

Scope: (SubTree)

It could be
OneLevel: entries immediately below the base DN
SubTree: the entire subtree starting at the base DN

TimeOut: (5 sec.)

Indicates the maximum duration that the Smile 3 Console will wait for a LDAP response before
concluding to an unavailability of the LDAP server.
It could be 5, 10, 20 or 60 seconds.

Max Recordset Size: (100 rec.)

Used to limit the number of records that have to be downloaded in one time from the LDAP server
to the Smile 3 Console. This is to avoid network congestion.
The Max Recordset Size could be 100, 200, 500, 1000 or unlimited.

The ‘Base DN, ‘Scope’ and ‘Max Recordset Size’ but also the technical environment like the network speed will
strongly influence the performance of the connection.
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LDAP LOOKUP - OPTIONS

@ configuration
e
LDAP LookUp - Options
Console Preferences
Advanced Settings Fields Mapping and Labels
Prefixes
ExpressMessaging Ldap Field Label Smile Field -
File Locations o il %
= LDAP LookUp sh an astMame L
Options givent|ame Prénar Firsth ame .
Mail Service telephoneMNurber Téléphane Phane ~
Nede Server mobile G5M Mabilz v
=+ Terminal Numbers
L First TN mail Email etdail v
H -
Lsecond TN
Logs
Filter
LDAP Fields: Criteria:
‘department E| = |Painter ‘ I Add |
Filter:
‘ ‘ I Clear
| Save | Cancel

This panel allows you to:

provide a more explicit label to the LDAP fields that will be displayed in the tab ‘LDAP’ of the user
interface. Indeed, the label ‘Last Name’ is more explicit than ‘sn’ (which is the name of the LDAP field
used to store names in a LDAP database).

map the LDAP Fields with the fields of the Smile database. The Smile 3 Console have to know which
LDAP fields are used to store phone numbers

specify additional Filters to extract only the relevant information from the LDAP database. To add a
new filter, you have to select a LDAP field from the drop-down box (at the left of the equal sign) and
to assign a criteria (at the right of the equal sign). To validate your filter, click on the <Add> button.

The logical operator used between the filters is a AND.

If you click on the <Clear> button it will delete the complete Filter.
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MAIL SERVICE

ﬁ Configuration

Mail Service
Console Preferences

Advanced Settings Personal Note

Prefixes
Express Messaging
File Locations

POP3 Host: |172.25118.10 ‘

- LOAP Lookup ser 10:
‘.. Options Polling Interval:
Mail Service Fassword: |***** ‘ ‘1 min. El

Node Server
[=-Terminal Numbers

LFirst TH

i Second TN

Logs SMTF Host: ‘172.25.11&.10 |

AutnmaticReply

Emile Email Address: ‘SIT\HE@GIT\DETE.EE |

Operatar Email Address: ‘nperatnr@ampere‘ha |

Save | Cancel |

The employees of a company can send a mail to a predefined Smile e-mail account (e.g.: Smile@company.com),
with a short message. This message will appear on the Smile interface in the 'Personal Notes' field. The notes are
specific to each person stored in the repository and show up when this particular person is filtered out.

(Requires a POP3 compliant e-mail server and a dedicated Smile mailbox)

The configuration of the Mail Service is explained in the dedicated chapter ‘6.2 The Personal Notes facility’.

CS

0CS5 Lookup - LDAP settings

Console Preferences Enable OCS Integration
Advanced Settings
Prefies Server name: [172,25.116.2 Part:

Express Messaging

) ) Bind DN: |cn=smi|elnu=users,dc=r2demﬂ,dc=\ncal ‘
File Locations

=~ LDAF Lacklp Password: Canfirm password:
“ Options
Mail Service Base DN: |ou:usersLdc:rzdemo,dc:\ocal ‘
0ocs,
Node Server Search Seape: |SubTres [« .
RawsLimit:
Timeout: |5 sec. E 100 rec. Izl
[#] Automatic update of the MOC status
Smile Status Mo Status
Idle: Buailable v
Busy Busy i
Mot Ready Bumay ~
Make Set Busy Do Mot Distub i

| Save Cancel

The OCS configuration panel allow you to enable the OCS integration. It provides the three facilities (presence
information, contact tagging for presence status and Instant Message) to the Smile 3 operator.

(Requires the installation of the Microsoft Office Communicator 2007 R2 — MOC- on the operator desktop)

The configuration parameters are explained in the dedicated chapter ‘7 OCS Integration’.
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NODE SERVER

@ configuration

e

Console Preferences

Advanced Settings [T/ Full DHCP
| Prefixes Primary Server Secondary Server:
Express Messaging
File Locations 1P Address or Name: | [172.25.103.222 | | |
= LDAP Looklp
Dptions Part:

Mail Service
Node Server
=+ Terminal Numbers
& First TN
- second TN
Logs

Retries:

Action:

Listener IP Port:

ElElElzlE

Ack TimeOut:

IpLayer TimeQut: [ Enable Secondary

ERENEiEEE]

| Save | Cancel

Full DHCP: (Unchecked)

Use this check box if the IP Address of the Node Server has to be retrieved automatically from the
DHCP Server. For more information about how to set up DHCP servers, see the documention of
Nortel ‘Converging the Data Network with VolP Fundamentals (NN43001-260)’

IP Address or Name:

IP address or Name of the Node Server.

Port: (4100 - ReadOnly)

The UDP ports used by the Smile 3 console to communicate with the Node Server, this is a fixed
value.

Retries: (3)
The number of times the Smile 3 Console attempts to connect to the server.

Action: (1 - ReadOnly)

Fixed value.

Listener IP Port: (5000 - ReadOnly)

The UDP ports used by the Smile 3 console to communicate with the Node Server, this is a fixed
value.

Ack TimeOut and IpLayer TimeOut: (1000 msec. - ReadOnly)

Internal watchdogs (Unistim — IpLayer)

Enable seconday: (Unchecked)

Reserved for future use.

All rights reserved Smile 3.0 Technical Guide - Version 1.8 Page 99 of 191



QUENTRIS ©

GDOF S\ CZ " Smile 3

TERMINAL NUMBERS

a Configuration

Terminal Numbers

Console Preferences
Advanced Settings General
Prefixes
Express Messaging Primary Server Secondary Server
File Locations
=} LDAP LookUp
Options Mode Nurnber: 1000 I:l
SHIETE Installer Password: ‘**‘**** ‘ | |
Qocs
podeserve] First TH {Main): [100-00-03-20 [x] I x|
- Terminal Numbers :
pe First TH Second TN (Aux): ‘100-00-03-21 ‘ ‘ x ‘
- Second TN
Logs Login Mode: |With AgentlD E” | = ‘
D C Refresh Rate: l:'
Language: English I=]

Save | Cancel

Node Number: (4 digits)

Also called Node ID, it must be provided in a four digits format.

Installer Password: (Unchecked - Password)

The 'IP Phone Installer Password' is the security mechanism that is used to control the registration
with a virtual line TN on the Call Server. If used by the CS1k tick the checkbox and provide the
Installer Password.

First TN(Main): (lll.ss.cc.uu)

Terminal Number of the first ACD position used by the Smile 3 Console for the call handling. The
format is lll.ss.cc.uu .

Second TN(Aux): (lll.ss.cc.uu)

Terminal Number of the second ACD position. Same format as for the First TN.
This Second TN is used for the monitoring of the operator queue, the management of the calls on
hold and BLF panel updates.

Login Mode:
It specifies how the Smile 3 Console will have to log its ACD positions:
- Without Agent ID — if AID = No in the SCB block (LD 23)
- With Agent ID — prompt AID = Yes in the SCB block (LD 23)
- Call Center — if CC6 is used

DWC Refresh Rate: (2 sec.)

Refresh rate of the Operator queue statistics: Number of Calls Waiting, Longest Waiting Time and
Manned Operators

Language: (English)

Language of the FirstTN. If this setting does not correspond to the language of the FirstTN (cf
labels of the softkey) the Smile console will not be able to transfer/conference calls and put calls on
Hold.
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TERMINAL NUMBERS — FIRST TN

e Configuration
Console Preferences Primary Server Secondary Server
L Advanced Settings Key DM
fi .
File Locations Mot Ready  MRD I:l l:l
Cs LD’?JP;E”"':JD Make Set Busy  MSB |:| l:'
Mail Service Account Code  ACNT I:l l:l
e oo 52 | i —
[ Terminal Numbers Hold 1 SCH I:l l:l l:l
e iz sen 1] &)
it sou [o1] 5] ]
ovs sen [ I
Holds  scu | | [ as705 | [ss] [ |
Holds  son [0 | [as7oe | EdN I
Override I:l I:l
[Cowe | [Cowen | | x| \ x|
Save Cahcel

This panel allows you to provide the Directoy Numbers (DNs) as defined on the First TN in the PBX

Incoming Call ACD DN: ()

Operator queue number defined on KeyO.

Private DN: ()

Private number of the operator defined on Key4

Hold 1..6: ()

Directory numbers of the six hold keys. (from key32 to key37 on KEM1)
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TERMINAL NUMBERS — SECOND TN

@ configuration

Console Preferences
| Advanced Settings Primary Server Secondary Servel
Prefixes e -
Express Messaging ¥
vy treoming cail - aco [o] [aeen ]  [o] [
Options Disp. Wait. Call DWC |:| |:|
il
e LTSS O o o [ 5 f
Node 5 Id
= Temm i e o El =] ELC
L First TN Hold 3 sen [34] [[35705 | =] ]
S was s 3] [w]  [E ]
was s [®] Fm] [
e sen ) [mm] ) ]
| o || x|

Save | Cancel

This panel is provided for review only since the configuration parameters of the Second TN MUST match with the
First TN.
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@ configuration

Console Preferences

Advanced Settings File Names

Prefixes
Express Messaging Smile: | |
File Locations

= LDAP LookUp Smupdate: | |
- Qptions
Mail Service LDAPUpdate: | |
Node Server

=+ Terminal Numbers SmService: | |

irst TN

L.Second TN Log Type: |Emors Only

Logs

| Save | Cancel

Smile: (yyyyMMdd.txt)

Name of the log file used by the Smile 3 Console. There is one log file a day.

SmUpdate: (Smupdate.log)
Name of the log file used by the tool SmUpdate to provide the result of the import.

LDAPUpdate: (Idapupdate.log)
Name of the log file used by the tool LDAPUpdate to provide the result of the import.

SmService: (smservice.log)

Name of the log file used by the tool Mail Service.

Log Type: (Errors Only)

Determine the type of messages that have to be logged for the Smile 3 console.
It could be:

- Nothing

- Errors Only

- Errors and Warnings

- Warnings + IPEvents

- Al
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List of the system parameters

o -
Lo s

~ Smile 3

Automatic On Top
Automatic Maximize
Label On Hold
Enable Recording
Enable Greetings

Directory: (TAB on Ul)

Selected Fields
Labels

Order

FontSize

Bold

GridRow Height
Edit Notes

Edit Database

LDAP: (TAB on Ul)

Fields
Order

\Web: (TAB on Ul)

URL
Label

Microphone

Speakers

Ringer

Automatic Gain Control
| use a modem

- Thermometer Threshold
- Calls OnHold Threshold

Activity/NRD codes:
- Codes
- Description

Call Recording:
- Path
- File name
- Format
- Action
- Maximum Duration

Profile Console Preferences Advanced Settings
General: General: Prefixes:
- Name - Console ID - External Number
- Password - SeekMode - Mobile Number
- AgentID - Unknown Icoming Call - Forward 1
- AuxAgentID Notif. - Forward 2
- Number of skillsets - Match Digits - ESN
- Picture - Open MS-Outlook - E164 Parser parameters
- Greeting Calendar
- Comment - Phone Numbers to Express Messaging:
- Language exclude - Mail Express Number
- Skin - Thermometer Maximum - Mail Express Timer

- Inter Digit Timer

Files Location:
- Master database
- Polling interval
- Profiles
- License

LDAP LookUp:
- Server Name
- Port
- Server Type
- Bind DN
- Password
- Base DN
- Scope
- TimeOut
- Max. Recordset Size
- Options

Mail Service:
- POP3 Host
- UserID
- Password
- Polling Interval
- SMTP Host
- Smile Email Address
- Operator Email Address

Node Server:
- IP Address or Name
- Retries

Terminal Numbers:
- Node Number
- First TN
- Second TN
- Login Mode
- DWC Refresh Rate
- Language

First TN & Second TN:
- ACD DN
- Private DN
- Hold1..6 DN

Logs:
- Log Type
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24 NETWORK IMPLEMENTATIONS

Due to a high operator load, multiple locations or for some backup reason, a customer may want to have
more than one Smile workstation.

A network drive icon in the status bar of the Smile will display the availability of the network facility.

| Microphone (5—————#)  speaker (5)————U# | Administrator | 1 { =2 bz juin2010 | 10:15 J

2.4.1 Basic Network
In a basic network implementation we will select a Smile 3 Console to become the ‘Master’, the other one
becoming ‘Slaves’.
The Smile 3 ‘Master’ Console will:
run a Smile 3 Console with a console ID equal to 0
see menu item Configuration\Console Preferences\General\ConsoleID
run the Smile 3 License Manager and host the license file
Licenses.xml
host and share the system database (phone book)
smile.mdb
host and share the Profiles (user’s preferences: Language, Greetings, Ul flavor, etc..)

Administrator.xml, Supervisor.xml, Default.xml, etc...
All the other operator desktop will be considered as Slave and will:
run a Smile 3 Console with a console 1D different than O
access the license file and get an available license from the Smile 3 License Manager
access the system database and profiles located on the Smile 3 Master Console

Pay attention, the operator desktop selected as Smile 3 ‘Master’ Console should not be switched off.

In order to remain up and running during a network issue or an unavailability of the Smile 3 Master console, each
Smile 3 Consoles will keep, on closing, a local copy of the system database and profiles.
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Smile 3 Console

E [ i mE— G Database

Profiles g Q
+iz Smile 3 License Manager %ﬂ

Licenses.xml

‘Master’

Smile 3 Console

Operator Desktop
‘Slave’

Operator Desktop

)
2

Smile 3

>

CS1000

Description

Comment

Download the Software
Smile 3 License Manager
Smile 3 Console
Smile 3 Dongle driver
Documentation pack

See chapter 2.2.5 ‘How to download the
Smile Software’

Collect the Minimum Setup Data

See chapter 2.2.3 ‘Minimum Setup Data’

Configure the PBX:
SCB, ACD, 2050PC, CDB, etc.

See chapter 2.2.4 ‘CS1000 Configuration’

Smile 3 ‘Master’ Console:

a) Install the Smile 3 License Manager
(c:\Program files\Smile)
b) Install the Smile 3 Console
(c:\Program files\Smile 3)
c¢) Share the ‘Smile 3’ folder and assign the minimum
permissions to all the operators who will use a Smile 3
Console.

a) see chapter 2.2.6 ‘Smile 3 License
Manager Installation’

b) see chapter 2.2.7 ‘Smile 3 Console
Installation’

¢) The minimum permission to assign to all
Smile users are: Read, Modify and Write.

Smile 3 ‘Slave’ Console(s):

a) Map a network drive to the Smile 3 Master Console:
- folder shared in step 4.c
b) Install the Smile 3 Console
(c:\Program files\Smile 3)
During the first startup configuration, see chapter 0, adjust the
File Locations as follow:
Database in the Smile 3 Master Console folder (see 5.a)
Profiles in the Smile 3 Master Console folder (see 5.a)
License file in the Smile 3 License Manager folder (see 5.a)

b) see chapter 2.2.7 ‘Smile 3 Console
Installation’
see chapter O ‘File Locations’
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2.4.2 Network with File Server

Smile 3 Console

i3 Smile 3 License Manager-
i 4

Operator Desktop
‘Master’

Licenses.xml

Smile 3 Console

CS1000

———
= —= - File Server
(— | )
Operator Desktop
‘Slave’ —
Description Comment

Download the Software
Smile 3 License Manager
Smile 3 Console
Smile 3 Dongle driver
Documentation pack

See chapter 2.2.5 ‘How to download the
Smile Software’

Collect the Minimum Setup Data

See chapter 2.2.3 ‘Minimum Setup Data’

Configure the PBX:
SCB, ACD, 2050PC, CDB, etc.

See chapter 2.2.4 ‘CS1000 Configuration’

File Server:

Share the folder that will be used to store the Smile 3 database
and profiles.

The minimum permissions to assign to all
Smile users are: Read, Modify and Write.

Smile 3 ‘Master’ Console:

a) Map a network drive to the File Server folder shared in step
4.
b) Install the Smile 3 License Manager.
(c:\Program files\Smile 3)
¢) Share the Smile 3 License Manager folder.

d) Install the Smile 3 Console.

(c:\Program files\Smile 3)

During the first startup configuration, see chapter 0, accept the
default File Locations.

e) Copy the database (smile.mdb) and the Profiles
(/userprofiles/*.xml) from the Smile 3 Master Console to the
File Server in the shared folder.

) Adjust the File Locations in the configuration of the Smile 3
Master Console.

b) see chapter 2.2.6 ‘Smile 3 License
Manager Installation’.

¢) The minimum permission to assign to all
Smile users are: Read and Modify.

d) see chapter 2.2.7 ‘Smile 3 Console
Installation’.

) see chapter 0 ‘File Locations’.

Smile 3 ‘Slave’ Console(s)’:

a) Map a network drive to the File Server folder shared in step
4.

b) Map another network drive to the Smile 3 Master Console
folder shared in step 5.c.

¢) Install the Smile 3 Console.

(c:\Program files\Smile 3)

During the first startup configuration (see chapter 0) adjust the
File Locations as follow:

Database on the File Server (see 6.a)

Profiles on the File Server (see 6.a)

License file on the Smile 3 Master Console (see 6.b)

¢) see chapter 2.2.7 ‘Smile 3 Console
Installation’.

see chapter O ‘File Locations’.
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2.4.3 Network with File Server and Application Server

Smile 3 Console
| ——————

—;_..

- -
Lo s

-~ Smile 3

Operator Desktop

Smile 3 Console
| ——————

—;_..

LS
S

Operator Desktop

G Database
Proies

File Server

2 Smile 3 License Manager
e :
E Licenses.xml

Application Server

Description

Comment

1 Download the Software

Smile 3 Console
Smile 3 Dongle driver
Documentation pack

Smile 3 License Manager

See chapter 2.2.5 ‘How to download the
Smile Software’

2 | Collect the Minimum Setup Data

See chapter 2.2.3 ‘Minimum Setup Data’

3 | Configure the PBX:

SCB, ACD, 2050PC, CDB, etc....

See chapter 2.2.4 ‘CS1000 Configuration’

4 | Application Server:

(c:\Program files\Smile 3)

a) Install the Smile 3 License Manager

b) Share the Smile 3 License Manager folder

b) The minimum permission to assign to all
Smile users are: Read and Modify.

5 File Server:

and profiles.

Share the folder that will be used to store the Smile 3 database

The minimum permission to assign to all
Smile users are: Read, Modify and Write.
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Description Comment
6 | Smile 3 ‘Master’ Console:

a) Map a network drive to the Application Server folder shared

in step 4.b

b) Map a network drive to the File Server folder shared in step

5

¢) Install the Smile 3 Console ¢) see chapter 2.2.7 ‘Smile 3 Console
(c:\Program files\Smile 3) Installation’

During the first startup configuration, see chapter 0, accept the
default File Locations.

e) Copy the database (smile.mdb) and the profiles
(/userprofiles/*.xml) from the Smile 3 Master Console to the
File Server folder mapped in step 6.b.

) Adjust the File Locations in the configuration of the Smile 3 f) see chapter O ‘File Locations’
Master Console as follow:

Database on the File Server (see 6.b)

Profiles on the File Server (see 6.b)

License file on the Smile 3 Master Console (see 6.a)

7 | Smile 3 ‘Slave’ Console(s)':

a) Map a network drive to the Application Server folder shared
in step 4.b

b) Map a network drive to the File Server folder shared in step
5

¢) Install the Smile 3 Console ¢) see chapter 2.2.7 ‘Smile 3 Console
(c:\Program files\Smile 3) Installation’

During the first startup configuration, see chapter 0, adjust the
File Locations as follow: see chapter O ‘File Locations’
Database on the File Server (see 7.b)

Profiles on the File Server (see 7.b)

License file on the Smile 3 Master Console (see 4.a)
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2.5

251

252

253

SMILE INTEGRATION IN A NORTEL CONTACT CENTRE

In order to integrate the Smile 3 in your Nortel Contact Centre environment you will have to perform the
following configurations:

PBX configuration:

1. Define a new CDN for the operator pool.
2. Define a new dummy queue which has to be in NCFW to the CDN defined in 1.
3. Assign the dummy queue to the NIT1 in the CDB.

Nortel Contact Centre configuration:

4. Define and acquire the CDN of the operator pool.

5. Define and acquire the 2 TNs used by the Smile console (FirstTN and SecondTN).

6. Define a new skillset for the operator pool.

7. Adapt the 'Master Script' in order to route incoming call from the CDN to the skillset of the operator.

8. By Smile console define 2 Agents with the same list of skill. This is to be able to log the FirstTN
and the SecondTN) -> 2 agent id.

9. Provide a priority to the skillset for each Smile agents.

10. Verify that the PhonesetDisplay has not been customized.

i"r If you customize the PhonesetDisplay in the CC the Smile 3 will display the call information in the
‘Display’ area and not in the ‘ACD’, ‘Priv’ and ‘Dest’ lines

Display
Wielemans Didier
I Priv 1280

]
BE BE gy

Smile 3 configuration:

11. Set the Login Mode to 'Contact Center'.
(Configuration\Advanced settings\Terminal Numbers)
12. Set the Agentid of your operator profile with the agent id defined for the first agent (cf 8)
13. Set the AuxAgentid of your operator profile with the agent id defined for the second agent (cf 9)
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UPGRADE PROCEDURES:

3.1

UPGRADE A SINGLE SMILE 2.X (X<4) OPERATOR CONSOLE TORLS 3

To upgrade an existing Smile 2 operator console (RIs 2.0, 2.1, 2.2 or 2.3) to Rls 3.0 you will need a
‘Major Software Upgrade’ license like 4001-90-030000-00001.

All the 4 packages of the Smile 2 (Exp, Std, Adv and Pre) can be upgraded using a Major Software

upgrade license.

Using your ‘Major Software Upgrade’ license you will donwload from the Smile console website
http://www.smileconsole.com/download the following items:

License Retriever

Smile 3 License manager

Smile 3 Console

Smile 3 Dongle Driver (if you have a dongle)

Overview:

Smile 2

>4001-90-030000-00001 Major Software Upgrade
(Rl=20,21,22 and 2.3)

Smile 3
(1 seat)

Smile 2

1

. License Retriever &

| [ —= O0{-D-020000-0000 7

Major Software Upgrade
4001 -$0-030000-00001 -

——

Smile 3
License Manager

{%} (1 seat)

2. Installation and

Software Activation

Smile 3 Console

3. Install & config. ‘
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Procedure:

1. Retrieve the license number from the dongle of your existing Smile 2.0, 2.1, 2.2 or 2.3 using the
‘License Retrievere’ tool

Because old Smile 2 consoles (prior to Rls 2.4) do not have any license number but only a dongle,
we will use the tool called ‘License Retriever’ to retrieve the license number from the dongle.

Paste the ‘License Reader’ tool on the Smile 2 workstation to upgrade.

Verify that the dongle is connected then run the ‘License Retriever’

Open File - Security Warning

The publizsher could not be venfied. Are you sure you want to
run thiz software?

e Mame: LicenseRetriever.exe
Publizher: Unknown Publizher

Type: Application

From: C:Documents and Settingstadministratorify Docu.. .

[ Bun ]l Cancel |

Always azk before opening this file

publizher. ¥ou should only run software from publishers pou trust.

@ Thiz file does not have a valid digital signature that verifies itz
How can | decide what software to un?

Press the <Run> button.

% License Retrieval Wizard E|
YWelcome to the license retrieval wizard!

Thig wizard will extract information from a dongle that iz attached to
thiz spztem and will generate a license number that iz neceszary for
product activation.

Make sure that a dongle is attached to this system and that the
neceszan dongle driver has been installed.

Frezs the Mext' buttan to continue, or press the 'Cancel’ button to
exit thiz program.

[ Ned> | Cancel

Press the <Next> button, the application will read the dongle information and display your old
Smile 2 license number.
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% License Retrieval Wizard @

License retrieval

License retieval log :

Detecting dongle ... [OF]

Determining dongle type and version ... [OK]
Smile 2 Standard dongle detected!
Generating Licenze number .. [OK]

Copy or write down the license number below and provide it during
the activation process of pour new product version.

Your License Number :
|4IJD‘I -02-020000-99393-1 78200003454

¢ Back | Einizh |

Write down the license number retrieved from the dongle (*Your old Smile 2 License Number’).
It will look like 4001-0x-020000-99999-yyyyyyyy-zz7777

x = package of your dongle (01:Express / 02:Standard / 03:Advanced / 04:Premium)
020000= Software version number (pre-softkey: 2.0 or 2.1, 2.2 or 2.3)

yyyyyyyy= serial number of your dongle

zz7777= CRC

2. Install the ‘Smile 3 License Manager’
If you plan to use a dongle with your Smile 3 system install the Smile 3 dongle driver first (see

Dongle_Driver_Installation) then install the Smile 3 License Manager (see
Smile_3_License_Manager_Installation).

During the Smile 3 License Manager installation the software activation wizard will appear, you will
have to provide:

Names: the installer and customer name

Previous license number to upgrade: the license number of the old Smile 2 which has been
retrieved using the ‘License Retriever’ in stepl (4001-0x-020000-99999-yyyyyyyy-zz7777)

fi Smile 3 Activation Wizard ) |

Welcome to the Smile 3 activation wizard!

This wizard will guide vou through the Smile 3 activation process.

Press the 'Mext' button to continue, or press the 'Cancel’ button to abart the activation process.

< Back Lancel

Press the <Next> button.
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fi Smile 3 Activation Wizard ) |

Activation options

Chooge one of the activation options below and press the "Mest’ button to continue :
(+ Activate your license
If pou want to activate pour software with NEW license or UPGRADE [zoftware or expansion)
an exizting spstem. The activation wizard will generate a challenge. “ou will use thiz
challenge to retrieve wour software Activation Key from the Smile conzole website.
" Reload your license

If you are re-installing pour software on the SAME computer. Mo Challenge re-calculation iz
required. The existing software Activation Key can be retrieved from the Smile conzole website.
The activation wizard will apply it on your computer.

(" Re-activate your license

If you are re-installing pour software on AMOTHER computer. Mote that your license has to be
reset prior to the re-ingtallation. Y'ou can send your reset request by e-mail to the smile support
team [smiled@quentriz-gdfsuez. be)

hittp: #fvaw. smileconsole. comd activationpage. asp

Lancel

Select the option ‘Activate your license’ then press the <Next> button.

Remark:

From Smile release 3.0.7 the activation options have been improved. Besides every option some
explanations have been added to explain when to use the different options.

fi Smile 3 Activation Wizard ) |
License data

Enter your licenze data below :

License Mumber :

[4n01” [a0” 30000 [oooot [asEPansz | [oocadd

Distributor Mame :

IQuentris

Custamer Name :

IQuentris

< Back | Mest » I Lancel |

Fill the Major software upgrade license number, names then press the <Next> button.

x|
Upgrade License

The licenze specified in the previous screen is an upgrade license. Pleaze confirm
or provide the number of the licenze that you want to upgrade.

Thiz previous licenze will be dizabled.

Licenze number to upgrade:

[4oo1 [0z [oz0000 [oasgs [asvooon | [wedddd

< Back | Mest » I Lancel |

Fill the license number obtained by the License Retriever in stepl then press the <Next>
button.
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3 Activation Wizard |

Challenge

The challenge below containg all your license data.
*Y'our Machine Hazh iz bazed on the primary HDD.
Login ta the smile 3 website indicated below and paste the challenge in the appropriate textbox.

Smile 3 website 1 hittpr/wwiw smileconsole. com/ activationpage. a5

Challenge :

<revision xming="sk""» 0< frevision: ;I
<options kmins="gk""> 00000« /options>

<onigsenialng xmins="gk"> 4001-02-020000-99993-03970000-7 vk Aorigserialnas

<idorigin sminz="zk">1< idorigin:

<challengehash smins="zk"> CEBF005074350615931 3BB5IF10E 4207 < /challengehash:

</ activationrequest> -

Copy |
< Back | Mest » I Lancel |

The system will generate a ‘Challenge’ that you will use on the Smile Console web site to get
the corresponding ‘Activation Key'.

% Smile3 Activation Wizard [g|

Activation key

Fazte the activation key retrieved from the smile3 website in the textbox below and press the ‘Mext!
button to complete the activation process.

hittp: /v, sileconzole. comd activationpage. asp
<activationkeys Y
bsL74rdTinchr4t THwol3GsoHygVPnE31is fTEZSWO E
ENenWeNsP3blET)epyTivelTgRl luJObXwFNCQRUSL
O EHnHy SRUHNPpondl doMusx Jw0zP 1D 3t /OLEES Ty
JFELINNFwiof3wvp 092y LM2hwI4EK =5/ + ENnd 7p 1T
1QEdeg2lrdJMbN2E AL EPBvsnkHE S cuETEQWr e TH2IE
Mk AHC 1vd TP Y LVEGge 30 SMEjgebZedypWeatesEE
ewEZIuASEe8svD Tt Fele RE Y ehHuOtBehG+iN33Lesdy
HoFCEEwiTVep TvgoGdgoxutt COINChuQ0I&7TH1LEpe

|

< Back | Mest » | Lancel

Paste the ‘Activation Key’ coming from the Smile console website and click on the <Next>
button.

3 Activation Wizard x|
Activation completed
Congratulations!

The Smile 3 activation process completed successfully!

Press the ‘Finish' button to exit this wizard.

FEinigh

The software activation is completed; press the <Finish> button.

Click on the <Finish> button available on the Smile 3 License Manager installation to complete
the installation.
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3. Install and configure the ‘Smile 3 Console’ (see ‘Smile 3 Console Installation’ )

Remark:
To import the old database you can use the menu Tools\Smile Database Import

If the old system is a Smile 2.4 or 2.5 you can skip the step 1 ‘License Retriever’ because those more recent
systems have already a license number. You can get it using the ‘Help — About Smile’ menu.
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3.2 UPGRADE MULTIPLE SMILE 2.X (X<<4) OPERATOR CONSOLES TORLS 3

To upgrade multiple Smile 2 operator consoles (RIs 2.0, 2.1, 2.2 or 2.3) to RIs 3.0 you will need:

a ‘Major Software Upgrade’ license for the first console: 4001-90-030000-00001
an ‘Expansion upgrade’ (1 upgraded seat) by additional console: 4001-71-000000-00001

Using your ‘Major Software Upgrade’ license you will download from the Smile console website
http://www.smileconsole.com/download the following items:

License retriever
Smile 3 License manager
Smile 3 Console

Smile 3 Dongle Driver (if you have a dongle)

Overview:
Smile 2 4001-90-030000-00001 Major Software Uparade Smile 3
(Fls2.0,2.1,2.2 and 2.3) 4001-71-030000-00001 Expansion Upgrade {1 Upgrade d Seat) {2 Seatsl}

Smile 2
[Workstation 1)

. | ~F Smile 3
‘ _ l i = License Manager
Eﬂ- _ (2 seats)
@- "( {%}

) ) hiajor Softweare Upgrade Smile 3 Consoles
1. License Retriever T o

] - 4001-0020000-00001 — 2. Installation and =
| | Software Activation m

| | y

3

- 4. Software Activation
(WSTIIE' 2 . (add one more seat)
orkstation

. | [
@ ]

5. Restart the Smile 3 |:> ‘ 6. Install & config. |

License Manager
3. License Retriever

| [ —= GO Q20000-0000 1 — o
| Expansion upgrade

4001-T1-030000-00001 -
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Procedure:

1. Retrieve the license number from the dongle of your first Smile 2 console using the ‘License
Retriever’ tool:

Paste the ‘license Retriever’ tool on the first Smile 2 workstation to upgrade

Verify that the Smile 2 dongle is still connected and run the ‘License Retriever'.

Open File - Security Warning

The publizsher could not be verified. Are you sure you want to
run thiz software?

Mame: LicenseRetriever.exe
Publizher: Unknown Publisher
Type: Application

Fram: Z:\Documents and SettingstAdministratorifMy Docu...

[ Bun ]| Cancel |

Always azk before opening this file

publizher. ¥ou should only run software from publishers you trust.

@ Thiz file does not have a valid digital signature that verifies itz
How can | decide what software to mun?

Press the <Run> button

% License Retrieval Wizard Fg|

Welcome to the license retrieval wizard!

Thiz vaizard will extract information from a dongle that iz attached to
thiz syztem and will generate a licenze number that iz necezzany for
product activation,

Make sure that a dongle is attached to this system and that the
neceszan dongle driver haz been installed.

Fresz the 'Mext' button ta continue, or presz the 'Cancel’ button to
exit thiz program.

Cancel

Press the <Next> button, the application will read the dongle information and display the old
Smile 2 license number.
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% License Retrieval Wizard E

License retrieval

License retrieval log :

Detecting dongle .. [OK]

Dretermining dongle type and verzion . [OF]
Smile 2 Standard dongle detected!
Generating Licenze number ... [OK]

Copy ar wiite down the license number below and provide it during
the activation process of pour new product wersion,

Your License Mumber : _
|40071-02-020000-33999-1 FE20000-F34

< Back | Tith |

Write down the license number retrieved from the dongle (*Your old Smile 2 License Number’).
It will look like 4001-0x-020000-99999-yyyyyyyy-zz7777

x = package of your dongle (01:Express / 02:Standard / 03:Advanced / 04:Premium)
020000= Software version number (pre-softkey: 2.0 or 2.1, 2.2 or 2.3)

yyyyyyyy= serial number of your dongle

zz7777= CRC

2. Install the ‘Smile 3 License Manager’

If you plan to use a dongle with your Smile 3 system install the Smile 3 dongle driver first (see
Dongle_Driver_Installation) then install the Smile 3 License Manager (see
Smile_3_License_Manager_Installation).

During the Smile 3 License Manager installation the software activation wizard will appear, you will
have to provide:

Names: the installer and customer names

Previous License Number to upgrade: the license number of the Smile 2 console which has
been retrieved using the ‘License Retriever’ in stepl (4001-0x-020000-99999-yyyyyyyy-z77777)
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Welcome to the Smile 3 activation wizard!

This wizard will guide vou through the Smile 3 activation process.

Press the 'Mext' button to continue, or press the 'Cancel’ button to abart the activation process.

Lancel

Press the <Next> button

Activation options

Chooge one of the activation options below and press the "Mest’ button to continue :

(+ Activate your license
If pou want to activate pour software with NEW license or UPGRADE [zoftware or expansion)
an exizting spstem. The activation wizard will generate a challenge. “ou will use thiz
challenge to retrieve wour software Activation Key from the Smile conzole website.

" Reload your license
If you are re-installing pour software on the SAME computer. Mo Challenge re-calculation iz
required. The existing software Activation Key can be retrieved from the Smile conzole website.
The activation wizard will apply it on your computer.

(" Re-activate your license
If you are re-installing pour software on AMOTHER computer. Mote that your license has to be
reset prior to the re-ingtallation. Y'ou can send your reset request by e-mail to the smile support
team [smiled@quentriz-gdfsuez. be)

hittp: #fvaw. smileconsole. comd activationpage. asp

< Back |

Lancel

3 Activation Wizard |

Select option ‘Activate your license’ then press the <Next> button

Remark:

From Smile release 3.0.7 the activation options have been improved. Besides every option some

explanations have been added to explain when to use that specific option.

License data

Enter your licenze data below :

License Mumber :

[4n01” [a0” 30000 [oooot [asEPansz | [oocadd

Distributor Mame :

IQuentris

Custamer Name :

IQuentris

< Back | Mest » I Lancel |

3 Activation Wizard |

Fill the Major software upgrade license number, names and press the <Next> button
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% Smile 3 Activation Wizard |

Upgrade License

The licenze specified in the previous screen is an upgrade license. Pleaze confirm
or provide the number of the licenze that you want to upgrade.

Thiz previous licenze will be dizabled.

Licenze number to upgrade:

[4oo1 [0z [oz0000 [oasgs [asvooon | [wedddd

< Back | Mest » I Lancel |

Fill the license number obtained by the License Retriever in step 1 then press the <Next>
button.

% Smile 3 Activation rd |

Challenge

The challenge below containg all your license data.
*Y'our Machine Hazh iz bazed on the primary HDD.
Login ta the smile 3 website indicated below and paste the challenge in the appropriate textbox.

Smile 3 website 1 hittpr/wwiw smileconsole. com/ activationpage. a5

Challenge :

<revision xming="sk""» 0< frevision: ;I
<options kmins="gk""> 00000« /options>

<onigsenialng xmins="gk"> 4001-02-020000-99993-03970000-7 vk Aorigserialnas

<idorigin sminz="zk">1< idorigin: j

<challengehash smins="zk"> CEBF005074350615931 3BB5IF10E 4207 < /challengehash:

</ activationrequest>
Copy |
< Back | Mest » I Lancel |

The system will generate a ‘Challenge’ that you will use on the Smile Console web site to get
the corresponding ‘Activation Key'.

% Smile3 Activation Wizard [g|

Activation key

Fazte the activation key retrieved from the smile3 website in the textbox below and press the ‘Mext!
button to complete the activation process.

hittp: /v, sileconzole. comd activationpage. asp

<activationkeys Y
bsL74rdTinchr4t THwol3GsoHygVPnE31is fTEZSWO E
ENenWeNsP3blET)epyTivelTgRl luJObXwFNCQRUSL
O EHnHy SRUHNPpondl doMusx Jw0zP 1D 3t /OLEES Ty
JFELINNFwiof3wvp 092y LM2hwI4EK =5/ + ENnd 7p 1T
1QEdeg2lrdJMbN2E AL EPBvsnkHE S cuETEQWr e TH2IE
Mk AHC 1vd TP Y LVEGge 30 SMEjgebZedypWeatesEE
ewEZIuASEe8svD Tt Fele RE Y ehHuOtBehG+iN33Lesdy
HoFCEEwiTVep TvgoGdgoxutt COINChuQ0I&7TH1LEpe

|

< Back | Mest » | Lancel

Paste the ‘Activation Key’ coming from the Smile console website and click on the <Next>
button.
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fig Smile 3 Activation Wizard ] x|

Activation completed

Congratulations!
The Smile 3 activation process completed successfully!

Press the ‘Finish' button to exit this wizard.

FEinigh

The software activation is completed; press the <Finish> button.

Click on the <Finish> button available on the Smile 3 License Manager installation to complete
the installation.

3. Retrieve the license number from the dongle of the next Smile 2 console (rls 2.0, 2.1, 2.2 or 2.3) to
upgrade using the ‘License Retriever’ tool. (similar to step 1)

4.  Start the software activation wizard by clicking on Start\All Programs\smile 3\SoftkeyActivation.
You will have to provide:
License Number: the Expansion upgrade (1 Upgraded seat) license number (4001-71-0000000-

Names: the installer and customer name

Previous License Number to upgrade: the license number of the old Smile which has been
retrieved using the ‘License Retriever’ in step 3 (4001-0x-020000-99999-yyyyyyyy-7zz777)

fi Smile 3 Activation Wizard ) |

Welcome to the Smile 3 activation wizard!

This wizard will guide vou through the Smile 3 activation process.

Press the 'Mext' button to continue, or press the 'Cancel’ button to abart the activation process.

< Back Lancel

Press then <Next> button
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% Smile 3 Activation Wizard |

Activation options

Chooge one of the activation options below and press the "Mest’ button to continue :

{* Activate your license
If pou want to activate pour software with NEW license or UPGRADE [zoftware or expansion)
an existing system. The activation wizard will generate a challenge. Y'ou will uze this
challenge to retrieve wour software Activation Key from the Smile conzole website.

" Reload your license
If you are re-installing pour software on the SAME computer. Mo Challenge re-calculation iz
required. The existing software Activation Key can be retrieved from the Smile conzole website.
The activation wizard will apply it on your computer.

(" Re-activate your license
If you are re-installing your software on AMOTHER computer. Mate that your license has ta be
reset prior to the re-ingtallation. Y'ou can send your reset request by e-mail to the smile support
team [smiled@quentriz-gdfsuez. be)

hittp: #fvavw, sileconsole. comd activationpage. azp

< Back |

Lancel

Select the option ‘Activate your license’ then press the <Next> button.

% Smile 3 Activation rd |

License data

Enter your licenze data below :

License Mumber :
|4DD1 ﬁlDDDDDD |DDDD1 AAEPCI3 Yy

Distributor Mame :

IQuentris

Custorner Mame: :

IQuentris

< Back | Mest » I Lancel |

Fill the expansion upgrade license number 4001-71, confirm the names then press the <Next>
button.

% Smile 3 Activation rd |

Convert to Seat License

The licenze specified in the previous screen is a particular expansion upgrade license:
4001-71- ..

It allows pou to upgrade an old Smile 2 conzole and to add it to an existing Smile 3 system az
exltra seat.

Far older Smile consoles (2.0, 21, 2.2, and 2.3] please use the "License Retriever"
application to retrieve the license number fram the dongle.

License number of the old smile 2 congole to upgrade:

[4oo1 o [ozoo00 [sssss [zi5soo00 | [eecedd

< Back | Mest » I Lancel |

Fill the license number obtained by the License Retriever in step 3 then press the <Next>
button.
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% Smile 3 Activation Wizard |
Challenge

The challenge below containg all your license data.
“Your Machine Hash is based on the primary HDD.
Login ta the smile 3 website indicated below and paste the challenge in the appropriate textbox.

Smile 3 website 1 hittpr/wwiw smileconsole. com/ activationpage. a5

Challenge :

<optiong xming="zk"> 00000 foptions> -
<arnigzenalno xmins="zk'>4007-01-020000-39333-21590000-028 8E D < forigzerialno
<angzenalnod smins="zk"> 40071 -90-030000-00007 -AAE PALS2-5400004< fonigzenalno s
<idorigin sminz="zk">1< idorigin: j

<challengehash smins="zk">56F 4281 DEEEART 29FD 844 C8E 388449E C< /challengehash:

</ activationrequest>
2 Copy |
< Back | Mest » I Lancel |

The system will generate a ‘Challenge’ that you will use on the Smile Console web site to get
the corresponding ‘Activation Key'.

% Smile3 Activation Wizard [g|

Activation key

Fazte the activation key retrieved from the smile3 website in the textbox below and press the ‘Mext!
button to complete the activation process.

hittp: /v, sileconzole. comd activationpage. asp

<activationkeys Y
bsL74rdTinchr4t THwol3GsoHygVPnE31is fTEZSWO E
ENenWeNsP3blET)epyTivelTgRl luJObXwFNCQRUSL
O EHnHy SRUHNPpondl doMusx Jw0zP 1D 3t /OLEES Ty
JFELINNFwiof3wvp 092y LM2hwI4EK =5/ + ENnd 7p 1T
1QEdeg2lrdJMbN2E AL EPBvsnkHE S cuETEQWr e TH2IE
Mk AHC 1vd TP Y LVEGge 30 SMEjgebZedypWeatesEE
ewEZIuASEe8svD Tt Fele RE Y ehHuOtBehG+iN33Lesdy
HoFCEEwiTVep TvgoGdgoxutt COINChuQ0I&7TH1LEpe

|

< Back | Mest » | Lancel

Paste the ‘Activation Key’ coming from the Smile console website and click on the <Next>
button.

g Smile 3 Activation rd x|
Activation completed

Congratulations!
The Smile 3 activation process completed successfully!

Press the ‘Finish' button to exit this wizard.

FEinigh

The software activation is completed; press the <Finish> button.

Repeat the steps 3 and 4 for each additional console.
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Steps 5 and 6 below should be performed after the activation of all 4001-71 licenses !

5. Restart (Stop then Start) the Smile 3 License Manager service using the Microsoft Management
Console (Start\Control Panel\Administrative tools\Services)

6. Install and configure all the ‘Smile 3 Consoles’ (see ‘Smile 3 Console Installation’)

Remark:
To import the old database you can use the menu Tools\Smile Database Import

If the old system is a Smile 2.4 or 2.5 you can skip the step 1 ‘License Reader’ because those more recent
system has already a license number. You can get it using the ‘Help — About Smile’ menu.
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UPGRADE A SINGLE SMILE 2.4 OR 2.5 OPERATOR CONSOLE TORLS 3

To upgrade an existing Smile 2 operator console (RIs 2.4.X or 2.5.X) to RIs 3.0 you will need a ‘Major
Software Upgrade’ license like 4001-90-030000-00001

All the 3 packages of the Smile 2 (Exp, Adv and Pre) can be upgraded using a major Software Upgrade
license.

Using your ‘Major Softwrae Upgrade’ license you will download from the Smile console website

http://www.smileconsole.com/download the following items:

Smile 3 License manager
Smile 3 Console

Smile 3 dongle Driver (if you have a dongle)

Overview:

Smile 2.4 = 4001-80-030000-00001 MajorSoﬁwar@ Smile 3
or Smile 2.5 (1 seat)

Smile 2.4 or 2.5

%ﬂ Gt . o %} Smile 3 Consoles

Smile 3
License Manager

Major Software Upgrade
4001 -96-030000-00001 -

License Certificate .

1. Installation and ‘ 5

4001-0x-020400-3333 3- l::> I:> 2. Install & config.
Software Activation 9

T
4001 -0x-020:300-33339- | I
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Procedure:

Smile License Certificates (and License Number) have been introduced with Smile release 2.4.0. The
License Retriever tool will not be used.

1. Install the ‘Smile 3 License Manager’

If you plan to use a dongle with your Smile 3 system install the Smile 3 dongle driver first (see
Dongle_Driver_Installation) then install the Smile 3 License Manager (see
Smile_3_License_Manager_Installation).

During the Smile 3 License Manager installation the software activation wizard will appear, you will
have to provide:

Names: the installer and customer name

Previous License Number to upgrade: the license number of the old Smile (release 2.4 or 2.5)

fig Smile 3 Activation Wizard x|

Welcome to the Smile 3 activation wizard!

This wizard will guide vou through the Smile 3 activation process.

Press the 'Mext' button to continue, or press the 'Cancel' button to abort the activation process.

< Back Lancel
Press the <Next> button.
x

Activation options

Choose one of the activation options below and press the Mest' button to continue :

(+ Activate your license
If pou want to activate pour software with NEW license or UPGRADE [zoftware or expansion)
an existing system. The activation wizard will generate a challenge. Y'ou will uze this
challenge to retrieve your software Activation Key from the Smile conzole website.

" Reload your license
If you are re-installing pour software on the SAME computer. Mo Challenge re-calculation iz
required. The existing software Activation Key can be retrieved from the Smile conzole website.
The activation wizard will apply it on your computer.

(" Re-activate your license
If you are re-installing pour software on AMOTHER computer. Mote that your license has to be
reset prior to the re-installation. You can send vour reset request by e-mail to the smile support
team [smiled@quentriz-gdfsuez. be)

hittp: #fvavw, sileconsole. comd activationpage. azp

< Back Lancel

Select the option ‘Activate your license’ then press the <Next> button.
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i Smile 3 Activation Wizard

License data

Enter your licenze data below :

License Mumber :
[4oo1 [s0” [oa0000° [oooot

Distributor Mame :
[QUENTRIS

BAEPAVET | [

Custorner Mame: :
[QUENTRIS

< Back | Mest » I

Lancel |

Fill the Major Software Upgrade license number, names then press the <Next> button.

i Smile 3 Activation Wizard

x|

Upgrade License
The license specified in the previous screen is an upgrade license. Please confirm
or provide the number of the licenze that you want to upgrade.
This previous license will be dizabled.

Licenze number to upgrade:

[4001 [04 [oz0500 [39589  [aasERTIE [
< Back | Mest » I Lancel |

Provide the License Number of the Smile 2 to upgrade then press the <Next> button.

i Smile 3 Activation Wizard

x|
Challenge

The challenge below containg all your license data.
*Y'our Machine Hazh iz bazed on the smile 3 dongle.

Login ta the smile 3 website indicated below and paste the challenge in the appropriate textbox.
Smilz 3 website :  hitpe/www. smileconsole. com/activationpage. asp

Challenge :

<activationrequest> -
<customhash wmlns= k

<distributor xmins=" sk">QUENTF|IS<.-"d|stnbutor>

<licencedto xmins="sk"> QUENTRIS < /licencedto>
<featuratypes j

Copy |
< Back | Mest » I

Lancel |

The system will generate a ‘Challenge’ that you will use on the Smile Console web site to get
the corresponding ‘Activation Key'.
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% Smile3 Activation Wizard [g|

Activation key

Fazte the activation key retrieved from the smile3 website in the textbox below and press the ‘Mext!
button to complete the activation process.

hittp: /v, sileconzole. comd activationpage. asp
<activationkeys Y
bsL74rdTinchr4t THwol3GsoHygVPnE31is fTEZSWO E
ENenWeNsP3blET)epyTivelTgRl luJObXwFNCQRUSL
O EHnHy SRUHNPpondl doMusx Jw0zP 1D 3t /OLEES Ty
JFELINNFwiof3wvp 092y LM2hwI4EK =5/ + ENnd 7p 1T
1QEdeg2lrdJMbN2E AL EPBvsnkHE S cuETEQWr e TH2IE
Mk AHC 1vd TP Y LVEGge 30 SMEjgebZedypWeatesEE
ewEZIuASEe8svD Tt Fele RE Y ehHuOtBehG+iN33Lesdy
HoFCEEwiTVep TvgoGdgoxutt COINChuQ0I&7TH1LEpe

|

< Back | Mest » | Lancel

Paste the ‘Activation Key’ coming from the Smile console website and click on the <Next>
button.

fig Smile 3 Activation Wizard x|
Activation completed
Congratulations!

The Smile 3 activation process completed successfully!

Press the ‘Finish' button to exit this wizard.

FEinigh

The software activation is completed; press the <Finish> button.

Click on the <Finish> button available on the Smile 3 License Manager installation to complete
the installation.

2. Install and configure the ‘Smile 3 Console’ (section ‘Smile 3 Console Installation’ )

Remark:

To import the old database you can use the menu Tools\Smile Database Import
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3.4

UPGRADE MULTIPLE SMILE 2.4 OR 2.5 OPERATOR CONSOLES TORLS 3
To upgrade multiple Smile 2 operator consoles (RIs 2.4.X, 2.5.X) to Rls 3.0 you will need:

a ‘Major Software Upgrade’ license for the first console: 4001-90-030000-00001
an ‘Expansion upgrade (1 upgraded seat) by additional console: 4001-71-000000-00001

All the 3 packages of the Smile 2 (Exp, Adv and Pre) can be upgraded using a major Software Upgrade
license

Using your ‘Major Software Upgrade’ license you will download from the Smile console website
http://www.smileconsole.com/download the following items:

Smile 3 Console
Smile 3 License manager

Smile 3 Dongle Driver (if you have a dongle)

License numbers were introduced with Smile release 2.4.0. Those license numbers will be used when
applying one or more 4001-71 licenses to expand the ‘new’ Smile 3.X.X console to the original quantity
of Smile 2.4.X / 2.5.X consoles. In this case, two or more.

The License Retriever tool will not be required to transform the dongle id’s into license number.

Overview:
Smile 2.4 4001.90-030000.00001 Major Software Upgrade Smile 3
or Smlle 25 4001-71-00000000001  Expansion Upgrade {1 upgraded s. (2 seats}
|

L

Smile240r25

Smile 3
License Manager

: "'{ = "

Smile 3 Consoles

Major Software Uporade
4001 -%0-030000-00001-

—

License Certificate
4001 --020400-33393-

1. Instaliation and
Software Activation

I [

2. Software Activation
(add one more seat)

=) |3 Instali & config.

|

Or
4001 -Ce-020500- 22399

Smile240r25

«

License Certificate %
4001 -Ce-20400-928933-

Or
4007 -Ce-020500-35333-

{2 seats)

Expansion upgrack
4004 -74-000000-000049-. .



http://www.smileconsole.com/download
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Procedure:

Document all Smile 2.4.X / 2.5.X license numbers of the Smile 2 consoles (help — about Smile).

1. Install the ‘Smile 3 License Manager’

If you plan to use a dongle with your Smile 3 system install the Smile 3 dongle driver first (see
Dongle_Driver_Installation) then install the Smile 3 License Manager (see
Smile_3_License_Manager_Installation).

During the Smile 3 License Manager installation the software activation wizard will appear, you will
have to provide:

Names: the installer and customer names

Previous License Number to upgrade: the license number of the first Smile 2 console. (4001-0x-

Welcome to the Smile 3 activation wizard!

This wizard will guide vou through the Smile 3 activation process.

Press the 'Mext' button to continue, or press the 'Cancel’ button to abart the activation process.

< Back Lancel
Press the <Next> button
x|

Activation options

Chooge one of the activation options below and press the "Mest’ button to continue :

(+ Activate your license
If pou want to activate pour software with NEW license or UPGRADE [zoftware or expansion)
an exizting spstem. The activation wizard will generate a challenge. “ou will use thiz
challenge to retrieve wour software Activation Key from the Smile conzole website.

" Reload your license
If you are re-installing pour software on the SAME computer. Mo Challenge re-calculation iz
required. The existing software Activation Key can be retrieved from the Smile conzole website.
The activation wizard will apply it on your computer.

(" Re-activate your license
If you are re-installing pour software on AMOTHER computer. Mote that your license has to be
reset prior to the re-ingtallation. Y'ou can send your reset request by e-mail to the smile support
team [smiled@quentriz-gdfsuez. be)

hittp: #fvaw. smileconsole. comd activationpage. asp

< Back Lancel

Select option ‘Activate your license’ then press the <Next> button
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Remark:

From Smile release 3.0.7 the activation options have been improved. Besides every option some
explanations have been added to explain when to use that specific option.

% Smile 3 Activation Wizard |

License data

Enter your licenze data below :

License Mumber :

[4n01” [a0” 30000 [oooot [asEPansz | [oocadd

Distributor Mame :

IQuentris

Custamer Name :

IQuentris

< Back | Mest » I Lancel |

Fill the Major software upgrade license number, names then press the <Next> button.

% Smile 3 Activation Wizard |

Upgrade License

The licenze specified in the previous screen is an upgrade license. Pleaze confirm
or provide the number of the licenze that you want to upgrade.

Thiz previous licenze will be dizabled.

Licenze number to upgrade:

[4oo1 [0z [oz0000 [oasgs [asvooon | [wedddd

< Back | Mest » I Lancel |

Fill the license number of the first Smile 2 console to upgrade then press the <Next> button.

% Smile 3 Activation Wizard |

Challenge

The challenge below containg all your license data.

*Y'our Machine Hazh iz bazed on the primary HDD.

Login ta the smile 3 website indicated below and paste the challenge in the appropriate textbox.
Smile 3 website 1 hittpr/wwiw smileconsole. com/ activationpage. a5

Challenge :

<revision xming="sk""» 0< frevision: ;I
<options kmins="gk""> 00000« /options>

<onigsenialng xmins="gk"> 4001-02-020000-99993-03970000-7 vk Aorigserialnas

<idorigin sminz="zk">1< idorigin:

<challengehash smins="zk"> CEBF005074350615931 3BB5IF10E 4207 < /challengehash:

</ activationrequest> -

Copy |
< Back | Mest » I Lancel |

The system will generate a ‘Challenge’ that you will use on the Smile Console web site to get
the corresponding ‘Activation Key'.
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% Smile3 Activation Wizard [g|

Activation key

Fazte the activation key retrieved from the smile3 website in the textbox below and press the ‘Mext!
button to complete the activation process.

hittp: /v, sileconzole. comd activationpage. asp
<activationkeys Y
bsL74rdTinchr4t THwol3GsoHygVPnE31is fTEZSWO E
ENenWeNsP3blET)epyTivelTgRl luJObXwFNCQRUSL
O EHnHy SRUHNPpondl doMusx Jw0zP 1D 3t /OLEES Ty
JFELINNFwiof3wvp 092y LM2hwI4EK =5/ + ENnd 7p 1T
1QEdeg2lrdJMbN2E AL EPBvsnkHE S cuETEQWr e TH2IE
Mk AHC 1vd TP Y LVEGge 30 SMEjgebZedypWeatesEE
ewEZIuASEe8svD Tt Fele RE Y ehHuOtBehG+iN33Lesdy
HoFCEEwiTVep TvgoGdgoxutt COINChuQ0I&7TH1LEpe

|

< Back | Mest » | Lancel

Paste the ‘Activation Key’ coming from the Smile console website and click on the <Next>
button.

fig Smile 3 Activation Wizard x|
Activation completed
Congratulations!

The Smile 3 activation process completed successfully!

Press the ‘Finish' button to exit this wizard.

FEinigh

The software activation is completed; press the <Finish> button.

Click on the <Finish> button available on the Smile 3 License Manager installation to complete
the installation.

2.  Start the software activation wizard by clicking on Start\All Programs\smile 3\SoftkeyActivation.
You will have to provide:

License Number: the Expansion upgrade (1 Upgraded seat) license number (4001-71-0000000-

Names: the installer and customer name

Previous License Number to upgrade: the license number of the second Smile 2 console. (4001-
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% Smile 3 Activation Wizard

x|
Welcome to the Smile 3 activation wizard!
This wizard will guide vou through the Smile 3 activation process.
Press the 'Mext' button to continue, or press the 'Cancel’ button to abart the activation process.
< Back Lancel
Press then <Next> button.
% Smile 3 Activation rd |

Activation options

Chooge one of the activation options below and press the "Mest’ button to continue :
{* Activate your license
If pou want to activate pour software with NEW license or UPGRADE [zoftware or expansion)
an existing system. The activation wizard will generate a challenge. Y'ou will uze this
challenge to retrieve wour software Activation Key from the Smile conzole website.
" Reload your license

If you are re-installing pour software on the SAME computer. Mo Challenge re-calculation iz

required. The existing software Activation Key can be retrieved from the Smile conzole website.
The activation wizard will apply it on your computer.

(" Re-activate your license

If you are re-installing your software on AMOTHER computer. Mate that your license has ta be

reset prior to the re-ingtallation. Y'ou can send your reset request by e-mail to the smile support
team [smiled@quentriz-gdfsuez. be)

hittp: #fvavw, sileconsole. comd activationpage. azp

Lancel

Select the option ‘Activate your license’ then press the <Next> button.

% Smile 3 Activation rd
License data
Enter your licenze data below :

License Mumber :
|4DD1 ﬁlDDDDDD |DDDD1 AAEPCI3 Yy

Distributor Mame :

IQuentris

Custorner Mame: :

IQuentris

< Back | Mest » I Lancel |

Fill the expansion upgrade license number 4001-71, confirm the names then press the <Next>
button.
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% Smile 3 Activation Wizard |

Convert to Seat License

The licenze specified in the previous screen is a particular expansion upgrade license:
4001-71- ...

It allows pou to upgrade an old Smile 2 conzole and to add it to an existing Smile 3 system az
exltra seat.

Far older Smile consoles (2.0, 21, 2.2, and 2.3] please use the "License Retriever"
application to retrieve the license number fram the dongle.

License number of the old smile 2 congole to upgrade:

[4oo1 o [ozoo00 [sssss [zi5soo00 | [eecedd

< Back | Mest » I Lancel |

Fill the license number of the first Smile 2 console to upgrade then press the <Next> button.

% Smile 3 Activation rd |

Challenge

The challenge below containg all your license data.
“Your Machine Hash is based on the primary HDD.
Login ta the smile 3 website indicated below and paste the challenge in the appropriate textbox.

Smile 3 website 1 hittpr/wwiw smileconsole. com/ activationpage. a5

Challenge :

<optiong xming="zk"> 00000 foptions> -
<arnigzenalno xmins="zk'>4007-01-020000-39333-21590000-028 8E D < forigzerialno
<angzenalnod smins="zk"> 40071 -90-030000-00007 -AAE PALS2-5400004< fonigzenalno s
<idorigin sminz="zk">1< idorigin:

<challengehash smins="zk">56F 4281 DEEEART 29FD 844 C8E 388449E C< /challengehash:

</ activationrequest> -

Copy |
< Back | Mest » I Lancel |

The system will generate a ‘Challenge’ that you will use on the Smile Console web site to get
the corresponding ‘Activation Key'.

% Smile3 Activation Wizard [g|

Activation key

Fazte the activation key retrieved from the smile3 website in the textbox below and press the ‘Mext!
button to complete the activation process.

hittp: /v, sileconzole. comd activationpage. asp

<activationkeys Y
bsL74rdTinchr4t THwol3GsoHygVPnE31is fTEZSWO E
ENenWeNsP3blET)epyTivelTgRl luJObXwFNCQRUSL
O EHnHy SRUHNPpondl doMusx Jw0zP 1D 3t /OLEES Ty
JFELINNFwiof3wvp 092y LM2hwI4EK =5/ + ENnd 7p 1T
1QEdeg2lrdJMbN2E AL EPBvsnkHE S cuETEQWr e TH2IE
Mk AHC 1vd TP Y LVEGge 30 SMEjgebZedypWeatesEE
ewEZIuASEe8svD Tt Fele RE Y ehHuOtBehG+iN33Lesdy
HoFCEEwiTVep TvgoGdgoxutt COINChuQ0I&7TH1LEpe

|

< Back | Mest » | Lancel

Paste the ‘Activation Key’ coming from the Smile console website and click on the <Next>
button.
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Activation completed

Congratulations!
The Smile 3 activation process completed successfully!

Press the ‘Finish' button to exit this wizard.

FEinigh

The software activation is completed; press the <Finish> button.

Repeat the step 2 for each additional console.
Steps 3 and 4 below should be performed after the activation of all 4001-71 licenses !

3. Restart (Stop then Start) the Smile 3 License Manager service using the Microsoft Management
Console (Start\Control Panel\Administrative tools\Services)

4. Install and configure all the ‘Smile 3 Consoles’ (see ‘Smile 3 Console Installation’)

Remark:

To import the old database you can use the menu Tools\Smile Database Import
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EXPAND A SMILE 3 OPERATOR CONSOLE WITH ADDITIONAL SEATS

To upgrade a Smile 3 operator consoles with one or multiple seats you will need:
an ‘Expansion upgrade’ (1 or multiple X seats) license: 4001-70-000000-0000X
Using your ‘Expansion Upgrade’ license you will download from the Smile console website

http://www.smileconsole.com/download the following item:

Smile 3 Console

Overview: (example for 1 additional seat)

Smile 3 > 4001.70-00000000001 Expansion Upgrade (1 NEW Seat) Smile 3
(x seats) (x+1 seats)

Smile 3
License Manager

% Smile 3 Console
- O_(: _r:: ‘ 1. Software Activation

Expansion Upgrade
4001 -T-000000-00001-.. (+f] = Seat)

=) | 2 Instail & config.



http://www.smileconsole.com/download
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Procedure:

1. Perform the software activation for the additional seat

You will have to provide:

License Number: the Expansion upgrade (1 Upgraded seat) license number (4001-70-0000000-
00001-

Names: the installer and customer name

i Smile 3 Activation Wizard

x|
Welcome to the Smile 3 activation wizard!
This wizard will guide vou through the Smile 3 activation process.
Press the 'Mext' button to continue, or press the 'Cancel' button to abort the activation process.
< Back Lancel
Press the <Next> button.
x

Activation options

Choose one of the activation options below and press the Mest' button to continue :
(+ Activate your license

If pou want to activate pour software with NEW license or UPGRADE [zoftware or expansion)
an existing system. The activation wizard will generate a challenge. Y'ou will uze this
challenge to retrieve your software Activation Key from the Smile conzole website.

" Reload your license

If you are re-installing pour software on the SAME computer. Mo Challenge re-calculation iz

required. The existing software Activation Key can be retrieved from the Smile conzole website.
The activation wizard will apply it on your computer.

(" Re-activate your license

If you are re-installing pour software on AMOTHER computer. Mote that your license has to be

reset prior to the re-installation. You can send vour reset request by e-mail to the smile support
team [smiled@quentriz-gdfsuez. be)

hittp: #fvavw, sileconsole. comd activationpage. azp

< Back |

Lancel

Select the option ‘Activate your license’ then press the <Next> button.

All rights reserved

Smile 3.0 Technical Guide - Version 1.7 Page 138 of 191



QUENTRIS 55

GOF S\ CZ Smile 3

3 Activation Wizard x|
License data

Enter your licenze data below :

License Mumber :

[4o01 [70 [oooooo [oooot | [aasEsPS1 | [xededd

Distributor Mame :
[QUENTRIS

Custorner Mame: :
[QUENTRIS

< Back | Mest » I Lancel |

Fill the expansion upgrade license number, names then press the <Next> button.

fig Smile 3 Activation Wizard x|
Challenge

The challenge below containg all your license data.
*Y'our Machine Hazh iz bazed on the smile 3 dongle.
Login ta the smile 3 website indicated below and paste the challenge in the appropriate textbox.

Smilz 3 website :  hitpe/www. smileconsole. com/activationpage. asp

Challenge :

<activationrequest> -
<customhash xmine="sk">+++33451 2342020202000545 34552980000+++< /customhash:
<zenialnumber xmins="sk'>40071-70-000000-00001-AAAE P -333088d senialnumber:
<distributar smins="sk"> QUEMNTRIS < /distributar:

<licencedto xmins="sk"> QUENTRIS < /licencedto>

<featuratypes j

Copy |
< Back | Mest » I Lancel |

The system will generate a ‘Challenge’ that you will use on the Smile Console web site to get
the corresponding ‘Activation Key'.

On the web site you will need to provide the expansion upgrade license number (4001-70).

7% Smile3 Activation Wizard X

Activation key

Fazte the activation key retrieved from the smile3 website in the textbox below and press the ‘Mext!
button to complete the activation process.

hittp: /v, sileconzole. comd activationpage. asp
<activationkeys Y
bsL74rdTinchr4t THwol3GsoHygVPnE31is fTEZSWO E
ENenWeNsP3blET)epyTivelTgRl luJObXwFNCQRUSL
O EHnHy SRUHNPpondl doMusx Jw0zP 1D 3t /OLEES Ty
JFELINNFwiof3wvp 092y LM2hwI4EK =5/ + ENnd 7p 1T
1QEdeg2lrdJMbN2E AL EPBvsnkHE S cuETEQWr e TH2IE
Mk AHC 1vd TP Y LVEGge 30 SMEjgebZedypWeatesEE
ewEZIuASEe8svD Tt Fele RE Y ehHuOtBehG+iN33Lesdy
HoFCEEwiTVep TvgoGdgoxutt COINChuQ0I&7TH1LEpe

|

< Back | Mest » | Lancel

Paste the ‘Activation Key’ coming from the Smile console website and click on the <Next>
button.
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i Smile 3 Activation Wizard

Activation completed

Congratulations!
The Smile 3 activation process completed successfully!

Press the ‘Finish' button to exit this wizard.

" Smile 3

T{Back Finish

Press the <Finish> button.

2. Install and configure all the ‘Smile 3 Consoles’ (section ‘Smile 3 Console Installation’)
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3.6

3.6.1

3.6.2

MAINTENANCE UPGRADE (FROM SMILE 3.0.X TO SMILE 3.0.Y WITH Y>X)

This upgrade procedure is applicable to a 'Stand Alone' system.
Feel free to review the file locations to correspond to your architecture.

For multiple console systems you will need to repeat the Procedure Smile 3 Console for every installed
console.

Smile 3 License Manager

ﬁ If the software version of the existing Smile 3 system is Rls 3.0.6 or RIs 3.0.7

then jump to the step 3 and proceed immediately with the uninstallation.

Stop the Smile 3 License service using the Microsoft Management console (Control

Panel\Administration tools\Services {%}) or using the batch file ‘Smile3LM_Stop.bat' located in the
application folder.

Unregister the Smile 3 License service using the batch file ‘Smile3LM_UnRegister.bat’ located in the
application folder.

Uninstall the existing Smile 3 License Manager (3.0.x)
Install the new Smile 3 License Manager (3.0.y)

When the software Activation Wizard appears click on the <Cancel> button and finish the
installation.

No need to activate your license, it remains valid from your previous Smile 3 installation

Smile 3 Console

Backup your data to a temporary folder

Database (Smile.mdb):
c:\Program files\Smile 3\ -> c:\temp

Configurations (Smile.exe.config and SmileServer.exe.config):
c:\Program files\Smile 3\ -> c:\temp

Profiles (*.xml):
c:\Program files\Smile 3\UserProfiles\ -> c:\temp

Uninstall the Smile 3 Console 3.0.x
Start\Control Pane\Add&Remove Programs\Smile 3 Console\Remove

Install the Smile 3 Console 3.0.y and restore your data saved in step 1
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4 SMUPDATE

4.1 INTRODUCTION

To extend the connection of Smile with other software applications a utility called SmUpdate is provided.
It allows the import of data from a text file into the Smile phone book.

. File - Directary - Profiles - Took - Conliguration Help -

Sloisiolel

Ahatfioui 1263 #32 4TI 454682  Cabling B Oul
Arceat rw 1630 nz 475 00 48 85 Veios Engmed

Lrena ' Giuseppe 1532 240 Product Mana
Arijs Vincent 1644 Vioice Engines
Bailigux Kanm 1579 Inter active A
Berben David 1566 Cabling & O

Prrian [ 1431 Linirs Marans

"Cantens', E
< > |

The text file also called “Source file” will meet the following requirements:

The file format can be:
- adelimited text file :

Each field is enclosed by double quote marks (* “) and there is a comma (,)
between each field

- alist separator text file :

Each field is separated by a comma (,), a semicolon (;), a number sign (#),
a slash (/) or a vertical bar (]).

The first line must always contain the column headings
“Last Name”, “First Name” and “Phone” fields are mandatory (must be mapped)

The field values can be placed between double quote marks

Below is a sample of a source file:

I Quentris Employees.txt - Notepad

Fil= Edit Format Wiew Help

Lastiama, Firsthame, Phona, Initial, Company, DECT, Mol A
“ATKha1F1Du1 Rach1d "i13gz RAAL Quentr1s, R
“Andr1es . Er1c 1630 s EA, Quentr1s, ", "+32 4?5'
“arena', G1useppe , 1532 , =4, QUENTETS, 1lssz, "+32
“Ariqs”,“vincent”,”1644 VIAR auentris, ", "+32 47
"Bad 1ieux”,“Karim”,”15?9 , KABA, QUentris, ”','+32
“Berben”,”David”,”lSGG',DB,Quentr1s,3045, '+32 47
“goden', "Johnmy ", "1631", 16, Quentris,“”,”+32 475 "
"Boul anger","Cedr"lc","lssa CREC,QUentTris, ", "+3.
rBrien”, "Jean-luc”, "1563" JLB Quentr1s 3060, "+32
"Caluwaerts", "Laurent", "1%25" ,Laca, Quentr1s R
“Cantens”,”JDhan”,”1640 JOCA Quentr1s,””, '+32 4

< >

SmUpdate updates only the fields specified in your source file. The information stored in the other fields
of the Smile database are maintained. If a record imported previously with SmUpdate (field
“DataSource” set to TXT) is no more in the source file, it will be automatically deleted by SmUpdate. This
record will not be displayed on the operator interface anymore.
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4.2 SMUPDATE FLOW CHART

< Start of SmUpdate >

Open Source file (.txt)
Open Destination file (smile.mdb)

'

Go to first Source.Record

>
v

‘ Read Source.Record ‘

Is
Source.Record
in Destination file

2 ()

No

v

o -
Lo s

~— Smile 3

Is
Destination.Record.
DataSource
=TXT?

Source.Record

Destination.Record

No
v v

Insert Source.Record in
Destination file as new record
DataSource = TXT

Insert Source.Record in
Destination file as new record
Set DataSource = TXT

Update Destination.Record

!

l l

End of
Source file
?

Go to next
Source.Record

Yes
v

Go to first
Destination.Record

A

Read Destination.Record

DataSource
TXT
?

No

Go to next End of

Is
Destination.Record
in Source File

2 ()

No#  Delete Destination.Record

Yes

Destination.Record |* Destma;mn File

Yes

v

Close Source file (.txt)
Close Destination file (smile.mdb)

End

i
C )

(*)The unique identifier also called Key is used to
link univoquely every text file record
(Source.Record) to every Smile record
(Destination.Record).
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4.3 STARTING SMUPDATE

SmUpdate is started from the Smile 3 Main Window under the menu item “Tools”.

° File - Directory - Profiles - Q0100 Configuration Help -

SmbUpdate

Directory LdapUpdate

Click on “SmUpdate”, following configuration window will appear:

@ smupda=
Mapping - Key
Text File: =
‘ ‘ CI Srile Field Text Field Key
Lasthame v O
Yalue Separator: [ unicode FirstName. v ]
Phene v 4]
Forward] v 4]
Forward2 v 4]
_ rt
— Netwarkhr - B
= Mabile v B
eMail v [3]
eMai2 v [4]
ExchProfie v 5]
AecountCode v ]
Internal M ~
| [ swe | [ mm | [ coca |

In the “Text file” field, type the path to the “Source file” you want to import, or browse with the =
button to the same file.

In the “Value Separator” drop down box, select the separator character that is used in the Source file to
separate the data fields.

If Unicode characters are used in this file, check the box otherwise leave it blank.
On the right part of the SmUpdate configuration window, there is a table called:
“Mapping — Key”.

The left column of this table, called “Smile Fields”, shows all standard field names of the Smile 3
database.

In order to place the imported data from the Source file at the right place in the Smile 3 database, it is
necessary to map the Smile 3 fields with the “Source file” fields.

Once the path of the “Source file” has been entered in the “Text File” field, the dropdown boxes under
the column “Text field” will contain a list of all available fields of the Source file. Each Smile 3 field can
now be associated with a field contained in these dropdown boxes.

It is mandatory that the LastName, FirstName and Phone fields from the Smile 3 database are mapped
to the corresponding Source file fields.

When the fields are mapped, you need to indicate which fields will be used as the unique identifier for
the Source file. The unique identifier also called “Key” will be used to link univocally every Smile record
to every text file record. Thanks to this identifier the SmUpdate will know which record to update. The
Key will NEVER change.
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4.4

Normally, the destination database will be the Smile.mdb file, whilst the source file could be for instance
the Corporate Directory file generated by the Telephony Manager. In this particular case we recommend
you to use the fields ‘TN’ and ‘Site\System’ to build the KEY. These fields association gives effectively a
unique value.

If the source file comes from another system we may use the e-mail address field or a combination of
“LastName”, “FirstName” and “Phone” to build the key.

Before start of the import routine, you can save all configuration parameters by pressing the <Save>
button.

PROCEED WITH THE UPDATE

When the necessary fields are mapped and the unique identifier(s) are indicated (check box) you can
press the <Run> button to perform the import.

The result of the import is shown in the “Report” part of the configuration window .

i

i arnings: -
Fow 102: Difference in Columns 12 expected, 1 found:

Finished:
0 records inserted.
0 records updated.
107 identical records found [skipped).
0 records deleted.

SmUpdate saves also a summary of the import result in a log file called SmUpdate.log
The SmUpdate log file can be found in the Smile 3 application directory.
It contains:

warnings
the detailed skipped record (for future analysis)

the import result ( x records Inserted, y records Updated, z Deleted)
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4.5

HOW TO SCHEDULE SMUPDATE

We can automate this process by using the Windows Tasks Scheduler.

Step 1: Start the Windows Task Scheduler

Documents 13
Settings »
Search 3
Help and Support:

Run...

Windows XP Professional

Shut Down..

S OPEYEe

w“
0
-
L
A

= Smile 3

B Backip
€ Character Map

Disk Clearup

Disk Defragmenter

£
@
#

Files and Settings Transfer Wizard

Scheduled Tasks
@ Security Center
@ system Information

B System Restore
& niternet Explarer (No Add-ons)

Double-click on the ‘Scheduled Tasks’ item available in the System Tools

The Scheduled Tasks windows appears.

Step 2: Create a new scheduled task

i Scheduled Tasks
Edit

File Wiew Favorites Tools  Advapced  Help

\_) Back. '_J LI: /'./__\J Search W= Folders v

Address | (4] Scheduled Tasks

v|Go

Name = Schedule Mext Run Time | Last Run Time

|:2] Add Scheduled Task
Other Places
B control Panel
B My Documents
l‘i Il Mebwark Places
Details

< >

Double-click on the Icon ‘Add Scheduled Task’
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Step 3: Create a new scheduled task

Scheduled Task Wizard

(73
ey

X

This wizard helps vou schedule a task for Windows

to perfarm.

You select the program you want Windows to n,
and then schedule it for a convenient time.

Click Mext to continue.

< Back

Mewt > |[ Cancel

Click <Next> to continue

Step 4: Select the application to schedule

Scheduled Task Wizard

LClick the program you want Windows to run,
To see more programs, click Browse.

(X

Application
. Access B

}= Acrobat Assistant

Action B ar Editar
== IR

[#] tcrobat Distiler 5.0

ED Access |BM Message Center
@ Accessibility wizard

Wersion s
450 0
20
5.1.2600.218...
5.0.0.0
5.0.000
48071

b

Browsze...

Cancel

’ Smile 3

Use the <Browse> button to locate the SmUpdate application, by default the SmUpdate.exe is
available in the Smile 3 Console folder (c:\Program Files\Smile 3).

Click <Next> to continue.
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Step 5: Define the task name and the frequency

Scheduled Task Wizard

the zame name as the program name.

Tvpe a name for this tagk. The task name can be

" Smile 3

X

|SMupdate

Perform this task:

©iDal

() Weekly

) Monthly

() One time anly

() 'whhen my computer starts
() when | log on

[ < Back ” Mext »

l [ Cancel

Click <Next> to continue

Step 6: Select the time and day you want this task to start

Scheduled Task Wizard

Start time:
20:00 s

Perform this task:

® g
() 'weekdays
Oper [
Start date:
1/01/2009 %

Select the time and day you want this task to start,

X

[ < Back ” Mest »

l [ Canhcel

Click <Next> to continue
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Step 7: Specify the User name and password used to run the task

Scheduled Task Wizard 3

Enter the name and password of a user. The task wil
run as if it were started by that uger.

Enter the uzer name: |CDF|F'\DIW' |

Enter the password: |uuu. |

Lonfirm password: |ooooooo |

If & password iz not entered, scheduled tasks might
nak wn.

< Back ” Mest » l[ Cancel

Depending of the system security policy, this screen may appear.

If this is the case, specify the user name and the associated password that must be used to run
the task.

Click <Next> to continue

Step 8: Task scheduled successfully

Scheduled Task Wizard 3

Y'ou have successfully scheduled the following task:
Shupdate

Windows will perform this task:
Ab 20:00 every day, starting 1/01/2003

OF

pen advanced properties for this task when | click i
nish,

Click. Firizh to add this tazk to your Windows schedule.

< Back ” Firizh l[ Cancel

Click <Finish> to continue.
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Step 9: Finish

& Scheduled Tasks
File Edit Wew Favorites Tools Advapced  Help

J Back 'J Lﬁj /‘:__] Search H.— Folders v

Address | (4] scheduled Tasks

..'l‘.

v|Go

Last Run Time:

Marme = Schedule Mexk Run Time:

Folder Tasks 2] Add Scheduled Task

pdate Ab20:00... 20:00:00 01/01/2009 Mever

@ Rename this ibem
@ Move this item

D Copy this item
¥ Delete this item

Other Places

Ua Contral Panel
(L) My Documents
W My Network Places

Details

1 objects selected

The SmUpdate task has been successfully scheduled.

*) Smile 3

Please note that the computer in charge of this update process must remain powered on and
connected to the network.
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LDAP UPDATE

5.1

INTRODUCTION

The LDAP Update functionality gives you the possibility to update the content of your local Smile
database with the information retrieved from a LDAP directory database. Running it on a manual or a
scheduled base, it will strongly simplify the maintenance of information. This function is available on the
Master Smile Console (Console 1d=00). Only users with administrative or supervisor rights can configure
and start the LDAP Update process.

There are two different ways to launch the update process:

Manual update from the Smile user interface:

You can launch the LDAP update process manually at any time. This operation is done by
selecting the LDAP Update item from the “Tools” main menu. This requires to be identified as
Administrator or Supervisor on the Master Smile console.

Once the LDAP Update functionality is configured and saved (see 5.2 ‘Configuration’), the LDAP
query process is launched by clicking on the “Run” button of the LDAPUpdate window.

° File - Directory - Profiles - Configuration Help -

SmUpdate
Ll LdapUpdate

Clicking on the “LdapUpdate” item will open following configuration window:

[Epa=ie et
Server Name: Port: 389 | ERieiek L= Fd Key
Server Typea: | Active Directory |id| FinztHame e ]
Bind DN: [cnmsmile, cnmusers,dcmampere, dembe s -

¢ - : Forward] & O
Password:  [*v Confirm Password: [***** J Fomad? v O
Metwoikr v ]

Hobis 4
Search Settings 0
oMol v ]
Base DN: | cn=users de=ampere dombe | Lile = -

Scops: :Suh‘fru |. Time Out: [10 sac. [w]

LDAP Fields: Criteria:

Filter:

@
3
E]
5
« b

Scheduled update:

The LDAPUpdate process will be started by the Windows Task Scheduler. Please refer to
chapter 5.4 ‘How to schedule the LDAP Update’.
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5.2 CONFIGURATION

Step 1: Configure LDAP Server Information

-

Server Information
Server Mame: |Localhost Paort:

Server Type:

Bind DM: |c:n=srniIe,c:n=users,dc=ampere,dc=be |

Server Name:

In this field you have to enter the name of your LDAP server or its IP address.

Server type:
Used to specify the type of the LDAP server (Active Directory, MS Exchange, Lotus Domino, Novell
eDirectory or TM3)

Port:
Here you have to enter the TCP port that is used to access your LDAP server. The default LDAP
port is 389.

Bind DN:

Account used to establish the connection with the LDAP server. It has to be provided using the
LDAP notation.
E.g.: cn=smile,cn=users,dc=ampere,dc=com

Password:

Password of the account specified for the Bind DN
Note that the user should have read access to the LDAP server. The password will be encrypted
and stored in the configuration file.
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Step 2: Configure the Search Settings

Search Settings

Base DN: |cn=users,dc=amperejdc=he |
Scope: SubTree |Z| Tirme Out:

Base DN:
Distinguished name of the base object where the search will begin. The search is performed only
on this object and objects that exist below it in the directory tree according to the scope setting.
Scope: (SubTree)

It could be
Onelevel: entries immediately below the base DN
SubTree: the entire subtree starting at the base DN

TimeOut: (5 sec.)

Indicates the maximum duration that the Smile 3 Console will wait for a LDAP response before
concluding to an unavailability of the LDAP server.
It could be 5, 10, 20 or 60 seconds.

Step 3: Configure Filters

LDAP Fields: Criteria:

| B = | | b

Filter:

‘ Clear |

Filters will help you to extract the relevant records available in the specified Scope from the LDAP database as
defined in step 2.

To add a new criterion to your filter, you have to select a LDAP field from the drop-down box (at the left of the
equal sign) and to assign a certain value to this field (at the right of the equal sign). To validate your criterion,
click on the <Add> button and it will appear in the Filter area.

If you click on the <Clear> button it will delete the complete Update Filter.

Note: these parameters can strongly influence the performance of the connection.
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Step 4: Map Fields to Update and Key definitions

-

Smile Field Ldap Field Key

Lazth arme w O
Firsth ame - i
Phone telephaneMumb
Farward! Eﬂi;;nf‘lame A F
Fonward2 mobile P
MetiorkNr gFé?zacrtrE?SiSrectol O
Mobile el E F
ehdaill uid bt F
ehdail2 ~ ¥

-

r

z"’\

-
&l

-~ Smile 3

The left column of the above configuration window, labelled “Smile Fields”, shows all the available fields of the
Smile database. Each of these fields can be mapped with a Ldap Field contained in the dropdown box.

To be able to do the update between the LDAP directory and the Smile database, you have also to define a

unique key. This unique key (set of key fields) will identify the matching records.

The key that will be used for the update mechanism can consist of one single mapping or a combination of

several mappings.

The LDAP Update configuration is now finished.

Click on the <Save> button to keep the configuration data.
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5.3 STARTING THE LDAP UPDATE

When the configuration data is entered, the update process can be launched. Clicking on the “Run”
button will start it.

The “Report” window will provide you the result of the update:

# records inserted
# records updated
# identical records found (skipped)

# records deleted

)

Parzsing Result ...
Databaze Update ...
Finizhed:

»

52 records inserted.

0 records updated.

21 identical recards found [skipped).
0 records deleted.

<]

(—

The LDAP Update routine will generate a detailed logging and a statistical summary.
The statistical overview contains the following information:

the time of start of execution and the time of end of execution
the run mode and applied filter

the number of records modified in the local repository

the number of records added to the local repository

the number of problems (ambiguities)

the number of records in the local database without match in the LDAP database.

This statistical overview is added to the Smile log file in case the update is started. It is also added at
the end of the detailed LDAP Update log file.

A separate LDAP Update log (LDAP_update.log placed in the same directory as the executable) is
generated in overwrite mode and will contain details (key field information) on encountered problems.
The statistical log is added at the end of this file.
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5.4 HOW TO SCHEDULE THE L DAP UPDATE

We can automate this process by using the Windows Tasks Scheduler.

Step 1: Start the Windows Task Scheduler

Programs Y Backip
[;::] ol

=B & ChaaderMap

= L‘»é Borumerts ' &, Disk Clesrup

u-“?, E» Settings » & Disk Defragmenter

\g . @ Files and Settings Transfer Wizard
By - Search » & s

& @) He and support @ Security Center

« i System Information

H = o B System Restors

:E @ Internet Explorer (Ho Add-ons)
E (6] shutoown..

Double-click on the ‘Scheduled Tasks’ item available in the System Tools

The Scheduled Tasks windows appears.

Step 2: Create a new scheduled task

i Scheduled Tasks

File Edit Wiew Favorites Tools  Advapced  Help I
. =
J (=] LI: )_JSear:h [{=" Folders v
agdress |[2) Scheduled Tasks v B
Name: Schedule Mext Run Time | Last Run Time
|:2] Add Scheduled Task
Other Places
B control Panel
B My Documents
l‘i Il Mebwark Places
Details
< >

Double-click on the Icon ‘Add Scheduled Task’
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Step 3: Create a new scheduled task

Scheduled Task Wizard 3

This wizard helps vou schedule a task for Windows
to perfarm.

You select the program you want Windows to n,
and then schedule it for a convenient time.

Click Mext to continue.

<Back |} Nest> |[ Cancel

Click <Next> to continue

Step 4: Select the application to schedule

Scheduled Task Wizard

(X

LClick the program you want Windows to run,
To see more programs, click Browse.

Application Wersion s
Bl ccese IBM 450 W
EDAccess IBM Mezzage Center 2011
@ Accessibility wizard 5.1.2600.218...
}=.~’-\crobat Agzsistant 5.0.0.0
Acrobat Distiler 5.0 5.0.000
B tiction Bar Editor 48.0.71 2
o L e e e e A

Browsze...

Use the <Browse> button to locate the LDAPUpdate application, by default the LDAPUpdate.exe is available in
the Smile 3 Console folder (c:\Program Files\Smile 3).

Click <Next> to continue.
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Step 5: Define the task name and the frequency

Scheduled Task Wizard 3

Tvpe a name for this tagk. The task name can be
the zame name as the program name.

|LDAPupdate |

Perform this task:

) Weekly

) Monthly

) One time anly

) 'whhen my computer starts
O when | log on

[ < Back ” Mext » l[ Cancel

Click <Next> to continue

Step 6: Select the time and day you want this task to start

Scheduled Task Wizard 3

Select the time and day you want this task to start,

Start time:
20:00 s

Perform this task:

® L
() 'weekdays

Otwy 1~

Start date:

10172000+

[ < Back ” Mest » l[ Cancel

Click <Next> to continue
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Step 7: Specify the User name and password used to run the task

Scheduled Task Wizard 3

Enter the name and password of a user. The task wil
run as if it were started by that uger.

Enter the uzer name: CORPUDMw

If & password iz not entered, scheduled tasks might
nak wn.

< Back ” Mest » l[ Cancel

Depending of the system security policy, this screen may appear.

If this is the case, specify the user name and the associated password that must be used to run the task.

Click <Next> to continue

Step 8: Task scheduled successfully

Scheduled Task Wizard

Y'ou have successfully scheduled the following task:
7 LDAPupdate

Windows will perform this task:
Ab 20:00 every day, starting 1/01/2003

Open advanced properties for this tagk when | click
O Finigh.

Click. Firizh to add this tazk to your Windows schedule.

<Back || Firish |[ Cancel

Click <Finish> to continue.
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Step 9: Finish

& Scheduled Tasks

= Smile 3

File Edit Wew Favorites Tools Advapced  Help ",.
X P
[ | T -
J Back (] Lﬁj 7 Search [\ Folders
address |4 Scheduled Tasks | B
Marme = Schedule Mexk Run Time: Last Run Time:
Folder Tasks [ 2] add Scheduled Task
qﬂ RemeTels o @ LDAPUpdate At 20:00 ... 20:00:00 01/01§2009 Mewver
@ Move this item
Copy this item
W Delete this item
Other Places
Gﬁ Contral Panel
L) My Documents
& My Network Places
Details
< >
1 objects selected

The LDAPUpdate task has been successfully scheduled.

Please note that the computer in charge of this import process must remain powered on and connected to the

network.
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6 E-MAILS

6.1

INTRODUCTION

This chapter describes the following features of the Smile 3 system:

6.2

The Personal Notes functionality

The employees of a company can send a mail to a predefined Smile e-mail account (e.qg.:
Smile@company.com), with a short message. This message will appear on the Smile 3 Console
interface in the 'Personal Notes' field. The notes are specific to each person stored in the
repository and show up when this particular person is filtered out.

(Requires a POP3-SMTP compliant e-mail server and a dedicated Smile mailbox)

The Send Mail functionality

The operator can send a mail to the person in focus assuming that his e-mail address has been
filled in.

(Requires an E-mail client)

The Open Calendar functionality:

The operator can open the agenda of a looked-up person in the local repository, when clicking
the <Calendar> button. This way the operator can verify the person's agenda.

(Requires MS Outlook)

THE PERSONAL NOTES FACILITY

6.2.1

Description

The employees of a company can send a mail to a predefined e-mail account, with a short message. This
message will appear in the Smile 3 Console interface, and more specifically in the 'Personal Note'- field.

This note is specific to each person stored in the repository, and show up when this particular person is filtered

out.

Mr Dupont’s Desktop

. . updates the
/. Mr Dupont sends an Email : Mr Dupont's Note
E V to Smile: | will be absent ... in Smila DR

4 ) T .

Smile Mail Service

Y
Customer

Email Server
(POP3 Compliant)

Smile Operator
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6.2.2 The sending of a personal note
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~— Smile 3

Anyone within the company can send an e-mail to a predefined and configurable Smile e-mail account (e.g.:

smile@company.com).

In the From-field, the e-mail address of the person.

In the To-field, the special Smile e-mail account has to be filled in.

In the Subject-field, the optional expiration date of the personal note is mentioned.

The Regional settings (Short Date format) of the Master Smile Console will determine the expiration
date format (e.g.: dd/mm/yy or mm/dd/yy)

The body of the message contains a personal note of the person. From this note only the first 255
characters will be captured by the Smile application and stored in the repository. The remaining
characters (if any) are not read.

The personal notes must be sent in a plain text mail message, without attachments (to shield from viruses).

"Eﬂ\‘ H . = Phone call notification - Message (HTML)

]
—r/l Message Insert Options Format Text

K ap e

L 5 Times New | = 12

_)‘ EERIE: BB | 20
Paste Address Check

- F |-A- 7)) Book Names -
Clipboard ™ Basic Text [F} Mames Include

smile@guentris.com
=1
Ce
soma | [Seo ]

Subject: 25/02/2009

@

\ SRR~ 4
Follow 3 Spelling
up~- -

Options = || Proofing

I will be out of the office today.
For urgent matter, please call me at +32 2 727 1515

b el
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6.2.3 The reception of a personal note by the Smile 3 Mail Server

MAIL RECEPTION FUNCTIONALITY

The mail reception functionality is perfomed by the Smile 3 Mail Server and works with a POP3 compliant e-mail
server (MS Exchange Server, Lotus Notes, Netscape Messenger, etc...)

At regular intervals, the Smile 3 Mail Server will check, via POP3, the mail server for incoming mail. The Smile e-
mail account data is used to establish this connection.

This regular check for incoming mail is implemented as a service, running in the background. A service is a
program, routine or process that performs a specific systems function to support other programs, in most cases
at a level close to the hardware level.

PROCESSING OF NEW MAIL

If a mail arrives, the following actions occur:
in the repository (smile.mdb), a matching e-mail address is looked up

if a matching e-mail address is found (the E-maill and E-mail2 addresses are searched) Smile will start
to copy the data into the local repository

the first 255 characters of the body of the e-mail message are copied into the ‘personalnote’-field of
the repository

the current date and time are filled in the 'rcvdatenote’-field of the repository

the subject field of the e-mail is parsed for a valid date, which will be filled in the 'expdatenote’-field of
the repository

the processed mail is removed from the mail server

For each person held in the repository, only the most recent personal note persists. Older notes are deleted
without archiving.

The expiration date contained in the subject-field is interpreted following the regional settings of the
desktop/server running the Smile 3 Mail Manager. The subject-field may contain no other information. The
deletion of the expired personal note occurs during each mail check.

If the same person sends several notes in a short period of time, it is possible that the notes arrive in another
order than the one they were sent to. This is due to the network design. Smile cannot account for this
particularity.

If several consoles operate in a network, the received mail will be saved in the network database.

If the mail contains an empty subject-field and no message in the body, this will be interpreted as a recall of the
current personal note, without providing a new personal note. In the repository the expiration date-field and the
personal note-field are cleared.
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6.2.4 Errorhandling
If a personal note is sent by a person whose e-mail address is not present in the repository then a reply is sent to
the e-mail originator with ‘Unknown email address’ filled in the subject-field.

If a personal note is sent by a person without expiration date (= an empty subject-field) or with an invalid
expiration date, then the message is stored in the repository without expiration date, indicating that the message
will only be overwritten by a more recent personal note, sent by the same person.

In the configuration menu, an appropriate checkbox is included with a "reply on incoming mails" label. If
checked, every person sending a personal note will receive one of the two following messages:

"Successfully updated the Personal Notes Field with the following message:
<E-mail body>
This message will expire on ... "

"Successfully updated the Personal Notes Field with the following message:
<E-mail body>
No expire date was given.”

All events and errors can be logged in a specific log file called ‘SmService.log’ located in the Smile 3 Mail Manager
application directory. To activate the log file you will have to edit manually the file
‘Smile3EmailManager.exe.config’ and set the value 1 to the key ‘Loglevel'.

<add key="loglevel" value="0" />

Valid values are:
0: No events, no errors are logged.

1: Events and errors are logged in the ‘SmService.log’ file

‘SmService.log’ sample file :

& SmService.log - Notepad [_ O[]
File Edi Format Help
[SMservice] ;I

2002-12-17..16:39:01= POP3 checkmail Error:-2147467259 (CheckMail) (pop3-connect) hostname:
172.25.96.7 port: 110 username: smile -ERR Error. The system was unable to log smile in.
Failed to login to POP3 server: login name and/or password is invalid
2002-12-17..16:44:01= POP3 checkmail Error:-2147467259 (CheckMail) (pop3-connect) hostname:
172.25.96.7 port: 110 username: smile -ERR Error. The system was unable to log smile in.
Failed to login to POP3 server: login name and/or password is invalid
2002-12-17..16:49:01= POP3 checkmail Error:-2147467259 (CheckMail) (pop3-connect) hostname:
172.25.96.7 port: 110 username: smile -ERR Error. The system was unable to log smile in.
Failed to login to POP3 server: login name and/or password is invalid
2002-12-18..09:47:35= POP3 checkmail Error:-2147467259 (CheckMail) (pop3-connect) hostname:
172.25.96.7 port: 110 username: smile -ERR Error. The system was unable to log smile in.
Failed to login to POP3 serwver: login name and/or password is invalid

| |
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6.2.5 Display of the personal notes in the Smile 3 Console interface

PERSONAL NOTES RESIDE IN THE SMILE 3 DIRECTORY

Personal notes are related to the persons stored in the Smile 3 Directory. When working with other repositories
(LDAP, Internet, etc...) the personal notes are not shown, even if the selected person is present in the local
repository.

OPERATOR NOTES VERSUS PERSONAL NOTES

The current 'notes'-field is now split into 2 parts:
the left part remains the operator note
the right part contains the latest received personal note (if any) of the person in focus

Even if the required dongle and dongle code is not detected, the notes-field will be split into 2 parts as described
above. The personal notes-field will remain blank.

FORM OF THE PERSONAL NOTES-FIELD

The personal notes-field can hold 3 lines of each approximately 40 characters.

The field is laid out as follows:

RCV : [receiving date] — EXP : [expiration date]
Line 1
Line 2

If there is no personal note for the indicated person, the personal notes-field will be left completely blank.
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6.2.6 Personal notes management

MANAGEMENT BY THE CONCERNED PERSON

The person can overwrite the current personal note by sending a new one, or by sending an e-mail with a blank
subject-field and a blank body, to simply remove the current personal note.

MANAGEMENT BY THE OPERATOR

The operator can delete the current personal note for a person by clicking on the appropriate button in the

toolbar or by pressing <ALT-F7>.

If the personal note can't be deleted (e.g.: operator hasn't edit authorization on the console), the command is
disabled but still visible.

6.2.7 Installation and configuration
Before installing the Smile 3 Mail Manager we will have to configure the ‘Mail Service’ on the Smile 3 console.

Step 1: Smile 3 Mail Service configuration

The Smile 3 Mail Service Configuration is accessible through the ‘Mail Service’ menu item available
in the configuration of the Smile 3 Console.

@ configuration

Mail Service
Console Preferences

Advanced Settings Personal Note

Prefixes
Express Messaging
File Locations

POP3 Host: [172.25118.10 |

L. Options Polling Interval:
Mail Service Password: |***** ‘ ‘1 min. E“
Node Server

[=--Terminal Mumbers .
L First TN [#] Automatic Reply
Losecond TN
Logs SMITP Host: [172.25.118.10 |

Smile Email Address: |smile@ampare.be |

Operator Email Address: |Oper’atnr@ampere.he |

Save | Cancel
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The parameters are:

- Personal Note: (unchecked)

To activate/Deactivate the Smile Mail Service facility

- POP3 Host: ()

Name or IP address of the POP3 server (incoming e-mail server)

- User ID: ()

Username of the Smile mailbox

- Password: ()

Password to open the Smile mailbox

- Check Mail every: (1min.)

Delay for the periodic check of the Smile mailbox for new incoming e-mail.

- Automatic Reply: (unchecked)

Specify if an automatic mail reply must be sent for each incoming mail

- SMTP Host: ()

IP address of your SMTP server used for the automatic reply (outgoing e-mail server)

- Smile Email address: ()

Address to use in the FROM: of the automatic mail reply

- Operator Email address: ()

Address to use in case of problem

The SMTP protocol is used by the reply on Automatic Reply option. It means that you must allow
the SMTP protocol on you mail server. For MS Exchange you will need the ‘Internet Mail Protocol’
and the ‘SMTP service’. The SMTP service is a part of the ‘Internet Information Service’
components.

Step 2: Starting the Smile 3 Mail Manager Installation

It is recommended to exit all the other programs before starting the installation. Make sure that the
following steps will be done with an administrative account.

Start the ‘Setup_SmileMailManager3xy.exe’ file previously downloaded. (see § 2.2.5 How to
download the Smile Software)

The x and y of the filename stands for the ‘Minor software release’ and the ‘Maintenance software
release’.
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The Welcome screen appears.

& Smile 3 Mail Manager Setup

X

Welcome to the Smile 3 Mail
Manager setup

The installer will guide pou through the steps required to install
the Smile 3 Mail Manager on your computer.

Wwarning: This computer program iz protected by copyright law
and intemational treaties. Unauthonized duplication or
distribution of this program, or any portion of it, may result in
zevere civil or criminal penalties, and will be prozecuted to the

QUENTRIS maximun extent possible under the law.

GiFE Swrir

Mext > | [ LCancel
Click on the <Next> button to continue.
Step 3: License Agreement
@ Smile 3 Mail Manager Setup rg|
Licensze Agreement (& :\

Please read the following license agreement carefully.

Smile 3

Thiz iz the legal agreement between you, and Quentris GOF Suez. Y

1.GRANT OF LICENSE - This Buentriz GDF Suez agreement ['Licenze'] permits you to use
one copy of the Quentis GDF Suez software product acquires with this License ('S oftware’] on
any single computer, provided the Software iz in use on only one computer at any time. 1F pou
have multiple Licenzes for the Software, then at ang time pou may have as many copies of the
Software in uze az pou have Licenzes. The Software iz in usze’ on a computer whern it iz
lnaded into the temporary memory [i.e. Bakd] or installed into the permanent memory (2.9, hard
disk or other starage device] of that computer, except that a copy installed on & network
server for the sole purpose of distribution o other computers is not ‘in use’

2. COPYRIGHT - the Software iz owned by Quentris GDF Suez or its suppliers and iz
pratected by the international treaty provisions, and all other applicable national laws.

() | agree ta the terms of this license agreement

(%) | do nat agree to the terms of this licenze agreement

Eance|

Read the license agreement carefully, select the option ‘I agree ..." then click on the <Next>
button.
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Step 4: Installation Folder

& Smile 3 Mail Manager Setup fgl

Installation Folder & :\

Where would vou like Smile 3 Mail Manager to be installed? =
Smile 3

The software will be installed in the folder listed below. To select a different location, either type in a
new path, or click Change to browse for an existing folder.

Inztall Smile 3 Mail Manager to:

C:\Program Files\Smile 3 | ’ Change... ]

Space required: 733 KB

Space available on selected drive: 3.90 GB

l < Back ] | Mest » | [ LCancel

Select the folder where you would like to install the Smile 3 Mail Manager then <Next> to continue.

Step 5: Configuration file location

& Smile 3 Mail Manager Setup Fg|

- - - - —-——
Configuration file location LX)

Smile 3
Please select the location of the smile configuration file [SmileS erver. exe. config) :
- For a standalone configuration select the Smile 3 console folder

- For a network. configuration select the shared folder where the smile database is located

Select a folder:

C:h\Program FileshSmile 3 | l Change... ]

< Back ] | Mest » | [ LCancel

Select the folder where the configuration file ‘SmileServer.exe.config’ is. It contains all the ‘Mail
Service’ configuration parameters like the IP address of the POP3 and SMTP server.
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In a standalone configuration it is located in the Smile 3 console folder (default c:\program
files\Smile 3).

In a network configuration it is located in the shared folder where the Smile database is.

You can find this folder by opening the Configuration\Advanced Settings\File Locations menu item
on a Smile 3 Console, it corresponds to the parameters ‘Master database’.

@ configuration

e

File Locations

Console Preferences

Advanced Settings

Prefixes Master database:
Express Messaging
File Locations D
=+ LDAP LookLp N PR |
: Tttt Ty
- Opti .
i ‘m?s Contact picture folder:
Mail Service - -
acs |c:\prugram files\srmile 3\pictures | El
Node Server Profiles
=+ Terminal Numbers 5 " —
ciyprogram fileshsmile 3hwserprofilessadrministrator.crm
First TN | Pred P | E
Second TN License:
Logs |C:\pr’ngr’am files\smile 3 license manager\li:enses.xm|| E

| Save | Cancel

Once provided click on the <Next> button to continue with the Smile 3 Mail Manager installation.
Step 6: Ready to Install

@ Smile 3 Mail Manager Setup rg|
Ready to Install (& :\
Y'ou are now ready to install Smile 3 Mail kM anager

Smile 3
The installer now has enough information to install Smile 3 Mail Manager on pour computer,

The fallawing settingz will be used:
Install folder: C:“Program Files\Smile 3 Mail Manager

Pleasze click Mest to proceed with the installation.

< Back ] | Mest » | [ LCancel ]

The setup wizard has collected all the information and is ready to install the application.
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Click on the <Next> button to continue.

Step 7: Ready to Install

X

@ Smile 3 Mail Manager Setup

Installation Successful
-
Lo )
= :"". The Smile 2 Mail Manager inzstallahion iz complete.
Smile 3
Please click Finish to exit thiz installer.
QUENTRIS
[ :..‘ e
__fish

Click on the <Finish> button to complete the installation.

Remark:
§  Since RIs 3.0.9 the registration and installation of the service corresponding to the Smile 3
Mail Manager are automated in the setup.

§  The service ‘Smile 3 Mail Manager’ should appear in the Services list. %} (Start\Control
PanelNAdministrative Tools\Services)

6.2.8 Unlnstall summary

In order to uninstall the Smile 3 Mail Manager you have to:

Deactivate the ‘Mail Service’ facility on a Smile 3 Console (in Configuration\Advanced Settings\Mail
Service\ unselect the ‘Personal Notes’)

Uninstall the Smile 3 Mail Manager with the Add/Remove Programs of the Control Panel
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6.3 THE OPEN CALENDAR FACILITY

6.3.1 Description of the functionality

The operator can open the agenda of a looked-up person in the local repository by clicking the <Calendar>

button . This way the operator can verify the person's agenda as it opens on the current day.

Smile 3 Console uses the personal account information of the operator to address the Outlook Object Model,
passing the person's Exchange Profile as a parameter to open his/her MS Outlook Calendar on the present day.

The format of the Outlook Calendar is displayed as defined in MS Outlook.

6.3.2 Display

A <Calendar> button is added to the Current Call Zone toolbar, enabling the operator to open the agenda of
the person selected in the directory. If the agenda is opened, the MS Outlook application appears in its proper
window. The operator is responsible to close all windows and MS Outlook.

e File ~ Directory - Profiles ~ Tools - Configuration Help -

LDAP

&))@ @
Lastname Firstname Phone emaill Forward1 forward2 Mobile
Poisson Siméon-Dennis /~TSOLPOISSOTTOCOTIATTY TOTR, 0478 12 34 56
Smith John 2541 { |3ohn.smith@amperebe ). |11 0475 62 23 54
Smith Alison 2254 S L ofn |11 0489 22 5132
Srnith Trevor 2512 [i~; John Smith - Calendar - Microsoft Qutlook - = x
Srmith Georges 2351 10 Fie Edit View Go Took Actions Help Type a question for help B
Tractel Network 272713 :
Volta Alessandro 2237 : (e - & X S Al ] 5>'<h pddress books A
; T T _. Calend « || Day | Week | Menth | @ Show workweek () Show full week
: Tévri N S = .
Oparator liots :: 1 = m::'“ifoﬂ - ni’ (&) (2) 2 -6 février 2009 [search John Smith - Calendar Lz
Wil be out of the office 01-03/12/2008. H 1 2 lundi 3 mardi 4 mercredi 5 jeudi 6 vendredi |«
3 2345087 s
3 910 11 12 13 1 15 =
16 17 18 19 20 21 22 -
B uB BT B —a0 -
-5 Q00 Mortel - CC7 |
2] All Calendar Items - | ) Lten)
-4 My Calendars =~ Product Cycle Zaventem
= Management
-3 L 053 catenaar vl 0% Room Edison )
-2 - ~ Marketing 1
L (=) mait —_— Campaign [
-1 1100 review Smile 3
) : Ll Bocmik Presentation | [—
0:00 T |85) contacts 120
== 1
=
Tl | ] Tasks -
Origin  Source Humbér| Ll
H s@@ - =
c
.ush’lﬂ'li £3 Online with Microseft Exchange
| | | |
\ [ [ |

_Microphone (=)——+—U}(+) Speaker  (-)——— () administrator | 1 | =3 06 féwr. 2009 | 08:19
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6.3.3 Errorhandling

.’ Smile 3

If access to a person's calendar is denied, then this is the result of improper configuration of MS Outlook and/or

the operator's account.

The Smile 3 console cannot account for errors generated by MS Outlook.

6.3.4 Installation and configuration

This feature uses the MS Outlook resources.

Each operator needs an account that is able to send/receive mail and that has the privileges to access the
agenda's of the employees of the company.

The Exchange Profile used to open the calendar of the looked-up person is coming from the phone book of the

Smile 3.

@ Edit contact

X

General

Lastname:  [Smith

Firstname:  [Tohn

Mobile: 0475 23 45 67

Email1: |John5m\th@amper’e‘be

Email2: [

Exchange Profile:  [Tohn Smith
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6.4

THE SEND MAIL FACILITY

6.4.1

Description of the functionality

" Smile 3

The operator can send an e-mail to the person in focus (provided a valid e-mail address is filled in), via his/her e-
mail interface that opens when clicking the appropriate button.

6.4.2 Display

A <send mail> button is added to the toolbar. When the button is clicked, your e-mail interface (e.g.: MS
Outlook, Lotus Notes, etc...) opens via the personal account information of the operator, with a 'new message'
window. The To-field is filled in with the e-mail address of the person in focus and the Subject-field with the

predefined text ‘Phone Call Notification’.

e File + Directory ~ Profiles - Tools - Configuration Help -

Phone

emaill

Forward1

forward2

Mobile

[om | »

R

Ly o

Ampére 2227 Andre.Ampere@Company.com | 2230 0475234523
Celcius Anders 2237 e 4 B =, 2230 0466 12 34 56 |
Curie Marie 2234 ([ Marie.Ccurie@Company.com ) 2230 0478 98 76 34
Curie Pierre 2235 TPmETTETEaT ATy 2230 0475 66 55 44
Eiir;:'gm E‘Te”:s INCEI RSOk | Phone call notification - Message (HTML) ———
Faraday Michael 3 Message Insert Offtions Format Text ©
: e 0 -
l : 3 3 % || Times New F - 12 - A AT 335 @] 0 = Y 1 g
Operator Not : F:t B e = Address Check 43 Foll Spelli
perator Note L aste ress el ollow ellin
... - 7| W-AE El‘g_ Book MNames & | up- ¢ e
3 Clipboard ™ Basic Te: F] Names Include Options ™ || Proofing
.
: .
= Marie Curie @Company.com
; (=1
e
| p— - send C.
5 |E IE I@]l@lﬁal@l Subject | Fhone call notification
_a J 5 = 2 5
-3 kY You missed a call from [ a
2 ‘-._
“1 %
- [T ¥
0:00 .
5

Ty

Origin  Source

Microphone ) D). Speal

[—#)  administrator | 1 | =1 06 févr. 2008 | 07:32

6.4.3 Errorhandling

The operator is responsible to actually send the message and close the e-mail client.

The Smile 3 Console will not account for invalid e-mail addresses that are filled in incorrectly in the local

repository.

Any errors that may occur during this operation will be generated by the e-mail client. The operator has to refer
to e-mail client documentation to resolve any errors.
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6.4.4 Installation and configuration

The Smile uses the MS Windows command ‘MailTo’ to send e-mail. It means that the Smile 3 Console will use
your e-mail client interface installed on the operator’s dektop to send e-mail.
Before using this feature verify that you are able to send e-mail with your e-mail client.

You have also to verify your Internet Explorer configuration to know which application will be used by default to
send an e-mail. To do it, start your Internet Explorer, go to the tools menu item and select the Internet Options:

Internet Options E1E3

Generall SEcurit\;l CDntentl Connections Prograrms |Ad\tanced |

—Internet programs

%4 You can specify which program Windows automatically
é*;? uses for each Internet service.

HTML editor: |Miu:rc:su3ft Word faor Windows® 97 LI

Mewsgroups:  |Outlook Express

Internet call: INetl\fleetir‘lg

Calendar: I

Cantact list: Iﬁddress Biook

You can reset Internet Explorer to the default

Reset ieb Settings. . home and search pages.

[ Internet Explorer should check to see whether it is the default

oK I Cancel Apply
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7 OCS INTEGRATION

7.1 INTRODUCTION

The integration of the OC (Microsoft Office Communicator) presence controls in the Smile 3 console
(since RIs 3.0.7) provides three new facilities to the operator:

OCS contact’s presence information

Presence information is available in the new Smile OCS panel and in the directory tab according
to the operator’s profile settings.

BLF|| OCS| Picture

|- Other Contacts
I Pre-Sales

4 NPT
) Hans De Meulder (Offline) B
DirkVan Mechelen (Offline)
an Peeters (Away)

@ userl (Available)

4 Maintenance

° File ~ Directory ~ Profiles ~ Tools ~ Configuration Help

FirstMame Phone
idier \Wiglamans +3227271200
eeters lan 2405
Jan Machalan Dirk 3408
13 Meulder Hans 1582

_astMame

[,

OCS panel Directory tab

OCS contact tagging for presence status changes

The operator can ‘tag’ an OCS contact to be notified when the person’s status changes to
Available or Offline. The operator will then receive toast alerts when the ‘tagged’ contact signs
in and out and changes presence status between Online/Offline and Available/Away.

r@@] Picture

[ Other Contacts

[ Pre-Sales

4 NPI
() Hans De Meulder (Dffline) B
() Dirkvan Mechelen (Offline)
@) Jan Peeters (Available)

4 Maintenance

x

Jan Peeters

is available Unkag

Instant Message to OCS contact

The operator is also able to send an instant message to an OCS contact by just clicking on the

<Instant Message=> button @ of the Smile 3 console. The corresponding MOC window will
be automatically opened and used to send the instant message.

i"'i Please note that to get those facilities the Microsoft Office Communicator 2007 R2 (MOC) must be
up and running on the operator desktop.
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7.2 OCS PANEL

The available contact’s presence information are:

Name

Status (icon and description)
Note

Tagged icon

[m:][@ Picture
|- Other Contacts

I Pre-Sales
royp ———7e 4 NPT

() Hans De Meulder (Offling) = —— Aote
@ DirkVan Mechelen { Available)

Status fcon — (| Jan Peeters (Away) ot Fagped jcon
Contact’s name

Status description

The operator can easily add new OCS contact to the Smile OCS panel and make groups to organize
them. This setting is profile based meaning that each operator can have his/her own configuration.

A right-click on a group allows you to: OCs| Picture
| Other Contacts
|- Pre-Sales
Add, rename and delete a group i e p———— g
p= Rename Group: MPI 5)
Add contact r| Delete Group:
. @ 5
Import all the contact from the MOC contact list. il R

4 Ma
Auto Import MOC Contacts
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A right-click on a contact allows you to: OCS| Picture|

|- Other Contacts
|- Pre-Sales

Send an Instant Message (cf next paragraph) ||« nex R

) Hare Do Aot o £t oy i

Tagged the current contact i | Sond Tnstent Hessage
) Jan| Is Tagged
Delete contact oo U9 Do Contct B
aintenan e —
Move Contact to a another group ove Contact 10 ’

The Smile OCS panel provides in real-time the presence information of the OCS contacts who are
available in the contact list of the MOC and selected in the OCS panel. By default the contact list of the
MOC is limited to 200 contacts but can be extended by the system administrator to 1000 contacts under
some conditions.

To get the presence information of an OCS contact who is not in the contact list of the MOC, the
operator will select the corresponding entry from the directory tab and use the ‘Get MOC Status’ button

( ) or the shortcut <Ctrl-0>.

If the selected contact has a valid SIP address the operator will get a popup window with the presence
information.

= Giuseppe Arena (Busy)

In meeting, will be back at 10:20 am

The icon ( & ) is provided in the OCS status column to indicate that a SIP address has been assigned to
the contact.

& %@8)

LastMame FirstName
: Andries Eric
L8 § Arena Giuseppe
. Baillieux Karim
' Berben David
Boulanaer Cedric
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7.3 DIRECTORY TAB

- -
wa
B -~

7 Smile 3

The operator can also get the OCS contact’s status icon in the directory tab.

° File ~ Directory ~ Profiles - Toolk - Configuration Help

Directory

Phone
Wielemans

+3227271200

2405
2408
15582

lan
Dirk
Hans

seters
an Mechelen
e Meulder

To get the OCS contact’s status icon in the directory tab you will have to:

Modify the operator’s profile as follow:

- Open the operator’s profile by clicking on the menu item ‘Profile\Edit’ and by selecting
the operator’s profile in the ‘Profile’ dropdown box

- Display the ‘Directory’ configuration panel

- Select the ‘OCS [OCS]’ entry in the ‘Available Fields’ list and click on the <Add> button

- Save your change with the <Save> button

@ Editerofie

e

Browse Window - Directory

-

. Profile

General Fields

Directory Available Fields

LDAP

. Field

Audio BLF [ELF] E
OCS [0C5]
eMaill [Emaill]
ehdail2 [Email2]
ExchPrafile [E xchPrafile]

AccountCode [Account...
Intemal [internal]
Mates [nates]

perzonalnote [personaln..

Selected Fields
Field
lastname [LastMame]
firstharne [FirstMarme]
phone [Phone]
Mobile [Mobile]
forwardl [Farward1]
forward2 [ForwardZ2]
MetworkMr [MetworkMr]

Privileges

Edit Notes

| Save | Cancel |

[¥] Edit Database
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In the Smile directory provide the SIP address for each contact that you want to monitor.

@ edit contact
' Ny
. Peeters Jan
General Lastname: |Peetars |

Generics

Firstname: |Jan |

Fhone: |3405 [#] tnternal
Mobile: |n4755398325

Ernaill: |Jan@grr|ai|.curr| |

Ernail2: | |

-—. ste: | |
Exchange Profile: | |
i Save i | Cancel |

If the OCS integration is enabled, see ‘Advanced settings’ in the configuration menu, the browse
button <...> will assist you to provide the correct SIP address.

EEN || [

Marne: [Jan g;‘?jrcshugco::splfted... -
R i
e | Bomnesiog 19085

Department: | | h P i Search Completed ... )

~

Mame Fhone E mail departrnent Siplri Lasthame Firsthame:
Jan Peeters 5735 ip@Er2demo local siprjan@r2demal...  Peeters Jan
Jan Van Gent 5540 janvaEr2demna.lo... sipjanvg@r2dem... Wan Gent Jan

Select I I Cancel

In the ‘Search’ area fill in your search criteria, click on the <Search> button and the Smile will sent
a LDAP query to the OCS server to get the list of the corresponding contacts.

Then select the contact that you are looking for from the ‘Result’ area and click on the <Select>
button. The system will paste for you the Sip address in the correct field in the Smile phonebook.
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7.4 CONFIGURATION

To provide the OCS Presence and IM facilities to the operator the Smile 3 console will interact with:
the Microsoft Office Communicator through the ‘Presence’ controls

ﬁ The installation of the MOC 2007 R2 on the operator desktop is a pre-requirement.

(Refer to the Microsoft documentation for the installation procedure).

the Active Directory/Office Communicator Server 2007 using the LDAP protocol

The Smile 3 console will use the LDAP queries to get the list of the OCS contacts from the
Active Directory.

Application Servers

Operator Desktop

————P | < Active Directory

=
°) Smile 3 Console

© Wicrosoft Office [ Microsoft Office Communications
Communicator 2007 R2 Server 2007 R2

7.4.1 Enable the OCS Integration

We recommend you to perform these configuration steps with an IT technician who should be able to
provide you the required setup information.

Configuration
0CS Lookup - LDAP settings
Console Preferences Enable OCS Integration
| Advanced Settings Server name: [172.25.116.2 Port:
Prefixes
Express Messaging Bind DN: |cr|=har|s de rrlaulder,Uu=users,uu=uuentri5demu,dc=r2‘
File Locations X
£ LDAP Looklp festts ool passon
*- Qptions
. i . Base DN: |nu=q|_|Entrisdemn,dc:r2demn,dc=|nca\ ‘
Mail Service
Bes Search Scope: o
Node Server RowsLimit:
= '!'erminal MNumbers Timeout: 100 rec. |z|
i First TN
fe.Second TN Show BLF presence in OCS tree
Logs [7] Automatic remove tag after 'is Available’ popup
[“] Automatic update of the MOC status
Smile Status Moc Status
Idie | Available -
Busy [Busy -
Not Ready Do Mot Disturb -
Make Set Busy [Away -
| Save | | Cancel |
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Enable OCS Integration:

Check this box if you want to provide the three facilities (presence information, contact tagging for
presence status and Instant Message) to the Smile 3 operator.

Server Name:

In this field you have to enter the name of your AD (Active Directory) server or its IP address.

Port:

Here you have to enter the TCP port used to access your AD server. The default LDAP port is 389.

Bind DN:

Account used to establish the connection with the AD server. It has to be provided using the LDAP
notation.
E.g.: cn=smile,cn=users,dc=ampere,dc=com

Password:

Password of the account specified for the Bind DN
Note that the user should have read access to the AD server. The password will be encrypted and
stored in the configuration file.

Base DN:
Distinguished name of the base object where the search will begin. The search is performed only
on this object and objects that exist below it in the directory tree according to the scope setting.
Scope: (SubTree)

It could be
OneLevel: entries immediately below the base DN
SubTree: the entire subtree starting at the base DN

TimeOut: (5 sec.)

Indicates the maximum duration that the Smile 3 Console will wait for a LDAP response before
concluding to an unavailability of the LDAP server.
It could be 5, 10, 20 or 60 seconds.

RowsLimit: (100 rec.)

Used to limit the number of records that have to be downloaded in one time from the AD server to
the Smile 3 Console. This is to avoid network congestion.
The maximum could be 100, 200, 500, 1000 or unlimited.
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Show BLF presence in OCS tree: (True)
To get the BLF status in the OCS panel.

4 Other Contadts
() (_) Hans De Meulder (Offline) El

0OCS status

= BLF status

Automatic remove tag after ‘Is Available’ popup: (True)

To automatically ‘untag’ a contact once the toast alert has been provided.

Enable Automatic update of the MOC Status :

Check this box if you want to link the operator's MOC status with the status of the Smile 3 console.
So that the other MOC users will see on their own MOC application the status of the Smile 3

console.

A typical status mapping is:

Srnile Status Moo Status

Idle Ayailable b
By Buzy W
Mot Ready Do Mat Digturb W
kake Set Buzy PATET w
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8 MAINTENANCE

8.1 PREVENTIVE MAINTENANCE

In order to prevent any disagreement we recommend you to perform on a regular base the following
tasks:

4. Backup the database, configuration and log files:

The location of the files may differ depending on the selected architecture:
For a standalone configuration it will be:

C:\Program files\Smile 3

Databases: Smile.mdb, Language.mdb

Configuration: smile.exe.config, smileserver.exe.config

Log: yyyymmdd.txt, SmUpdate.log, LDAPUpdate.log

C:\Program files\Smile 3\UserProfiles:

Profiles: Administrator.xml, Supervisor.xml, Default.xml, *.xml

5.  Check the log files:

Do not hesitate to check if there are any reported problems in the log files.
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8.2 FREQUENTLY ASKED QUESTIONS
Do not hesitate to consult the FAQ available on the Smile web site:

http://www.SmileConsole.com

{= Smile Suite - Quentris Products website. Download, activate " Learn - Windows Internet Explorer,

6@ ® (&) Hets /v smisconsole.comne s ~|[&[*2][ x| [@Ena
<ir Faverites ‘.’g)s.ﬂne Suite - Quentris Products website, Download, ac... | ‘ P - B - = o - Page- Sefety~ Took- @v
-~
QUENTRIS PN .
e S Or @ Smile Website
THE SMART ICT ALTERNATIVE
Home Products Releases ¥ Technical Guides User Guides Support
) 3 z .
; = 2 -
P ik, : @ Download This Video
'
= As Partner,
®
% Get FREE TRY Lpy. f Smile Consoles t‘
- N s hi
Smile Suite
o The smart way to handle your telephone calls
user_ license | —=| ooionion | e
e-learning ctivati
products Seliatch |
News
downloads
Tuesday, September 15, 2009
Smile 3 - Compliant with CS1k Rls 6.0
Quentris s pleased to announce that
the Smile 3 has successfully met the
nortel standards for compatibility
testing in a laboratory environment
with the Nortel CS1000E Rls 6.
Monday, June 01, 2009
Smile 3 - Compliant with €51k Rls 5.0
Flientriz iz nl=azed tn announcs the ¥

Note: Your distributor account is required to access the F.A.Q.
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8.3 CUSTOMER SUPPORT REQUEST:

In order to introduce your support request we will ask you to fill in the following form and to send it to

our Smile Support Team: smile@quentris-gdfsuez.be

This form is also available on our Smile web site: http://www.SmileConsole.com

* Mandatory information

1°) General Information:

Distributor:
FNAME: i
Address: ...........

2°) Configuration:

* Smile Software version: ....... e EI (eg.: 2.3.4)

* Smile Software Package: .........cccceeiiiiiiiiininnneenn.
(Exp=Express / Std=Standard / Adv=Advanced / Prem=Premium / VIP)

* Dongle serial number (Licence number): ............c........

* Dongle Type: .....coevveveeennnne (Parallel / USB)
* Meridianl — CS1000 Console Type © .......cooeevveeeeeeeennns (M2250 / CIU / IP)
* Features:
Network facility:............. (Yes/No) Nb of workstations ?: ....
LDAP LookUp: .... (Yes/No)
LDAP Update:  ....eeeee (Yes/No)

LDAP SEIVEN TYPE & ittt et
(MS Exchange/Active Directory/Novell eDirectory/etc...)
SmUpdate: ... (Yes/No)
SmService: e (Yes/No)
Email Server type = .oo.oiiiiiiiii e
(MS Echange / Lotus Notes / etc...)

* Operating SYStEM: ... e
(Win98SE / Win NT4 SP6a / Win 2000 Prof. / Win XP Prof.)

* Computer characteristics:

CPU: .: Pentium I11)

Clock: .1 800 MHz)

RAM: .2 128 MB)

HD: .. 1 GB Hard disk)

Video .2 800x600)
Comments:
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3°) Problem Description:

* Date and Time of the problem: (useful for the log file)

Date: ... /... [l (dd/mm/yyyy)
Time: e D T, (hh:mm:ss)

* Problem SeVerity: ........cccouuiiiiiiiiiiie s
(Minor / Major / Business Critical)

* Problem Description:

* Detailed manipulations:

L. ACHION: oo
Observed behaviour: .....
Expected behaviour: ............cccooiiiiiiiiiiiiii

2. ACHION: oot
Observed behaviour: .....
Expected behaviour: ............cccooiiiiiiiiiiiii

3etc ...

Can this problem be reproduced ? .............. (Yes/No)
If not, what is the problem frequency ? ........cccccoovviiinnnnns (x times a day)

4°) Files to provide:

* Log files:

Depending on the Smile configuration we will ask you to provide the following
available log files located in the applications directories.
(Default: c:\program files\smile)

Smile: Install_Smile.log
logfile.txt
loadmaster.bat

SmUpdate: Install_SmUpdate.log
SmUpdate.log

LDAP Update: Install_LDAPUpdate.log
LDAPUpdate.log

SmService: Install_SmService.log
SmService.log

* Configuration files:

Smile: config.ini — SoftkeyActivation.ini (Since Rls 2.4.0)
SmUpdate: SmUpdate.ini
SmService: LDAPUpdate.ini

Database files: (if not possible a part of database file)

Smile: Smile.mdb

5°) History:

Do not hesitate to explain what you've already tried to solve the problem or if you've found a temporary
workaround.
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9 APPENDIX

9.1 WHEN DO YOU NEED AN ACTIVATION KEY ?

You need an Activation Key when:

You install the Smile software for the first time.

You change the hardware component that was used to build the machine hash (Dongle, Hard

Disk or Network Interface Card). The machine hash is the unique hardware identifier of the
operator desktop.

During the software installation (step 6.4), the Smile Activation Wizard tells you which hardware
component is used to determine the machine hash.

% Smile Activation Wizard El

Challenge

Lagin ta the smile websits indicated below and paste the challenge
in the appropriate textbox

Smile website : http:#/prod.ascom. be/activationpage. asp

Challenge :

<actvahonrequest: -
<machinehash xmins="sk"»33E 8-DCIF-BEFC-992F </ =
machinehashi: =
<serialhumber sming="sk"> 4001 -01-020400-93993 2444 AR 7E-
A3DCT 3¢/ senalnumbers

<distributar xmins="sk">&scom Belgium< Adistibutors w

Copy

< Back

Lancel

d

When the installation process is completed, the same information can be found in the file
“SoftkeyActivation.ini” in the subfolder ‘Softkey’ located in the Smile application directory.

[Settings]
ProdName="Smile"

MachineHashzl
The prompt ‘MachineHash’ represents the hardware component used to build the Challenge:
1 = The Machine Hash is based on the primary hard drive
2 = The Machine Hash is based on the primary network interface card
3 = The Machine Hash is based on the Smile dongle

You want to reinstall already activated Smile software on another desktop (other machine hash)

and you do not have a Smile dongle. This could be the case when the operator desktop crashes
and you want to use a backup system.

You want to upgrade an existing system

An upgrade consists in a new License Certificate en thus in a new Activation Key.
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There are 3 types of upgrades:
- Minor Software Upgrade (e.g.: from Rls 2.4.0 to Ris 2.5.0)

- Major Software Upgrade (e.g.: from RIs 2.4.0 to RIs 3.0.0)
- Expansion Upgrade (e.g.: from Express to Advanced)
Note:

Only one activation key will be delivered by License Number.

At any time you can retrieve the Activation Key associated to your License Number on the Quentris
website at http://www.SmileConsole.com/ActrivationPage.asp

If you use a License Number and its associated Activation Key on another computer, the Smile will run in
survival mode during a limited period.
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9.2 PLANTRONICS CS60 USB

Since RIs 3.0.8 the Smile 3 console supports the wireless headset Plantronics CS60 USB.

It provides a hands free, long range workspace mobility convenience and allows the operator to answer
and release calls using the buttons of the headset.

To install the Plantronics CS60 USB on a Smile 3 Console please proceed as follow:
1. Download the setup file of the ‘Smile Plantronics Enabler’ from the Smile console website

2. Run the setup on the Smile 3 Console

1% Smile Plantronics Enabler.

‘Welcome to the Smile Plantronics Enabler Setup
Wizard -ﬁ’m i

The instaler will uide yau through the steps required ta install Smile Plantranics Enabler an yaur
Gomputer

WARNING: This computer program is protected by copyriaht i and intemational ieaties:
Unavtherized duplication or distibution of this program, or any prion of t, may resul in ssvere civl
on crimingl penalies, and wil be prosecuted ta the masimum extent passible urder the k.

Click on the <Next> button.

1% Smile Plantronics Enabler.

Installation Complete
.ﬁh x
¢

Sl Plantionics Enabler has been successfull installed

Click "Close" to exit

Please use Windows Lpdate to check for any ciiical updates to the NET Framework.

Click on the <Close> button to finish the installation.
3. Connect the Plantronics CS60 USB headset to an available USB port
4.  Start the Smile 3 Console
5.  Select the ‘CS50/CS60 Headset' as audio device in the operator profile

6. Restart the Smile 3 Console.
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Did you know that Smile software for Meridian 1 and CS1000 attendant
console solutions has been a bestseller in the market for several years?

Thousands of Smile systems are already installed across Europe, Middle
East and Africa.

For more information about Smile please contact

The Smile Team

NORTEL

COMPATIBLE

N

PRODUCT

E-mail: smile@quentris-gdfsuez.be

Or consult our website at http://www.SmileConsole.com
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